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Abstract
Vibrations in mechanical lightweight beam and truss-type structures are often re-
lated to several detrimental effects such as diminished durability, unwanted noise
and safety issues. By integration of two piezoelectric transducers connected to RL-
and RLC-shunts into a beam-column support with rotational elasticity as presented
in this work, vibrations of a beam-column with circular cross-section is significantly
attenuated in various lateral directions. In contrast to other measures for vibration
attenuation, the advantages of the piezoelectric transducer with shunt circuit are
the possibility of integrating the transducer into the structure’s mechanical load
path and the precise vibration attenuation adjustment. In this work, on the one
hand, the capability of the proposed piezo-elastic support to attenuate lateral
beam-column vibrations with shunted transducers is investigated experimentally
and numerically. On the other hand, uncertainty in the vibration attenuation is
quantified and evaluated by experiments and simulation to reduce uncertainty in
the application of the piezo-elastic support.
It is shown numerically and experimentally that the proposed concept of the piezo-
elastic support attenuates beam-column vibrations in various lateral directions by
89% with RL-shunts and by 96% with RLC-shunts compared to vibrations with-
out attenuation through shunts. However, uncertainty caused by manufacturing,
assembly and static axial beam-column load variations affects the lateral beam-
column vibration attenuation during operation. As an approach for uncertainty
quantification, a model-based uncertainty analysis with parameter uncertainty as-
sumed from own experiments and literature is performed. Own experiments are
performed to quantify uncertainty due to spring element manufacturing variations,
a key element of the piezo-elastic support, and due to static beam-column load
variations. It is shown that both sources significantly affect the vibration attenua-
tion with RL- and RLC-shunts. So far, uncertainty due to static beam-column load
variations has not been subject of research for resonant shunted transducers. Nu-
merical results of the model-based uncertainty analysis with uncertainty assumed
from own experiments and literature combined show that vibration attenuation
with RL- and RLC-shunts is significantly affected by all three sources of uncertainty
but still adequate vibration attenuation is achieved. More specifically, vibration
attenuation with RLC-shunts is only little affected by static load variations.
The novelty of this work is the use of resonant shunted piezoelectric transduc-
ers integrated in a beam-column support for vibration attenuation. Furthermore,
the evaluation of uncertainty by probabilistic measures of the maximum vibration
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Modern mobile structures are increasingly benefiting from the effort of lightweight
design that is to bear and withstand loads with minimum material usage over a
defined life time without failure, [97]. Mechanical lightweight structures such as
frames and struts in cars, airplanes or space structures are dynamic systems with
inertia, stiffness and damping properties that respond to external time-varying dis-
turbances such as road surfaces, aerodynamic forces and varying operation loads.
Although lighter structures reduce energy consumption, they are susceptible to vi-
bration issues due to low inherent damping. As a result, time-varying disturbances,
such as external cyclic forces, can cause undesired structural vibrations that may
lead to fatigue, reduced durability or undesirable noise.
Truss-type structures are a widely used approach for designing especially
lightweight structures in mechanical and civil engineering, [32, 79, 96]. In the
research framework of the Collaborative Research Center (SFB) 805 "Control of
Uncertainty in Load-Carrying Structures in Mechanical Engineering", a truss-type
structure is the main characteristic of the SFB-Demonstrator. The research pro-
gram of the SFB 805 focuses on a holistic approach in order to control uncertainty
along all phases of the product life: from product development to production to
usage. In this context, the SFB-Demonstrator serves as a platform to all subpro-
jects in the SFB 805 to test the developed methods and technologies for reducing
or compensating uncertainty on real load carrying systems in order to control un-
certainty. As typical for truss-type structures, the truss in the SFB-Demonstrator
comprises truss members such as beam-columns with circular cross-section that
are connected to each other via the relatively stiff truss nodes, [17, 52]. In the
truss, beam-columns are subject to axial compression or tension and time-varying
bending due to static and cyclic truss loads. Consequently, lightweight structures,
such as truss-type structures, with little inertia or damping and high stiffness are
prone to high vibration amplitudes when excited by a range of frequencies that
induce resonance. Furthermore, the static truss loads may lead to axial compres-
sive and tensile beam-column loads that detune the lateral beam-column resonance
behavior, which is often neglected.
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Vibration attenuation of truss-type structures may be achieved by stiffening, us-
ing supports for vibration isolation, increasing the structural damping or by using
compensating forces, [77]. To this end, passive, semi-active and active measures
such as viscous damping elements, mechanical tuned vibration absorbers (TVA)
and active feedback control are used. Especially TVAs are widely applied for the
attenuation of structural resonance modes. Typically, a TVA comprises a mass, stiff-
ness and damping element, [95]. This vibratory system is added to a host structure,
in this case to the truss, and usually tuned to a selected host structure resonance
mode, thereby attenuating host structure vibrations in a narrow frequency range.
With resonant shunted piezoelectric transducers, [47, 63], vibration attenuation is
achieved in a comparable manner to a TVA, but several advantages become notice-
able. Piezoelectric transducers convert mechanical energy into electrical energy,
and vice versa. By connecting the piezoelectric transducer electrodes to an elec-
trical circuit with resistance and inductance, the RL-shunt, an electrical tunable
oscillation circuit with the inherent capacitance of the transducer is created. In
contrast to a TVA that is additionally attached to a host structure, a piezoelectric
transducer connected to an RL-shunt can be integrated into the axial or lateral me-
chanical load path where it becomes a load-carrying element in the host structure
itself. Lightweight design benefits from load path integrated piezoelectric trans-
ducers thanks to less additional mass and also the load-carrying capability of stiff
piezoceramic materials. Furthermore, the shunted transducer does not rely on a
moving mass and, hence, no complex mechanical stiffness and damping elements
are required. Instead, the dynamic properties such as damping and stiffness are
precisely manipulated by the connected shunt circuit.
In this work, the advantages of compact integration and precise tuning for shunted
transducers are used in a novel beam-column support concept called the piezo-
elastic support [16, 25, 85], which has two shunted piezoelectric stack transducers
integrated in the beam-column support. The piezo-elastic support is capable of at-
tenuating vibrations in all lateral directions of a beam-column with circular cross-
section when connected to RL-shunts without manipulating the beam-column’s sur-
face, and can also be used in the SFB-Demonstrator truss for vibration attenuation.
This technical solution has not been published by other authors yet. In order to
increase the performance of vibration attenuation with RL-shunts and as an en-
hancement in this work, RL-shunts with additional negative capacitances called
the RLC-shunts are used, [6, 65]. However, in contrast to the RL-shunt, the nega-
tive capacitance can cause stability problems of the structural vibration, which has
to be considered when setting the shunt values.
Despite the advantages of piezoelectric transducers in lightweight structures that
have been named in the last paragraph, the vibration attenuation with resonant
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shunted piezoelectric transducers is sensitive to variations in the tuning of shunt
and host structure, [56, 73]. If not tuned optimally, host structure vibrations may
not be attenuated adequately. In real lightweight structures, system properties
and states vary due to manufacturing, assembly and load variations, and deter-
ministic values usually cannot be predicted. Consequently, non-optimally tuned
shunted piezoelectric transducers due to non-deterministic system property varia-
tions cause uncertainty in the vibration attenuation that may involve significantly
reduced vibration attenuation performance or may even cause unstable vibrations,
as in case of the RLC-shunt. In this context, a model-based uncertainty predic-
tion is often used to estimate the discrepancy in vibration attenuation and its
probability of occurrence, [3, 84]. So far, model-based prediction of uncertainty
in the vibration attenuation with resonant shunted transducers is mainly limited
to parameter uncertainty assumptions made from literature without experimental
validation. However, a complete and consistent uncertainty quantification is only
achieved by validation of the simulation model with experimental data, [81].
The main objectives of this work are:
• Quantification of the vibration attenuation of a beam-column with circular
cross-section in arbitrary lateral direction using a novel beam-column sup-
port with rotational elasticity and integrated piezoelectric stack transducers
connected to resonant shunts with and without negative capacitance.
• Numerical and experimental quantification of uncertainty in the vibration
attenuation arising from static axial tensile and compressive load variations,
manufacturing variations and system assembly variations.
Both objectives are necessary to evaluate the vibration attenuation capability of the
piezo-elastic support.
1.2 Approach and scope of work
Lateral vibration attenuation of a beam-column with circular cross-section by a
piezo-elastic support with integrated and resonant shunted piezoelectric transduc-
ers is investigated in two steps by using simulations and experiments:
1. Investigation of the deterministic lateral vibration attenuation with opti-
mally tuned RL- and RLC-shunts.
2. Investigation of the non-deterministic and uncertain lateral vibration atten-
uation with RL- and RLC-shunts.
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To quantify optimal vibration attenuation in (1.), the maximum lateral beam-
column vibration amplitudes with RL- and RLC-shunts are compared to amplitudes
when no shunts are connected. Uncertainty in the vibration attenuation in (2.) is
quantified by probabilistic and non-probabilistic variations of the maximum ampli-
tudes with shunts. Uncertainty in vibration attenuation with RL- and RLC-shunts is
evaluated by the discrepancy of the uncertain and the optimal maximum vibration
amplitudes and compared for the two shunt concepts.
Uncertainty in the vibration attenuation in (2.) is assumed to result from non-
deterministic input parameter variations caused by the following and interacting
sources of uncertainty:
• static axial tensile and compressive beam-column load variations and
• manufacturing and system assembly variations.
During operation, a static axial tensile or compressive force is assumed to act
along the beam-column axis. For static axial tensile and compressive loading,
non-probabilistic uncertainty is assumed by a force interval with lower and up-
per limit, but with unknown variability. Manufacturing and assembly variations
are assumed to cause parameter value scattering about a mean value and, there-
fore, are quantified by probability density functions with known variability.
In this work, uncertain lateral vibration attenuation with RL- and RLC-shunts is
numerically predicted by taking into account uncertainty assumed from own ex-
periments and literature as well as disregarded uncertainty. In a case study, uncer-
tainty from own experiments and literature is first analyzed individually and then
combined.
Uncertainty assumed from own experiments:
• Non-probabilistic uncertainty in the vibration attenuation is derived from
experimental static axial tensile and compressive load variations within the
assumed load interval limits.
• Probabilistic uncertainty in the vibration attenuation is derived from inter-
acting experimental variations of the manufacturing of the membrane-like
spring element, which is a key element of the piezo-elastic support, and
system assembly.
Uncertainty assumed from literature:
• Probabilistic parameter uncertainty due to manufacturing variations of the
piezoelectric transducer properties and the electrical shunt components is
derived from manufacturing tolerances.
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The investigated systems consist of a beam-column with circular cross-section em-
bedded in two piezo-elastic supports A and B, which are used for vibration excita-
tion and attenuation, refer to figures 3.1 and 3.2. In support A, two piezoelectric
transducers are used to apply broad-band vibration excitation in lateral directions
in the frequency range of the first beam-column resonance mode. In support B,
two piezoelectric transducers are either connected to RL- or RLC-shunts for vibra-
tion attenuation of the first resonance mode in lateral directions or the transducer
electrodes are short circuited to account for vibration without shunts connected.
The structure of this work is as follows:
Chapter 2 classifies vibration attenuation with shunted piezoelectric transducers
in general into state-of-art vibration attenuation approaches and explains vibra-
tion attenuation with resonant shunted transducers, which are also used in this
work. Furthermore, the advantages of the piezo-elastic support are compared to
existing technical approaches for vibration attenuation of beam-column and truss-
type structures are discussed. The classification of uncertainty used in this work
is presented and the state of research of uncertainty in vibration attenuation with
resonant shunted transducers is discussed.
Chapter 3 presents the investigated beam-column system. The dynamic models
of the beam-column system without and with shunts used for numerical analyses
are derived by the use of a linear finite element (FE) beam-column model, linear
piezoelectric transducer models and linear electrical shunt models. The model with
shunts is used to optimally tune shunts for vibration attenuation in simulation and
experiments.
Chapter 4 presents the experimental realization of the investigated beam-column
system and shunt circuits. The experimental setup is used to measure the beam-
column system’s dynamic behavior with and without shunts in order to quantify the
vibration attenuation capability of the piezo-elastic support with shunted transduc-
ers and to quantify uncertainty in the vibration attenuation due to membrane-like
spring element and static axial load variations.
Chapter 5 presents numerical and experimental results of the deterministic lateral
beam-column vibration attenuation with optimally tuned shunts when uncertainty
is disregarded. Furthermore, the effect of excitation applied at oblique angles on
the plane lateral beam-column vibration is investigated and studied via orbit plots
and frequency transfer function.
1.2 Approach and scope of work 5
Chapter 6 presents the general concept to assume and quantify uncertainty from
own experiments. A case study is performed to quantify and compare uncertainty
in vibration attenuation with RL- and RLC-shunts.
Chapter 7 summarizes the presented work and gives an outlook on future research
objectives.
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2 Background and state of research
Vibrations are a structure’s response to dynamic excitation forces or displacements
and depend on the excited frequency range. Especially lightweight structures, such
as truss-type structures, with little inertia or damping and high stiffness, are prone
to high vibration amplitudes when excited by a range of frequencies that induce
resonance. High structural vibration amplitudes are related to several detrimental
effects, such as diminished durability, unwanted noise, reduced operation precision
and safety issues. Therefore, different technical vibration attenuation approaches
such as shunted piezoelectric transducers have been developed to influence the
structure’s dynamic behavior in order to reduce undesired effects of high vibration
levels.
In this chapter, resonant shunted piezoelectric transducers are classified into the
general context of vibration attenuation approaches and other available shunt con-
cepts. The principle of vibration attenuation with resonant shunted transducers is
explained and their attenuation capability is compared to that of tuned vibration
absorbers. A state-of-art classification of uncertainty used in this work is given and
the state of research of uncertainty in vibration attenuation with resonant shunted
transducers is discussed.
2.1 Vibration attenuation of mechanical structures
Different approaches to achieve vibration attenuation of mechanical structures exist
and they can be characterized by their amount of additional energy that is neces-
sary to achieve vibration attenuation.
Technical approaches for vibration attenuation
The most common approaches rely on stiffening, damping, compensation and iso-
lation, [42, 77]. By stiffening, the resonance frequencies of a structure are shifted
up beyond the frequency band of excitation. By damping, the resonance vibra-
tion peaks are reduced by dissipation of vibration energy. By compensation, forces
of opposite phase to the vibration are applied to the structure. By isolation, the
propagation of vibration to the structure is prevented.
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Characterization of vibration attenuation approaches
Vibration attenuation, in context of the named approaches, is achieved by passive,
semi-active or active methods. In this context, the classification passive, semi-active
or active results from the amount of additional energy that is put into the structure
and that is necessary to achieve vibration attenuation, [20, 78, 94]. Passive vi-
bration attenuation does not rely on additional energy and can be achieved by a
variety of technical approaches, e.g. TVAs. A TVA is an auxiliary vibratory sys-
tem comprising a mass, stiffness and damping element that is attached to the host
structure, [95]. The TVA is tuned to a host structure resonance frequency thereby
attenuating vibrations in a narrow frequency range. While the host structure’s vi-
bration is reduced, the vibration amplitudes of the TVA mass can be significantly
high. For semi-active vibration attenuation, additional energy is used to change
or control passive mechanical properties, such as stiffness or damping [61]. For
active vibration attenuation, additional energy is used to provide active forces,
such as position-, velocity- or acceleration-proportional forces [77]. Although ef-
fective and powerful, active vibration attenuation always needs power supply and
computational controller performance.
In this work, shunted piezoelectric transducers are used for vibration attenuation.
In general, a shunted piezoelectric transducer achieves passive, semi-active or ac-
tive vibration attenuation through damping and compensation depending on the
used shunt concept.
2.2 Vibration attenuation with shunted piezoelectric transducers
Among the numerous technical possibilities to attenuate vibrations, one well-
known technique for passive, semi-active or active vibration attenuation uses piezo-
electric transducers coupled with the host structure and an electric circuit that is
connected to the transducer electrodes. This approach was first proposed in [19]
and has been subject to research in many publications, [6, 9, 18, 28, 32, 34, 50,
59, 61, 65, 66, 76, 83, 92, 93, 99].
Piezoelectric transducers
A piezoelectric transducer coupled to a host structure converts mechanical defor-
mations of the host structure into electrical charges, using the piezoelectric effect.
Furthermore, when applying electrical voltages to the transducer electrodes the
transducer deforms, according to the inverse piezoelectric effect. The latter enables
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the transducer to generate actuating forces that act on the host structure and can
attenuate vibrations. The piezoelectric effect and the inverse piezoelectric effect
combined characterize the sensing and actuating behavior of a piezoelectric trans-
ducer. The conversion of mechanical to electrical energy, and vice versa, depends
on the material electromechanical coupling coefficient of the piezoelectric material
used in the transducer, [44]. Vibration attenuation with piezoelectric transducers
is suitable for lightweight structures as the transducers can be integrated into the
mechanical axial or lateral load path where they become load-carrying elements in
the host structure itself, thereby reducing the effect of additional masses, [83].
For practical applications, various shapes of piezoelectric transducer are commer-
cially available, e.g. patches, blocks, tubes or multilayer stack transducers, often
made of the piezoceramic material lead zirconate titanate also called PZT, [44]. In
this work, piezoelectric multilayer stack transducers made of PZT are used as PZT
achieves an adequate material electromechanical coupling coefficient and the stack
transducer design allows a compact integration in the piezo-elastic support.
Shunt concepts
In [59] and [99], an overview of available shunt circuit designs to achieve passive,
semi-active and active vibration attenuation is given. Resistive and resonant shunts
for passive vibration attenuation, [9, 32, 65, 83], work comparable to mechanical
viscous damping elements and TVAs. But like TVAs, resonant shunts are sensitive
to an imprecise tuning of host structure and shunt as a result of model inaccuracies
or system property variations, [73]. To overcome this drawback and to improve
vibration attenuation, more complex shunts have been presented and investigated,
e.g. switching and adaptive shunts for semi-active vibration attenuation, [28, 34,
50, 61, 66, 92], and shunts with negative capacitances or additional power supplies
for active vibration attenuation, [6, 7, 18, 65, 76].
The variety of presented shunt concepts shows a trend of increasing shunt com-
plexity in order to pursue vibration attenuation improvements and robustness.
However, adaptive and switching shunts become more complex as additional com-
ponents and electric energy for sensors and control loops are needed. In contrast
to that, resonant shunted piezoelectric transducers with optimally tuned RL- or
RLC-shunt values can still highly attenuate host structure vibration with no ad-
ditional sensors needed. In order to evaluate the suitability of resonant shunted
piezoelectric transducers for lateral beam-column vibration attenuation with the
piezo-elastic support, numerical and experimental deterministic and uncertain non-
deterministic vibration attenuation analyses are performed in this work.
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2.2.1 Resonant shunted piezoelectric transducer
By connecting the electrodes of a piezoelectric transducer coupled to a host struc-
ture with a series circuit of inductance L and resistance RD, the RL-shunt [32],
an electrical tunable oscillation circuit with the inherent piezoelectric transducer
capacitance C is created. When the host structure vibrates, mechanical vibratory
energy is converted into electrical energy in the piezoelectric transducer due to
the piezoelectric effect and stored in the oscillating circuit. The electrical energy
partly dissipates in the resistor RD, thus increasing damping and generating forces
to counteract the vibration due to the inverse piezoelectric effect. Because of this,
the transducer connected to an RL-shunt achieves vibration attenuation via both
damping and compensation, and is well suited for vibration attenuation of host
structure resonances. The performance of vibration attenuation with shunted
transducers depends on the dimensionless piezoelectric general electromechani-
cal coupling coefficient (GEMCC) γ of the transducer and the structure, [33]. The
GEMCC is a modal quantity that is related to the host structure’s resonance modes.
It indicates the amount of mechanical vibratory energy converted into electrical
energy and depends on the used piezoelectric material as well as on the posi-
tion on the host structure where the transducer is coupled. The maximization
of the GEMCC is usually attempted during the design process, [13]. However,
the GEMCC only indicates the vibration attenuation potential and, eventually, the
vibration attenuation depends on the tuning of the shunt values of RD and L.
The piezoelectric transducer mainly behaves as a capacitor with inherent capaci-
tance C due to the unbalanced electric charges that appear on its electrodes when
a mechanical strain is applied. This results in an increase in the mechanical stiff-
ness of the transducer. In order to counteract this effect and to increase vibration
attenuation with resonant shunted transducers, a capacitor with a negative capac-
itance Cn can be connected in series to the transducer to reduce the mechanical
transducer stiffness. The negative capacitance behaves as a spring element with
negative stiffness, as evidenced by [12], where the elasticity of piezoelectric poly-
mer films is adjusted using a variable negative capacitance. This is also valid for
piezoceramic materials. By adding a negative capacitance Cn to the RL-shunt, the
RLC-shunt, a higher effective coupling is achieved and the vibration attenuation
performance of the resonant shunted transducer is increased significantly. Fur-
thermore, the effective piezoelectric transducer capacitance increases and smaller
values for the inductance L are needed, [55]. In theory, the vibration attenuation
performance increases monotonically and non-linearly with the negative capaci-
tance ratio δ = C/Cn approaching the stability limit δcrit = −1 + γ2, [65]. In
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experiments, instability usually occurs earlier for δ < δcrit due to imprecise system
parameter knowledge, [55].

















Figure 2.1: a) host structure with piezoelectric transducer and shunts, b) host struc-
ture with tuned vibration absorber (TVA)
Figure 2.1 shows the principles of vibration attenuation with a resonant shunted
transducer and with a TVA for an undamped mechanical host structure. For both
concepts, the host structure is represented by a massm and a stiffness k. Mostly and
also in this work, vibration attenuation analyses with shunted transducers and TVAs
are based on the frequency transfer behavior in a frequency range that contains
host structure resonances. In figure 2.1, the host structure’s mass is excited by
the periodic force F(t), which leads to the periodic displacement response r(t). To
obtain the frequency transfer behavior of excitation force to displacement response,
the host structure’s equation of motion is transformed into the frequency domain
by using the LAPLACE transform, chapter 3. The frequency transfer behavior is
described by
F(Ω)G(Ω) = r(Ω) (2.1)
with the excitation force F(Ω), the frequency transfer function G(Ω) and displace-
ment response r(Ω), which are all functions of the excitation frequency Ω.
In figure 2.1a, the piezoelectric transducer with electrical capacitance C is assumed
to be without mass and is connected in parallel to the host structure stiffness k.
When the transducer is not connected to a shunt and vibrations are not attenuated,
the two states of transducer electrodes
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• short circuited transducer electrodes (sc) with associated mechanical trans-
ducer stiffness ksc and
• open circuited transducer electrodes (oc) with associated mechanical trans-
ducer stiffness koc, whereby koc > ksc due to the piezoelectric effect,
are distinguished, [65]. With sc or oc electrodes, the new host structure stiff-
ness becomes K sc = k + ksc or Koc = k + koc. In consequence of the sc and oc





Koc/m can be calculated, which are often used to estimate the GEMCC
via
γ=
√√ (ωoc)2 − (ωsc)2
(ωoc)2
. (2.2)
For vibration attenuation, the transducer electrodes are connected to a series RL-
or RLC-shunt, figure 2.1a. For vibration attenuation with TVAs, the TVA with mass
mTVA, stiffness kTVA and damping dTVA is attached to the host structure’s mass m
not affecting the host structure stiffness in figure 2.1b.
For optimal vibration attenuation with resonant shunted transducers, appropri-
ate values for RD, L and Cn have to be selected. Typically, the shunt values are
selected to achieve minimum vibration amplitudes through the balanced calibra-
tion method. This is an analytical method presented in [36] for the tuning of
TVAs and has been adapted to resonant shunted piezoelectric transducers, [39,
64]. Balanced calibration is shown in figure 2.2a by the amplitude response
|GRL(Ω)|= |r(Ω)/F(Ω)| of the host structure frequency transfer function (2.1) with
the piezoelectric transducer connected to an RL-shunt, red lines. The balanced
calibration imposes two fixed points P and Q on the amplitude response function
|GRL(Ω)| in figure 2.2a. The inductance L is determined to get approximate equal
heights of amplitudes in P and Q for RD = 0, this is indicated by the curve with a
low value of RD shown with a dashed red line. Then, resistance RD is obtained to
lead to a flat plateau with minimal broadband amplitudes shown with a solid red
line in figure 2.2a and maximum remaining peak gain bGRL = max{|GRL(Ω)|}. By
comparing the peak gain bGRL to the peak gain bGsc of the short circuited normalized
amplitude response |Gsc(Ω)|, i.e. no shunt is connected to the piezoelectric trans-
ducer and where small damping has been added in the simulation, vibrations are
reduced thanks to optimally tuned values for RD and L. However, the vibration at-
tenuation with resonant shunts is sensitive to imprecise tuning. Consequently, not
optimally tuned shunt parameters reduce the capability of vibration attenuation, as
shown by the red dotted line in figure 2.2a.



































Figure 2.2: a) amplitude responses with RL-shunt |GRL(Ω)|: optimally tuned ( ),
low value of RD ( ), not optimally tuned ( ), short circuited ampli-
tude response |Gsc(Ω)| ( ), b) normalized peak gains: with RL-shuntbGRL ( ), with RLC-shunt bGRLC ( ), with TVA bGTVA ( )
Vibration attenuation with piezoelectric transducers shunted to an RL- and RLC-
shunt is compared to vibration attenuation with a TVA, figure 2.1, by comparing




, bGRLC =√√2 (1+δ)
γ2 + γ4
and bGTVA =√√1+ 2
m′ (2.3)
for optimally tuned shunts and TVA have been derived as functions on the dimen-
sionless parameters γ and δ and m′. In (2.3), γ and δ are respectively the already
introduced GEMCC and negative capacitance ratio and m′ = mTVA/m is the mass
ratio of host structure mass and TVA mass. Figure 2.2b compares the peak gainsbGRL, bGRLC and bGTVA for optimally tuned shunts and TVAs for different values of γ
and m′. Both the peak gains bGRL and bGTVA reduce asymptotically for increasing
values of γ and m′. For γ ≈ pm′, similar peak gains are achieved and, hence, the
transducer with RL-shunt and the TVA lead to similar host structure vibration atten-
uation. Additionally, figure 2.2b shows further reduced and almost constant host
structure peak gains bGRLC when a negative capacitance is included in the RL-shunt.
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General aspects for experimental implementation
In experimental implementation, inductance values L in the range of millihenry
to several henry may be required in combination with the demand for a precisely
tunable inductance. Therefore, the inductance is often synthesized by electrical
circuits with resistors, a capacitor and two operational amplifiers, [4, 41, 57]. This
circuit creates an electrical impedance that behaves like an electromagnetic coil
and for that, a power supply is required. Nevertheless, vibration attenuation with
an RL-shunt and synthetic inductance can still be considered to be passive, because
the energy used for vibration attenuation only results from the piezoelectric effect.
Moreover, a negative capacitance Cn as required in the RLC-shunt does not exist
in the form of passive electrical components. Therefore, a negative capacitance for
vibration attenuation is also realized by an active electrical circuit with operational
amplifiers. This circuit changes the sign of the impedance of a passive capacitor
whose value can be adjusted by resistors in the circuit. A negative capacitance
behaves like a charge source and provides electrical charges when a voltage is
applied. Because of this, additional energy is used in the RLC-shunt to generate
actuating forces. The authors in [6, 7, 38] define the RLC-shunt as active vibration
attenuation. The characterization of passive and active vibration attenuation with
RL- and RLC-shunt is also used in this work.
2.2.2 Truss-type structures with resonant shunted transducers
As stated in the last section, vibration attenuation with shunted piezoelectric trans-
ducers has been the subject of research for several decades. However, most of the
investigations focus on academic structures, such as cantilever beams with rectan-
gular cross-section, [6, 31, 47, 49, 60], or plates, [7, 9, 87], with piezoelectric patch
transducers. These structures are subject to periodic forces that lead to vibration.
What is more, vibration attenuation is only investigated in one lateral direction. In
contrast, a beam-column with circular cross-section and vibration excitation due to
periodic forces applied in various lateral directions is investigated in this work. A
novel technical concept called the piezo-elastic support, [16, 25], is used for lateral
vibration attenuation of a beam-column in various lateral directions, which has two
shunted piezoelectric stack transducers integrated in the beam-column support.
Contrary to single beams and plates, truss-type structures under real conditions
bear and withstand constant and cyclic loads. As an example, figure 2.3 shows the
SFB-Demonstrator introduced in section 1.1 that carries a payload (1) on an upper
beam-column truss (2) and that is connected to the lower truss (3) via guidance
links and a spring-damper component (4), [52]. The guidance link enables the
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kinematic motion between the lower and upper truss structures. The elastic foot
(5) acts as an impact absorption element that introduces transient axial and lateral
impact forces when releasing the SFB-Demonstrator from a specified drop height.
Furthermore, cyclic forces are introduced at the elastic foot (5) in the case of cyclic
base excitation. Both load scenarios may lead to upper truss vibrations. Due to
a truss structure’s design, which include many assembled components, such as
beams, rods and supports, truss structures, as in the SFB-Demonstrator, show local
and global vibration modes, [96]. Global vibration modes are characterized by
the lateral or rotating movement of the truss supports, whereas local modes are







Figure 2.3: CAD illustration of SFB-Demonstrator, [52]
Only a few studies have investigated vibration attenuation with resonant shunted
piezoelectric transducers for lightweight truss-type structures, [2, 55, 58, 79]. In
[2], supports of a tripod beam-column truss of the ASTREX precision space struc-
ture use piezoelectric washers that are strained in shear under dynamic loading
connected to RL-shunts. Due to the planar washer design, only one bending di-
rection of the beam-columns with circular cross-section could be attenuated with
RL-shunts in experiments. In [55, 58, 79], a piezoelectric stack transducer is inte-
grated in a truss beam-column and compressed or elongated in the axial direction
when the structure vibrates. RL- and RLC-shunts are connected to the transducer
and the vibration attenuation of one global truss bending mode is experimentally
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investigated. The piezo-elastic support with shunted transducers investigated in
this work is capable of attenuating lateral beam-column vibration modes, chap-
ter 5, as well as global truss vibration modes, [40].
Furthermore, in the SFB-Demonstrator and truss-type structures, variations in the
static payloads may result in axial tensile and compressive loading of the truss
beam-columns. This affects the resulting lateral bending stiffness of the beam-
columns leading to changes in the beam-column and truss resonance frequencies,
[71]. For vibration attenuation with resonant shunted piezoelectric transducers, a
change of the resonance frequencies can reduce the achievable vibration attenu-
ation capability due to detuned shunted piezoelectric transducers. Contributions
that investigated the effect of additional static loads on the vibration attenuation
with resonant shunted transducers are not known to the author of this disserta-
tion. In this work, the vibration attenuation of a single beam-column with the
novel piezo-elastic support is investigated when the beam-column is axially loaded.
Besides vibration attenuation with shunted transducers, the piezo-elastic support
additional allows a new concept of active buckling stabilization, [85].
2.3 Uncertainty
Uncertainty in design and application of resonant shunted transducers leads to non-
deterministic vibration attenuation variations caused by non-deterministic varying
system properties and operating conditions. Consequently, during operation, un-
certainty may result in a detuned shunted piezoelectric transducer and loss of
attenuation performance, which is comparable to the non-optimal tuning in fig-
ure 2.2a. In order to classify and describe uncertainty, section 2.3.1 presents the
state-of-art in uncertainty classifications with mathematical distribution functions
and measures to quantify uncertainty, which are used in this work. Afterwards,
section 2.3.2 provides the state of research on uncertainty in vibration attenuation
with shunted transducers.
2.3.1 Uncertainty classification and description
There are different ways to classify uncertainty. In this work, the holistic approach
developed by SFB 805 is used in order to classify and evaluate uncertainty in the
vibration attenuation with resonant shunted piezoelectric transducers. According
to the SFB 805 in [14, 35], uncertainty in vibration attenuation occurs because
properties of a system cannot or can only partially be determined. Furthermore,
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uncertainty occurs along all phases of the product life: development, production
and usage. The approach developed by the SFB 805 distinguishes data or parame-
ter uncertainty and model uncertainty:
• Data uncertainty refers to uncertainty in the system parameters or states.
The system parameters and states include quantities such as geometry, ma-
terial properties, initial conditions or boundary conditions and system exci-
tation, e.g., mechanical forces or moments acting on the system. Uncertainty
in these quantities can originate from a range of sources including manufac-
turing tolerances, measurement uncertainty, changing boundary conditions
or approximate numerical solutions of differential equation-based models,
which are often used in mechanical engineering.
• Model uncertainty results from all assumptions, conceptualizations, abstrac-
tions, approximations, and mathematical formulations on which the model
relies and the functional relation of data.
Uncertainty in the vibration attenuation with resonant shunted transducers due
to parameter uncertainty, as part of data uncertainty, arising from manufacturing,
system assembly and static load variations is investigated in this work. Model
uncertainty is disregarded and not taken into account. Instead, state of research
models are used and validated for uncertainty prediction.
Data uncertainy for each property of the investigated beam-column with piezo-
elastic supports and shunted transducers may be divided into the three categories
probabilistic, non-probabilistic and disregarded uncertainty, [15, 69]:
• Probabilistic uncertainty is given if a non-deterministic value of an arbitrary
property is approximated by probability measures and known or assumed
probability distribution functions.
• Non-probabilistic uncertainty is given if a non-deterministic value of an arbi-
trary property is approximated by known or assumed membership function
or interval. For each value, a lower limit and an upper limit can be specified.
• Disregarded uncertainty is given if no declaration regarding any uncertainty
is made and the property is considered deterministic.
The mathematical description of probabilistic and non-probabilistic uncertainty is
given in the following section.
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Description of probabilistic uncertainty
The variation of an arbitrary system property X represented by a sample is often
depicted graphically by empirical histograms. Histograms show the frequencies
of observations occurring within a specified range of values (bins). Furthermore,
the sample data can be used to calculate probabilistic measures such as arithmetic
means, modes or percentiles that are used to characterize the central tendency
and the dispersion of the sample. In some cases, it is reasonable to approximate
empirical samples by continuous parametric distribution functions. In this work,
the normal distribution is used for properties of the beam-column system without
shunts, such as the short circuited resonance frequency, and GUMBEL distribution is
used for the peak gains with shunt.












Figure 2.4: Histograms and fitted parametric distribution functions to represent
probabilistic uncertainty, a) normal distribution, b) GUMBEL distribution
Figure 2.4a shows a histogram plot and the fitted normal distribution probability
density function (pdf) (2.4) of the short circuited resonance frequency ωsc, which
has been introduced in section 2.2.1 and which varies due to uncertainty as inves-
tigated in section 6.3.1. For comparison with the pdf, the histogram is normalized
to also obtain probability densities with the sum of the bar areas equal to 1. The
general equation of the continuous normal pdf is
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calculated for N samples, [10]. The mean is a measure of the central tendency,
and the standard deviation is a measure of the dispersion, which both are used to
characterize the distribution.
Figure 2.4b shows a normalized histogram plot of the peak gain with RL-shunt bGRL.
As introduced in section 2.2.1, the peak gain represents the maximum attenuated
amplitude response. Hence, the distribution of the peak gain values in figure 2.4b
represents the distribution of the maximum of the attenuated amplitude response,
which varies due to uncertainty as investigated in section 6.3.3. The central ten-
dency of the distribution of peak gain values is represented by Σ, which represents
the peak gain value that appears most likely. Additionally and as measure of dis-
persion, the 95th percentile Q95 is used. Q95 represents the limit below which 95%
of the peak gains in the sample may be found, and is used as a measure for the
maximum occurring peak gain value in this work. Additionally, figure 2.4b shows
qualitatively the optimal (opt) peak gain value of the attenuated amplitude re-
sponse when uncertainty is disregarded. Probabilistic uncertainty in the vibration
attenuation in this work is quantified by the most likely peak gain ΣX and maxi-
mum peak gain Q95X . By comparing ΣX and Q
95
X to optX , uncertainty in the vibration
attenuation is evaluated.
The distribution of extreme values can be approximated by extreme value distribu-
tions, such as the GUMBEL distribution in figure 2.4b. The general equation of the
GUMBEL pdf is given by
pG (X ) =
1
∆X




with location parameter ΣX and scale parameter ∆X , [10]. If the assumption of
GUMBEL is justified, then the pdf’s location parameter is equal to the most likely
peak gain. Furthermore, the GUMBEL parameters can be used to calculate Q95X ac-
cording to
Q95 = 100[ΣX −∆X ln(− ln(0.95))] (2.7)
Description of non-probabilistic uncertainty
The variation of the property X in case of non-probabilistic uncertainty is described
by the interval X = [X−, X+] with lower limit X− and upper limit X+. No declara-
tion about its probability distribution is made.
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2.3.2 Uncertainty in vibration attenuation with resonant shunted transducers
Uncertainty in vibration attenuation with resonant shunted transducers can be
caused by data and model uncertainty, compare to section 2.3.1. So far, research
studies the aspects of uncertainty reduction and uncertainty quantification:
• For uncertainty reduction, technical and mathematical approaches are used
with the purpose to reduce uncertainty in the vibration attenuation predic-
tion and application.
• For uncertainty quantification, probabilistic and non-probabilistic ap-
proaches are used to predict variations in the vibration attenuation due to
parametric uncertainty in the host structure, transducer and shunt proper-
ties.
Uncertainty reduction
In the context of uncertainty reduction, different approaches, such as controlled
shunts, [34, 50, 61, 66, 92], and robust shunt value optimization, [48, 62, 92], are
applied. As mentioned in section 2.2, controlled shunt circuits such as switching
and adaptive shunts attempt to compensate the effect of an imprecise tuning by
vibration synchronized switching and feedback adaptation strategies, [28, 34, 50,
61, 66, 92]. For example, in the experimental investigations in [61], artificially
induced host structure resonance frequency changes are sensed and compensated
by an adaptive inductance using a phase lock loop control. However, additional
sensors, circuit elements and control loops are required that lead to additional
costs and higher system complexity.
In robust shunt value optimization, host structure variations are included in the
optimization process in order to ensure that vibration attenuation still performs
as specified, [48, 62, 92]. In [48], host structure resonance frequency variations
of ±10% have been taken into account in the robust optimization of an RL-shunt
resulting in less variation in the host structure vibration attenuation for GEMCCs
γ ≤ 0.15 when compared to the non-robust optimized RL-shunt. For γ > 0.15, no
advantage by robust optimization is observed. Furthermore, for the RLC-shunt no
significant advantage of robust optimization is observed.
Uncertainty quantification
In the context of uncertainty quantification, mainly simulation models of the host
structure with resonant shunted piezoelectric transducers are used to predict uncer-
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tainty in the vibration attenuation via forward uncertainty propagation of uncertain
input parameters, [81]. In order to make use of the deterministic simulation mod-
els that are common in the mechanical engineering, MONTE-CARLO-Simulation is
often applied in the simulation-based uncertainty prediction, [27]. Parameter un-
certainy for each property may be divided into the three categories: probabilistic,
non-probabilistic and disregarded uncertainty, refer section 2.3.1.
In [3, 84, 87], uncertainty quantification in the vibration attenuation of reso-
nant shunted piezoelectric transducers due to probabilistic parameter uncertainty
caused by manufacturing variations of host structure and RL-shunt components
is performed via MONTE-CARLO-Simulation. In [3, 84], cantilever beams with
piezoelectric patch transducers and different GEMCCs are investigated and man-
ufacturing variations in inductance L and resistance RD are assumed with normal
distribution. For other parameters, uncertainty is disregarded. For the example in
[3] with γ= 0.09, variations of 10% in L and RD decrease the vibration attenuation
by 50% compared to the nominal case. For the example in [84] with γ= 0.16, vari-
ations of 5% and 20% in L and RD decrease the attenuation performance by 30%
and 70% compared to the nominal case. Comparing the results from [3, 84, 87]
shows that uncertainty in the vibration attenuation depends on the considered vari-
ation range and the GEMCC. With increasing GEMCC, uncertainty in the vibration
attenuation decreases, which has also been observed in an own numerical study,
[21]. However, a system-specific uncertainty analysis is generally recommended.
In [87], probabilistic uncertainty in the host structure resonance frequencies and
GEMCCs of a clamped shell structure with piezoelectric patch transducer results
from forming process manufacturing variations and variability in the clamping
stiffness is investigated. Therefore, a finite element shell model is calibrated by de-
terministic experimental results and the probability distribution functions for the
resonance frequencies and GEMCCs are obtained with parametric uncertainty in
the shell geometry, the transducer position and clamp stiffness, all with the as-
sumed normal distribution. For other parameters uncertainty is disregarded, e.g.
the transducer properties. However, no investigations on uncertainty in the vibra-
tion attenuation are performed.
As part of uncertainty quantification, other contributions focus on numerical vibra-
tion attenuation sensitivity analyses with RL- and RLC-shunt in order to identify
parameters that should be taken into account in uncertainty analyses and to iden-
tify parameters that can be neglected with disregarded uncertainty. The numerical
studies in [21, 56, 73] showed that the piezoelectric transducer properties, the
shunt inductance L and the shunt negative capacitance Cn mainly affect the vi-
bration attenuation. Variations in the host structure material properties and the
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damping resistance RD showed minor effects. Furthermore, in [30] and [23],
the vibration attenuation sensitivity to variations in the host structure boundary
support conditions has been evidenced.
As part of probabilistic uncertainty quantification in general, uncertain static loads
with assumed logarithmic normal distribution have been taken into account in the
structural analysis of a truss in [70]. However, vibration attenuation with resonant
shunted piezoelectric transducers was not part of the study.
2.4 Conclusion of state of research
Resonant shunted piezoelectric transducers attenuate vibrations comparably to
TVAs, [65]. In contrast to a TVA that is additionally attached to a host struc-
ture, a resonant shunted piezoelectric transducer can be integrated into the axial
or lateral mechanical load path where it becomes a load-carrying element in the
host structure itself. This allows novel technical approaches for vibration attenua-
tion of lightweight structures, such as the piezo-elastic support.
However, vibration attenuation with resonant shunted piezoelectric transducers is
sensitive to variations in the tuning of shunt and host structure, [56, 73], which
leads to uncertainty in the vibration attenuation. So far, research studies mainly fo-
cused on numerical uncertainty quantification with parameter uncertainty assumed
from literature, [3, 84]. Furthermore, a transfer of the results from available uncer-
tainty analyses to the application of the piezo-elastic support is not straightforward
since the effects of uncertainty on the vibration attenuation are influenced by sys-
tem specific properties, such as the GEMCC.
Uncertainty in vibration attenuation with resonant shunted transducers due to
static loading of beam-columns, which may occur in truss-type structures, has not
been investigated numerically or experimentally in research studies. The beam-
column in this work is subject to static tensile and compressive loading.
The main difference to existing works is the combination of uncertainty assumed
from own experiments and literature to quantify uncertainty in the vibration atten-
uation with RL- and RLC-shunts. Additionally, uncertainty analyses of application-
related piezoelectric structures, such as the used piezo-elastic support, is not per-
formed often.
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3 Vibration attenuation with a
shunted piezo-elastic support
This chapter introduces the beam-column system consisting of a beam-column em-
bedded in two piezo-elastic supports that are used for vibration excitation and
attenuation. The beam-column system is used to investigate the capability of vibra-
tion attenuation of the piezo-elastic support with shunts, and to study uncertainty
in the vibration attenuation due to static beam-column load, manufacturing and
system assembly variations in chapters 5 and 6.
After presenting the general concept of the beam-column system, the mathemati-
cal electromechanical models of the beam-column system without shunts and with
shunts are derived. In this work, the models are used to quantify the beam-column
system’s dynamic behavior in the frequency domain without and with attenuation
through shunts for deterministic and uncertain system parameters. Furthermore,
the models are used to numerically tune the shunts for optimal vibration attenu-
ation of the first lateral beam-column mode in simulation and experiment. The
frequency transfer functions and their related characteristic quantities to describe
the dynamic behavior used in chapters 5 and 6 are summarized in the last section
of this chapter.
3.1 General concept
Figure 3.1 presents the general concept of the beam-column with circular cross-
section and with piezo-elastic supports used in this work to investigate lateral
beam-column vibration attenuation in the y-z-plane.
At the beam-column’s ends, pinned supports laterally support the beam-column
and allow for rotation in case of bending. Additionally, in each support A and B,
lateral transducer forces Fy and Fz act on the beam-column via relatively stiff ax-
ial extensions in order to affect the lateral beam-column dynamics. Particularly
in support A, piezoelectric transducer forces Fy,A and Fz,A additionally support the











Figure 3.1: General concept of the beam-column with piezo-elastic supports
and laterally excite the beam-column to vibrate in the y-z-plane due to the in-
verse piezoelectric effect, section 2.2. In support B, piezoelectric transducer forces
Fy,B and Fz,B additionally support the beam-column in lateral y- and z-direction
due to the transducer’s elastic behavior and laterally attenuate beam-column vi-
brations in the y-z-plane when connected to electrical shunt circuits due to the
direct and the inverse piezoelectric effect, section 2.2. The static force Fx acts on
the beam-column in axial direction to account for static truss loads as motivated in
section 2.2.2. To sum up, support A is used to apply excitation, whereas support B
provides the investigated vibration attenuation by shunted transducers.
3.2 System description
In this section, a detailed sketch of the beam-column with piezo-elastic supports
as introduced in figure 3.1 with all relevant coordinates, directions, displacements
and mechanical as well as electromechanical properties is given.
In figure 3.2a, the slender beam-column has a length lb and a circular solid cross-
section of radius rb. The beam-column properties bending stiffness EIb and density
%b are assumed constant across the entire beam-column length. The beam-column
is embedded in two piezo-elastic supports A and B at location x = 0m and location
x = lb. The support B is fixed in axial and lateral directions. The support A is also
fixed laterally, but is free to move in axial direction so that a static axial force Fx at













































Figure 3.2: a) beam-column system, b) transducer acting on the beam-column
x = 0m may be applied. In figure 3.2a, the ideal hinged supports from figure 3.1
are replaced by discrete helical and torsional spring elements in both piezo-elastic
supports A and B at locations x = 0m and x = lb to account for more realistic
support stiffness conditions. The helical and torsional spring elements bear lateral
and axial forces at the beam-column’s ends in fixed x-, y- and z-direction, and
allow rotation ϕy and ϕz in any plane perpendicular to the x-axis. The support
stiffness properties are given by the axial support stiffness kx ,A and kx ,B, not shown
in the figure 3.2a, lateral support stiffness ky,A, kz,A, ky,B and kz,B in y- and z-
direction and rotational support stiffness kϕy ,A, kϕz ,A, kϕy ,B and kϕz ,B around the y-
and z-axes.
In each piezo-elastic support A and B at x = −lext and x = lb + lext, two piezoelec-
tric multilayer stack transducers Py,A and Pz,A as well as Py,B and Pz,B in lateral
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y- and z-direction are arranged in the support housing at an angle of 90◦ to each
other orthogonal to the beam-column’s x-axis. In general, the transducers are of
length lp with square cross-section Ap and are composed of Np layers of piezoelec-
tric material. The electromechanical transducer properties are the piezoelectric
constant d3, compliance s
sc
3 when the transducer electrodes are short circuited (sc),
section 2.2.1, and permittivity "T3 under constant mechanical stress, all valid in
axial transducer 3-direction of the 1-, 2- and 3-transducer-coordinates, see fig-
ure 3.2b. When the transducer is compressed or elongated by e(t) in its axial
direction, charges q(t) and voltages u(t) are generated at the transducer elec-
trodes due to the piezoelectric effect. When applied to the electrodes, q(t) and
u(t) generate actuating forces F(t) due to the inverse piezoelectric effect. The
transducers are connected to the beam-column via a relatively stiff axial extension
with length lext, bending stiffness EIext, density %ext and square cross-section with
edge length text constant across lext.
In support A, the transducer Py,A excites the beam-column to vibrate in y-direction
and Pz,A excites the beam-column to vibrate in z-direction, as introduced in sec-
tion 3.1. Accelerations ay(t) and az(t) in y- and z-direction at the sensor position
x = xs are used to describe the lateral beam-column vibration. The circular cross-
section has no preferred direction of lateral deflection, so the beam-column may
vibrate in any plane lateral to the longitudinal x-axis. To investigate the beam-
column’s vibrations in any plane lateral to the longitudinal x-axis, the excitation
of the transducers Py,A and Pz,A is superposed in order to apply excitation in yα-
direction at an oblique angle α measured from positive y-direction. The tilted
yα-zα-coordinate system due to the tilt angle α is used to describe beam-column’s
vibrations in and orthogonal to the direction of excitation.
The transducers Py,B and Pz,B attenuate lateral beam-column vibrations when con-
nected to RL- or RLC-shunts, as introduced in section 2.2.1 in figure 2.1. To eval-
uate vibration attenuation, the beam-column vibrations without shunts connected
to Py,B and Pz,B , and short circuited electrodes are compared to beam-column vi-
brations with shunts connected.
3.3 Models of beam-column with piezo-elastic supports without shunts
In this section, the mathematical electromechanical models of the beam-column
with piezo-elastic supports in figure 3.2 used to describe the beam-column system’s
lateral dynamic behavior without shunts are derived. The models without shunts
need to describe the lateral mechanical dynamic behavior of the elastically sup-
ported and axially loaded beam-column as well as the electromechanical dynamic
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transducer behavior when coupled to the beam-column with sufficient accuracy in
order to perform model-based shunt tuning and vibration simulations without and
with shunts in the frequency domain, section 2.2.1.
In total, three models without shunts connected to the transducers in support B are
derived for the beam-column with piezo-elastic supports: models with open-loop,
short circuited and open circuited transducers in support B.
• The open-loop model has appropriate electrical inputs and outputs to allow
connection of shunts for vibration attenuation. Furthermore, the open-loop
model is used to calibrate and simulate the dynamic transducer transfer be-
havior that contains information about the actual transducer capacitance
and electromechanical coupling. As explained in section 2.2.1, both are
needed to optimally tune shunts and are also used to analyze the tuning of
shunts in this work in chapters 5 und 6.
• The short circuited model only takes into account elastic mechanical trans-
ducer behavior with short circuited transducer stiffness and vibrations are
not attenuated, section 2.2.1. In chapter 5, beam-column vibrations with-
out attenuation through shunts are compared to beam-column vibrations
with shunts in order to quantify the vibration attenuation capability of the
shunts.
• The open circuited model with open circuited transducers in support B
only takes into account elastic mechanical transducer behavior with open cir-
cuited transducer stiffness and vibrations are not attenuated, section 2.2.1.
The eigenvalue problems of the short and open circuited models are solved to cal-
culate short circuited and open circuited beam-column resonance frequencies and
the GEMCCs (2.2) of transducers in support B, which are analyzed in chapters 5
und 6.
To obtain the three models, open-loop, short circuited and open circuited equa-
tions of motion are derived. First, the lateral beam-column’s inertia and axial force
dependent stiffness properties of the elastically supported beam-column without
transducers are derived by finite elements. Secondly, the equation of motion of
the FE beam-column is extended with piezoelectric transducer models to simu-
late vibration excitation with transducers in support A, to allow for the connection
of shunts to transducers in support B for vibration attenuation, section 3.4, and
to simulate beam-column vibrations when no shunts are connected. Finally, the
equations of motion are transferred into state space representations and solved in
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the frequency domain in order to simulate the frequency transfer behavior of the
beam-column system.
3.3.1 Beam-column modeling with FE
Figure 3.3 shows the FE model of the beam-column with piezo-elastic supports
from figure 3.2. The FE model is used to obtain the lateral beam-column’s inertia
and stiffness properties when damping is neglected, section 3.3.2. This is justified,
because of the small damping properties of the experimental beam-column system
without shunts, section 5.1.1. To account for small damping properties, damping is
approximated by the inertia and stiffness properties in section 3.3.8 and included
in the dynamic beam-column system behavior in section 3.3.5.
The beam-column and the axial extensions are divided into N −1 one-dimensional




























Figure 3.3: FE model of beam-column system
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transducer forces F y,A (t), F z,A (t), F y,B (t) and F z,B (t), figure 3.1, act on the beam-
column. At node 2 and N − 1, the beam-column is elastically supported by the
discrete lateral and rotational support stiffness ky,A, kz,A, ky,B, kz,B and kϕy ,A, kϕz ,A,
kϕy ,B, kϕz ,B. The static axial forces Fx acts on the beam-column at node 2 and
the lateral beam-column accelerations ay(t) and az(t) are later derived via time
differentiation of the lateral displacements rs,y(t) and rs,z(t) of node ns.
In the modeling process, the following assumptions are made:
• the lateral dynamic behavior of the beam-column is linear and independent
in y- and z-direction,
• EULER-BERNOULLI beam theory is applied for the beam-column with axial ex-
tensions, lateral displacements due to shear deformation are neglected,
• inertia properties of the lateral and rotational beam-column support stiffness
are neglected,
• even though axial loads are present axial beam-column displacements are
neglected,
• axial loads linearly affect the beam-column’s lateral stiffness,
• small-signal piezoelectric transducer properties are assumed that are inde-
pendent from operating the transducers shunted or as actuators for vibration
excitation.
Figure 3.4 shows a finite beam-column element e with node n and n + 1, cross-
section area Ae, bending stiffness EI e and density %e. Each node n has four degrees
of freedom, two translational displacements vn and wn in y- and z-direction and
two rotational displacements ϕy,n and ϕz,n around the y- and z-axis, and may
deflect in the x-y- and x-z-plane. The nodal displacements of each element are
summarized in the [8× 1] element displacement vector
re(t) =





ϕy,n(t) = −w′n(t) and ϕz,n(t) = v ′n(t) (3.2)
according to first-order theory that is valid without shear deformation or without
slope deflections.














Figure 3.4: Finite EULER-BERNOULLI beam-column element e of length l e between
node n and n+ 1
The lateral displacements along each finite element e are given by
v e(t, x)≈ vn(t)ψ1(x) +ϕz,n(t)ψ2(x) + vn+1(t)ψ3(x) +ϕz,n+1(t)ψ4(x)
we(t, x)≈ wn(t)ψ1(x)−ϕy,n(t)ψ2(x) +wn+1(t)ψ3(x)−ϕy,n+1(t)ψ4(x) (3.3)
and are functions of the local coordinate x and time t. They depend on the four
cubic deflection beam shape functions, [1],



























where the superscript e in the element length l e is omitted for the purpose of clarity
(l = l e). Thus, the beam-column element velocities can be expressed as
v˙ e(t, x)≈ v˙n(t)ψ1(x) + ϕ˙z,n(t)ψ2(x) + v˙n+1(t)ψ3(x) + ϕ˙z,n+1(t)ψ4(x)
w˙e(t, x)≈ w˙n(t)ψ1(x)− ϕ˙y,n(t)ψ2(x) + w˙n+1(t)ψ3(x)− ϕ˙y,n+1(t)ψ4(x). (3.5)
3.3.2 FE beam-column matrices
In this section, the FE mass matrix and axial force dependent stiffness matrix of
the beam-column in figure 3.3 without transducers are derived by the LAGRANGE
approach, [1], with EULER-BERNOULLI finite elements from last section. The element
mass and stiffness matrices are assembled in the global [4N × 4N] beam-column
mass and stiffness matrices M and K(Fx). The global beam-column damping is
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approximated by use of M and K(Fx) in the proportional damping approach in
section 3.3.8.
LAGRANGE approach
The FE matrices are derived according to the LAGRANGE approach (3.6) by taking
into account the static axial beam-column force Fx . The j = 1, ..., 8 rows of the























where T e is the kinetic energy, U e is the potential energy and r ej and r˙
e
j are the j
th
components of the element displacement re and the element velocity vector r˙e at
nodes n and n+1. The matricesM e,K eel andK
e
g are the element mass matrix, the
element elastic (el) stiffness matrix and the element geometric (g) stiffness matrix.
The element geometric stiffness matrix describes the linear influence of the axial
load Fx on the lateral element stiffness properties.
Element mass matrix
The element mass matrix is derived from the total beam-column kinetic energy







(v˙ e(t, x))2 + (w˙e(t, x))2 dx . (3.7)
In (3.7) and in the following, superscript e is omitted for the element properties l e,





156 0 0 22 l 54 0 0 −13 l
156 −22 l 0 0 54 13 l 0
4 l2 0 0 −13 l −3 l2 0
4 l2 13 l 0 0 −3 l2
156 0 0 −22 l
156 22 l 0
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results from equating of the coefficients of the acceleration part.
Element elastic stiffness and geometric stiffness matrices
The beam-column stiffness property is derived from the total beam-column poten-




























including the effect of the static axial force Fx , [80]. By substitution of (3.9) in





12 0 0 6 l −12 0 0 6 l
12 −6 l 0 0 −12 −6 l 0
4 l2 0 0 6 l 2 l2 0
4 l2 −6 l 0 0 2 l2
12 0 0 −6 l
12 6 l 0









12 0 0 l −12 0 0 l
12 −l 0 0 −12 −l 0
4/3 l2 0 0 l −l2/3 0
4/3 l2 −l 0 0 −l2/3
12 0 0 −l
12 l 0
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Elastic beam-column support
The lateral and rotational support stiffness at nodes 2 and N − 1 in figure 3.3 are
modeled as
ky,A/B(Fx) = ky,A/B,el + Fxky,A/B,g,
kz,A/B(Fx) = kz,A/B,el + Fxkz,A/B,g,
kϕy ,A/B(Fx) = kϕy ,A/B,el + Fxkϕy ,A/B,g,
kϕz ,A/B(Fx) = kϕz ,A/B,el + Fxkϕz ,A/B,g,
(3.12)
with elastic (el) and geometric (g) portions to account for an assumed linear stiff-
ening and softening behavior of the elastic beam-column support that was observed
experimentally for an increasing tensile and compressive axial force Fx , section 6.2.
These additional stiffness terms are added to the diagonal elements of the lateral
and rotational degrees of freedom in the element elastic stiffness matrixK eel (3.10)
and element geometric stiffness matrixK eg (3.11) at nodes n= 2 and n= N −1.
Assembly of FE beam-column mass and stiffness matrices
The inertia and stiffness properties of the elastically supported beam-column in
figure 3.3 without transducers are represented by the global mass, elastic stiffness
and geometrical stiffness matrices M , Kel and Kg, all of the dimension [4N ×
4N]. The global system matrices for N = 43 nodes are assembled according to
figure 3.5 from the local element beam-column matrices (3.8), (3.10) and (3.11)
for the degrees of freedom in the [4N × 1] global displacement vector
r(t) =

v1(t),w1(t),ϕy,1(t),ϕz,1(t), . . . , vN (t),wN (t),ϕy,N (t),ϕz,N (t)
T
. (3.13)
The global stiffness matrix
K(Fx) =Kel − FxKg (3.14)
is formed by the global elastic and the global geometric stiffness matrix and takes
into account the linear effect of the static axial force Fx on the lateral beam-column
stiffness. This effect on the beam-column system’s dynamic behavior without and
with shunts is investigated in chapter 6 as part of the uncertainty analysis. For all
investigations in this work, Fx is small compared to beam-column’s buckling load,
[91], and yield strength, which is why these effects are not discussed.





Figure 3.5: Assembly of the [4N × 4N] global mass and stiffness matrices
3.3.3 Piezoelectric transducer models
The forces F y,A , F z,A , F y,B and F z,B of the multilayer stack transducers Py,A , Pz,A ,
Py,B and Pz,B in the FE beam-column model in figure 3.3 are represented by differ-
ent transducer models in support A and B to model vibration excitation, vibration
attenuation with shunts and elastic transducer behavior with short circuited and
open circuited transducer electrodes, section 2.2.1. For transducers in support A,
an actuating transducer model with voltage driven electrodes is used to simulate
vibration excitation due to the inverse piezoelectric effect. For transducers in sup-
port B, an actuating transducer model with charge and current driven electrodes
together with a sensing transducer model due to the direct and the inverse piezo-
electric effect are derived to later connect shunts. The actuating and sensing models
in support B are used to derive the elastic transducer models with short circuited
(sc) and open circuited (oc) electrodes.
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Figure 3.6 shows the electromechanical model of a single piezolectric layer as well
as the electromechanical model of the transducer Pz,B from figure 3.3b, which are
used to generally derive the actuating, the sensing and the elastic short circuited
and open circuited transducer models in axial transducers 3-direction. Based on
these models, the models for the transducers Py,A , Pz,A , Py,B and Pz,B in the beam-
column x-, y- and z-coordinates are derived.
General derivation of transducer models
As introduced in section 3.2, the transducer Pz,B of length lp and square cross-
section area Ap is formed by Np layers of piezoelectric material. One of these layers




















Figure 3.6: a) electroded piezoelectric layer, b) electromechanical model of trans-
ducer Pz,B that acts on the FE beam-column via the axial extension
inverse piezoelectric effect of this single piezoelectric layer in axial transducer di-
















with the permittivity "T3 under constant mechanical stress, mechanical material
compliance ssc3 and piezoelectric material constant d3, representing small signal
levels electromechanical material properties with both orientation of the electric
field and mechanical deformation in axial transducer direction 3. In (3.15), D3(t)
is the electric displacement, E3(t) is the electric field, T3(t) is the mechanical stress
and S3(t) is the mechanical strain.
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To connect shunts, it is common to derive the layer piezoelectric constitutive equa-
tion with E3(t) and S3(t) to be the independent variables instead of E3(t) and T3(t)














where "S3 is the permittivity under zero mechanical strain, i.e. the layer deformation
in 3-direction is blocked.
With (3.16), the linear actuating and sensing model of transducer Pz,B in fig-
ure 3.6b due to the direct and inverse piezoelectric effect with uniformly distributed
electriomechanical quantities is derived with the charge q(t) and the voltage u(t) at
the transducer electrodes as well as the axial elongation e(t) and transducer force
F(t) in axial transducer 3-direction. Therefore, the electromechanical quantities in





















as derived in [77]. In (3.17), C is the electrical transducer capacitance under
zero mechanical strain and ksc is the transducer stiffness valid for short circuited
electrodes. By substitution of (3.17) in (3.16), the coupled actuating and sensing
equations with voltage driven electrodes of transducer Pz,B become
q(t) = Θ e(t) + C u(t) (3.18)
F(t) = ksc e(t)− Θ u(t) (3.19)
with the transducer force constant Θ = Np d3 ksc.
So far, the transducer incorporates the electrical behavior of an ideal capacitance.
However, piezoelectric materials in general show dielectric losses. These addi-
tional losses need to be taken into account for the transducers in support B to not
overestimate the shunt damping resistance value RD in the shunt tuning process
in section 3.5. One approach for linear systems to model dielectric losses is by
taking into account an ohmic resistance R, [45]. As shown in figure 3.6b, the re-
sistance R is connected in series to the transducer capacitance C . By applying the
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law of charge conservation at the transducer electrodes, the charge qC(t) at the
capacitance becomes
qC(t) = q(t)− qq(t) = q(t)−Θ e(t) (3.20)
with the charge q(t) at the transducer electrodes and the charge qq(t) due to the
piezoelectric effect. Consequently, the voltage at the transducer electrodes is calcu-
lated by
u(t) = uC(t) + uR(t) = qC(t)/C + R q˙C(t) (3.21)
with the voltage uC(t) across the capacitance and the voltage uR(t) across the resis-
tance. Replacing qC(t) and q˙C(t) in (3.21) with (3.20) and its time derivative, the
sensing model with charge q(t) and current q˙(t) driven electrodes becomes
u(t) = −Θ
C
e(t)− RΘ e˙(t) + 1
C
q(t) + RΘ q˙(t) (3.22)
with the dielectric loss terms RΘ e˙(t) and RΘ q˙(t).
By plugging (3.22) in (3.19), the actuating model with charge q(t) and current









e(t) + RΘ2 e˙(t)− Θ
C
q(t)− RΘ q˙(t). (3.23)
As introduced in section 2.2.1, the short circuited and the open circuited electrode
state can be distinguished for transducers when no shunt is connected, which lead
to two different transducer stiffness properties:
• Short circuited: When operating the transducer with short circuited (sc)
electrodes, i.e. u(t) = 0, (3.19) simplifies to
F(t) = ksc e(t) (3.24)
and the transducer force corresponds to an elastic force with short circuit
stiffness ksc.
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• Open circuited: When operating the transducer with open circuited (oc)







e(t) = koc e(t) (3.25)
and the transducer force corresponds to an elastic force with increased open
circuit stiffness koc. When operating the transducers oc without attenua-
tion by shunts, the damping due to dielectric losses can be neglected, [83].
Hence, (3.25) represents only an elastic force.
For the beam-column system in figure 3.2, vibration excitation with transducers
in support A is modeled with the actuating transducer model and voltage driven
electrodes, (3.19). In support B, transducers are represented by the actuating and
sensing transducer models with charge and current driven electrodes, (3.22) and
(3.23). Furthermore, the short and open circuited transducer models (3.24) and
(3.25) are used to model the elastic behavior of transducers in support B with open
and short circuited transducer electrodes when no shunt is connected.
Actuating transducer model in support A






= kscA eA(t)−ΘAuA(t) (3.26)





z,A) and ΘA = diag(Θy,A, Θz,A) (3.27)
for the transducers Py,A and Pz,A . The forces are proportional to their axial elonga-
tion eA(t) = [ey,A(t), ez,A(t)]T in transducer y- and z-direction and to the voltages
uA(t) = [uy,A(t), uz,A(t)]T applied to the transducers Py,A and Pz,A .
Actuating, sensing, short and open circuited transducer models in support B






= kocB eB(t) +RBΘ
2
B e˙B(t)−ΘBC−1B qB(t)−RBΘB q˙B(t) (3.28)
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z,B), RB = diag(R y,B, Rz,B),
ΘB = diag(Θy,B, Θz,B) and CB = diag(Cy,B, Cz,B)
(3.29)
for the transducers Py,B and Pz,B . The forces are proportional to their axial elon-
gations eB(t) = [ey,B(t), ez,B(t)]T and velocities e˙B(t) = [e˙y,B(t), e˙z,B(t)]T in y-
and z-direction as wells as to the charges qB(t) = [qy,B(t), qz,B(t)]T and currents
q˙B(t) = [q˙y,B(t), q˙z,B(t)]T flowing into the transducers Py,B and Pz,B . Furthermore,






= −ΘBC−1B eB(t)−RBΘB e˙B(t) +C−1B qB(t) +RBΘB q˙B(t) (3.30)
are generated at the transducer electrodes.
In case the electrodes are short circuited, the lateral transducer forces according to
(3.24) become
F scB (t) = k
sc
B eB(t). (3.31)
In case the electrodes are open circuited, the lateral transducer forces according to
(3.25) become
F ocB (t) = k
oc
B eB(t). (3.32)
3.3.4 Model vibration excitation and measurement signals
The vibration excitation and measurement signals are used to excite and to charac-
terize the vibration of the FE beam-column in figure 3.3. Excitation and measure-
ment signals are first given in x-, y- and z-coordinates and then transformed into
tilted x-, yα- and zα-coordinates in order to describe vibration in and orthogonal to
the direction of excitation as proposed section 3.2.
Excitation and measurement signals in x -, y - and z-coordinates
The forces FA(t) (3.26) of the transducers Py,A and Pz,A in support A laterally
excite the beam-column in y- and z-direction proportional to the applied voltage
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excitation signals uA(t) = [uy,A(t), uz,A(t)]T. To characterize the beam-column







of the node ns at the sensor position xs in y- and z-direction according to figure 3.3
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T
r(t) = bsr(t) (3.34)
with the [2× 4N] extraction matrix bs. For comparison with experimental results
in chapters 5 and 6, the beam-column accelerations ay(t) and az(t) in figure 3.2












Excitation and measurement signals in x -, yα- and zα-coordinates
In order to apply beam-column excitation in yα-direction at an oblique angle α
as introduced in section 3.2 and shown in figure 3.4, the excitation voltage signal
uα(t) is split between the transducer voltages uA(t) of the transducers Py,A and









uα(t) = tu uα(t) (3.36)
by using the PYTHAGOREAN theorem in the voltage transformation matrix tu.
The beam-column displacements yα(t) = [ryα,s(t), rzα,s(t)]
T in tilted x-, yα- and
zα-coordinates at node ns are obtained from the transformation of the output equa-









= tr y(t) (3.37)
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= tr y¨(t). (3.38)
In (3.38), aα(t) represents the beam-column acceleration in the direction of exci-
tation yα, and aα⊥(t) represents the beam-column acceleration orthogonal to the
direction of excitation in zα-direction.
3.3.5 Equations of motion of beam-column system
To simulate the beam-column system’s dynamic behavior without shunts con-
nected, the open-loop, the short circuited and the open circuited equations of
motion are derived and used as introduced at the beginning of section 3.3.
With the global mass and stiffness matrices M and K(Fx) obtained from the el-
ement mass matrix (3.8) and stiffness matrix (3.10) in section 3.3.2 and a global
damping matrixD∗ that is further specified in this section, the general FE equation
of motion of the beam-column with transducer forces in figure 3.3 is
M r¨(t) +D∗ r˙(t) +K(Fx)r(t) = −bAFA(t)− bBFB(t). (3.39)
Open-loop, short circuited and open circuited equations of motion are derived by
using the actuating, sensing, short circuited and open circuited transducer models
from section 3.3.3 for transducer forces in (3.39).
• The open-loop equations of motion result from (3.39) by using the actu-
ating model with voltage driven electrodes (3.26) for FA(t), the actuating
model with charge and current driven electrodes (3.28) for FB(t), and by
taking into account the sensing model (3.30).
• The short circuited equation of motion results from (3.39) by using the ac-
tuating model (3.26) for FA(t) and the transducer model with short circuited
electrodes (3.31) for FB(t).
• The open circuited equation of motion results from (3.39) by using the ac-
tuating model (3.26) for FA(t) and the transducer model with open circuited
electrodes (3.32) for FB(t).
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in (3.39) allocate the transducer forces FA(t) and FB(t) to the lateral degrees of
freedom in y- and z-direction of node n= 1 and n= N , figure 3.3. The positioning
matrices (3.40) are negative in (3.39) due to the fact that the forces acting on the
beam-column are opposed to those acting on the transducers. For all equations of
motions, the axial transducer elongations eA/B(t) and velocities e˙B(t) are related
to the lateral beam-column displacements r(t) (3.13) and velocities r˙(t) by
eA(t) = b
T
A r(t), eB(t) = b
T
B r(t) and e˙B(t) = b
T
B r˙(t). (3.41)
Open-loop equations of motion
To mathematically connect the beam-column to the transducers in support A, fig-
ure 3.3, for vibration excitation due to applied voltage signals uA(t), the actuating
equation (3.26) is left-multiplied by bA, and eA(t) in (3.26) is substituted by (3.41)
leading to







To mathematically connect the beam-column to the transducers in support B, fig-
ure 3.3, for vibration attenuation, the actuating equation (3.28) is left-multiplied














− bBΘBC−1B qB(t)− bBRBΘB q˙B(t).
(3.43)
By plugging (3.42) and (3.43) in (3.39), the open-loop beam-column equation
of motion with actuating transducer models in support A and B becomes
M r¨(t) +
D︷ ︸︸ ︷











B qB(t) + bBRBΘB q˙B(t).
(3.44)
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In (3.44), the transducer short and open circuited stiffness matrices KscA from
(3.42) andKocB from (3.43) together with the lateral beam-column stiffness matrix
K(Fx) (3.14) are condensed in the new global stiffness matrixKoc(Fx) with open
circuited transducer stiffness in support B. The damping matrix DB due to dielec-
tric losses in (3.43) together with the short circuited damping matrixDsc (3.60) is
condensed in the new global open-loop damping matrixD.
With (3.30), the open-loop transducer sensing equation is derived by substitut-
ing eB(t) and e˙B(t) according to (3.41) leading to
uB(t) = −ΘBC−1B bTB r(t)−RBΘB bTB r˙(t) +C−1B qB(t) +RBΘB q˙B(t). (3.45)
Short circuited equation of motion
In case the electrodes in support B are short circuited, the transducer forces ac-
cording to (3.31) simplify to FB = kscB b
T
B r. Then, the short circuited beam-column
equation of motion becomes









r(t) = bAΘAuA(t), (3.46)
with the global stiffness matrix Ksc(Fx) (3.14) and damping matrix Dsc (3.60),
both valid for short circuited transducer stiffness in support B.
Open circuited equation of motion
In case the electrodes in support B are open circuited, the transducer forces accord-
ing to (3.32) simplify to FB = kocB b
T
B r. Then, the open circuited beam-column
equation of motion becomes









r(t) = bAΘAuA(t), (3.47)
with the global stiffness matrix Koc(Fx) valid for open circuited transducer stiff-
ness and damping matrix Dsc (3.60). Also already stated in section 3.3.3, when
operating the transducers oc without shunts for vibration attenuation, the damping
due to dielectric losses can be neglected, leading toDoc ≈Dsc.
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3.3.6 Eigenfrequencies, eigenvectors and GEMCCs
Static axial loading, manufacturing and system assembly variations, uncertainty
sources introduced in section 1.2, affect the resonance behavior of the beam-
column and the electromechanical coupling of the transducers as shown in chap-
ter 6. The beam-column resonance frequencies with short circuited and with open
circuited transducers in support B of the m-th lateral vibration mode are obtained
from the eigenvalue problem of the short circuited and open circuited equation of
motion. The short circuited and the open circuited resonance frequencies are used
to calculate the GEMCC, section 2.2.1, of transducers in support B. Furthermore,
the eigenvalue problems yield the beam-column eigenvectors used in the model
order reduction in section 3.3.7.
Short circuited eigenvalue problem
For small modal damping coefficients ζm, section 3.3.8, as experimentally identi-
fied for the beam-column, table 5.3, the damping Dsc has negligible influence on
the eigenfrequencies. Hence, Dsc in (3.46) can be neglected, which leads to the
homogeneous form
M r¨(t) +Ksc(Fx)r(t) = 0 (3.48)
of the short circuited equation of motion (3.46). The steady state time response
of the displacements r(t) is given by the exponential approach r(t) = br scm e− jωscm t
that, when inserted in (3.48), forms the short circuited eigenvalue problem
Ksc(Fx)− (ωscm)2M
 br scm = 0. (3.49)






of the undamped beam-column yields m = 1, 2, ..., 4N values of short circuited
angular eigenfrequencies ωscm(Fx). For m = 1 and m = 2 the short circuited eigen-






z of the first lateral vibration mode in y- and
z-direction are obtained.
For each eigenfrequency ωscm(Fx), an axial force dependent eigenvector br scm (Fx) ex-
ists that describes the vibration amplitude ratios of all displacements r(t) in (3.13)
44 3 Vibration attenuation with a shunted piezo-elastic support
when oscillating in phase with ωscm(Fx). The real and linear independent eigenvec-
tors br scm (Fx) of dimension [4N×1] are calculated by solving (3.49) after substituting
the associated value for ωscm(Fx).
Open circuited eigenvalue problem
Analog to the short circuited eigenvalue problem, the open circuited eigenvalue
problem is derived from the open circuited equation of motion (3.47) for neglected
damping. The open circuited eigenvalue problem
Koc(Fx)− (ωocm )2M







yield the axial force dependent open circuited angular eigenfrequencies ωocm (Fx)







z of the first lateral vibration mode in y- and z-direction
are obtained.
Usually, the difference between the short and open circuited stiffnessKsc(Fx) and
Koc(Fx) is small. For Koc(Fx) ≈Ksc(Fx), the short and open circuited eigenvec-
tors br scm (Fx) and br ocm (Fx) are similar, and for simplification they are assumed to be
identical with br scm (Fx) = br ocm (Fx) = brm(Fx) in the following. Additionally, the de-
pendency of ωscm(Fx), ω
oc
m (Fx) and brm(Fx) from Fx is not written in the following
but still accounted for.
General electromechanical coupling coefficient
As introduced in chapter 2, the general electromechanical coupling coefficient
(GEMCC) γm of the transducers Py,B and Pz,B associated to the m-th vibration
mode in y- and z-direction is an important quantity for the transducer vibration
attenuation potential with shunts. γm can be obtained from the short circuited




√√√ (ωocm )2 − (ωscm)2
(ωocm )2
(3.53)
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as proposed in [64, 77]. For m = 1,2 in (3.53), the coupling coefficients γy/z of
the first lateral vibration mode in y- and z-direction are obtained with ωscy/z (3.50)
and ωocy/z (3.52).
3.3.7 Model order reduction
The open-loop equations of motion (3.44) and (3.45) and the short circuited equa-
tion of motion (3.46) are used to describe the beam-column system’s dynamic be-
havior without shunts in chapters 5 and 6. To reduce the model calculation time
in the MONTE-CARLO-Simulations, motivated in section 1.2 and performed in chap-
ter 6, the model order of the open-loop equations of motion and the short circuited
equation of motion are reduced.
Model order reduction is performed by modal truncation, [77], to eliminate higher
vibration modes in the model that are not contributing significantly to the vibration
in the investigated frequency range of the first lateral beam-column vibration mode,
section 1.2. To eliminate higher vibration modes, the equations of motion are
transformed to modal displacements by using the beam-column eigenvectors brm





with the modal displacements pm(t) in modal coordinates. The modal superposi-




brm pm(t) =Φp(t) (3.55)
with the number M < N of lateral vibration modes for to only include the sig-
nificantly contributing modes that are sufficient to properly describe the lateral
beam-column displacements in y- and z-direction. In (3.55), the 2M eigenvec-
tors brm of lateral vibration modes in y- and z-direction form the modal matrix
Φ = [br1, br2, ..., br2M ] of dimension [4N × 2M], and p(t) is the modal displacement
vector. M = 30 lateral modes are taken into account in the following.
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Open-loop reduced equations of motion
With the set of 2M eigenvectors in the modal matrix Φ (3.55), the open-loop re-
duced beam-column equation of motion is obtained by plugging (3.55) in (3.44)
and left-multiplying (3.44) by ΦT, which leads to







Consequently, the reduced diagonal [2M×2M]modal mass matrix, modal damping
matrix and modal stiffness matrix
Mm =Φ
TMΦ, Dm =Φ
TDΦ and Kocm =Φ
TKocΦ (3.57)
are obtained. Performing the same modal reduction for the open-loop reduced
transducer sensing equation (3.45) results in
uB(t) = −ΘBC−1B bTBΦp(t)−RBΘB bTBΦp˙(t) +C−1B qB(t) +RBΘB q˙B(t). (3.58)
Short circuited reduced equation of motion
In case the transducers in support B are operated with short circuited electrodes,







where Kscm and D
sc
m are the modal stiffness and damping matrices valid for short
circuited electrodes obtained analogously to (3.57).
3.3.8 Approximation of damping
The beam-column damping matrix Dsc with short circuited transducers Py,B and
Pz,B in support B is derived by assuming CAUGHEY damping with D
sc being pro-
portional to the global mass and stiffness matrices M and Ksc(Fx) obtained in
section 3.3.2. This is valid if no discrete damping elements are attached to the
structure and damping due to friction in joints and connections are neglected,
[54], which is the case for the investigated system. For modal damping coef-
ficients ζm of the m = 1, ..., 2M lateral vibration modes in y- and z-direction,
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the global damping matrix is obtained from the superposition of modal damping










with global mass matrix M , modal mass matrix Mm (3.57) and the undamped
beam-column eigenvectors Φ (3.55) and eigenfrequencies ωscm (3.50).
3.3.9 State space representations of beam-column system
To simulate the beam-column system’s dynamic behavior in the frequency domain
without shunts connected, state space representations of the open-loop and the
short circuited model are derived and used as introduced at the beginning of sec-
tion 3.3. The open-loop reduced differential equations (3.56) and (3.58) as well
as the short circuited reduced differential equation (3.59) are transformed into
state space first order differential equations with inputs and outputs shown in fig-














short circuited state space
Figure 3.7: Open-loop and short circuited state space representations
As introduced in section 3.2, the transducers in support A in figure 3.2 are used to
excite the beam-column in y- and z-direction as well as to apply excitation at an
oblique angle α in yα-direction. In order to describe the beam-column vibration
in and orthogonal to the direction of excitation, the voltage transformation matrix
tu (3.36) and the displacement transformation matrix tr (3.37) are used with the
open-loop and short circuited equations of motion to realize the excitation signal
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uα(t) (3.36) as state space input and yα(t) (3.37) as state space output. For the
transducers in support B, the currents q˙B(t) and the voltages uB(t) are used as
inputs and outputs in the state space.
Open-loop state space representation
The open-loop state space inputs and outputs as shown in figure 3.7 are summa-













With the open-loop state space input and output vectors (3.61), the reduced open-
loop differential equations (3.56) and (3.58) with transformed transducer voltages
(3.36) and displacements (3.37) are written in the first-order differential equations
by using the [(4M+2)×1] open-loop state vector with modal displacements, modal
velocities and transducer charges xol(t) = [pT(t), p˙T(t),qTB(t)]
T. The open-loop
state space equations are
x˙ol(t) =
 0 I 0




























with zero and identity matrices 0 and I of appropriate dimensions. Equation (3.62)
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with open-loop system matrix Aol, input matrix Bol, output matrix Col and
feedthrough matrixDol.
Short circuited state space representation
The short circuited state space inputs and outputs as shown in figure 3.7 are sum-
marized in the short circuited state space input usc(t) and [2 × 1] short circuited
output vector ysc(t),
usc(t) = uα(t) and y
sc(t) = yα(t). (3.64)
With the short circuited state space inputs and output vectors (3.64), the reduced
short circuited differential equations (3.59) with transformed transducer voltages
(3.36) and displacements (3.37) are written in the first-order differential equations
by using the [4M × 1] short circuited state vector with model displacements and

























Equation (3.65) in short form is written according to
x˙sc(t) =Ascxsc(s) + Bsc usc(t)
ysc(t) =Cscxsc(t)
(3.66)
with short circuited system matrix Asc, input matrix Bsc, output matrix Csc and
zero feedthrough matrixDsc = 0.
3.3.10 Frequency transfer functions without shunts
The beam-column system’s dynamic behavior without shunts is simulated in the
frequency domain and analyzed via frequency transfer functions, as introduced at
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the beginning of section 3.3. The beam-column system’s frequency transfer func-
tions are obtained by transforming the open-loop (3.63) and short circuited (3.66)
state space representations from time to frequency domain.
The transformation from time domain into frequency domain is performed by using
the LAPLACE transform, [8], with LAPLACE variable s. As an example, but valid for
all time dependent variables used in this work, the LAPLACE transform of the states




x(t) e std t, (3.67)
and the LAPLACE transforms of its time derivatives are L{x˙(t)} = sx(s) and
L{x¨(t)} = s2x(s). After LAPLACE transform, the frequency domain behavior is
obtained by using the conversion s = jΩ with excitation frequency Ω. This con-
version is valid for signals that can be FOURIER transformed and systems with zero
initial states x(0) = 0, as assumed for excitation and response signals of the beam-
column system in this work.
Open loop frequency transfer functions
By use of the LAPLACE transform (3.67), the open-loop state space representation














relates the open-loop input vector uol(s) to the open-loop output vector yol(s),
[20, 88]. By using the conversion s = jΩ as introduced at the beginning of this
section, (3.69) is transformed into frequency domain and becomes a function of
the excitation frequency Ω,
Gol(Ω) =

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In (3.70),Gru(Ω) relates the input excitation voltage uα(Ω) to the output displace-
ments yα(Ω), Guq˙(Ω) relates the input transducer currents q˙B(Ω) to the output
transducer voltages uB(s), Grq˙(Ω) relates the input transducer currents q˙B(Ω) to
the output displacement yα(Ω), and Guu(Ω) relates the input excitation voltage
uα(Ω) to the output transducer voltages uB(Ω).










characterize the forced beam-column vibration in and orthogonal to the direction
of excitation by support A in figure 3.2. After multiplication with −Ω2, the scalar












of accelerations y¨α(Ω) (3.38) are obtained as needed for the comparison with
experimental results in chapters 5 and 6. Furthermore in (3.70), the two scalar












characterize the dynamic transducer transfer behavior of transducers in support B
in figure 3.2. In section 3.4, the open-loop transfer function matrixGol(Ω) (3.70) is
additionally used to derive the beam-column vibration frequency transfer functions
with shunts.
Short circuited frequency transfer function







Csc( jΩ I−Asc)−1Bsc (3.74)
are obtained from the LAPLACE transform of the short circuited state space repre-
sentation (3.66) by using the conversion s = jΩ as shown for the open-loop case in
the last paragraph.
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After multiplication of (3.74) with −Ω2, the short circuited beam-column acceler-






with short circuited transducers in support B characterize the beam-column vibra-
tion without vibration attenuation through shunts.
3.4 Models of beam-column with piezo-elastic supports with shunts
In this work, the capability of piezo-elastic support B to attenuate lateral vibrations
of the beam-column in figure 3.2 is investigated and compared for transducers in
support B connected to RL-shunts and to RL-shunts extended by a negative ca-
pacitance, the RLC-shunt, in order to increase the vibration attenuation capability
of the resonant shunt, section 2.2. To simulate vibration attenuation with shunts
in chapters 5 and 6, frequency transfer functions are derived of the beam-column
system’s model with shunts in this section.
First, electrical shunt impedance models of the RL- and RLC-shunts used in this
work are introduced. Secondly, the shunt models are mathematically connected to
the open-loop frequency transfer functions from section 3.3.10 to derive shunted
beam-column acceleration transfer functions with transducers in support B con-
nected to RL- or RLC-shunts. To tune the used shunts for optimal vibration attenu-
ation, a numerical tuning procedure is presented in section 3.5.
3.4.1 RL-shunt model
The linear electrical RL-shunt impedance model used in this work for the simula-
tion of vibration attenuation with RL-shunts is derived from the series RL-shunt
circuit in figure 3.8a. The RL-shunt model includes a damping resistor with electri-
cal damping resistor impedance ZD (3.77) and an inductor with electrical inductor
impedance ZL (3.78). The electrical RL-shunt circuit impedance ZRL (3.76) is calcu-
lated in the frequency domain and describes the linear relation of the shunt current




= ZD(Ω) + ZL(Ω). (3.76)




















Figure 3.8: a) series RL-shunt circuit, b) inductor circuit layout
According to the OHM’s law, the damping resistor impedance ZD(Ω) in (3.76) is
constant and can be replaced by the damping resistance RD,
ZD(Ω) = RD. (3.77)
As introduced in section 2.2.1, for experimental implementations the gyrator circuit
in figure 3.8b is a common approach to obtain a precisely tunable inductor with
impedance ZL(Ω) in order to represent an inductance L as needed for the tuning
of the RL-shunt, [41, 60, 89]. For shunt tuning, section 3.5, the resistance RD and
the impedance ZL(Ω) are adjusted.
Inductor circuit with adjustable and constant circuit parameters
The inductor circuit in figure 3.8b consists of two ideal operational amplifiers
(OpAmp) with infinitive input resistance and zero output resistance, not explic-
itly shown in figure 3.8b, four resistors with resistances RL1, RL2, RL3 and RL5 and
one capacitor with capacitance CL4. For ideal operational amplifiers, the inductor





RL1 RL3 CL4 RL5
RL2
(3.78)
with shunt current q˙(Ω) and inductor voltage uL(Ω), [41].
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With (3.78), the inductance L of the inductor circuit in figure 3.8b as needed for








with the imaginary part ℑ{ZL( jΩ)} of the inductor circuit impedance ZL( jΩ).
In the shunt optimization in section 3.5 and in the experimental RL-shunt real-
ization in section 4.1.3, the resistance RL1 is varied to adjust the inductance L
(3.79), and constant values are assigned to RL2, RL3, CL4 and RL5 in order to re-
ceive equal and limited complex operational amplifier output voltages u1( jΩ) and
u2( jΩ) in consequence of the inductor voltage uL( jΩ) in figure 3.8. The operational






















For RL2 = RL3, the corner frequencies ωc1 and ωc2 in (3.81) become equal. This
leads to equal operational amplifier output voltage transfer functions in (3.80).
As suggested by [57], the capacitance CL4 and the resistance RL5 in (3.81) should
be chosen to make the corner frequency ωc1 small compared to the first short
circuited beam-column resonance frequencies ωscy/z (3.50) in order to avoid opera-
tional amplifier output voltage saturation effects and to guarantee a linear inductor
circuit behavior. For RL2 = RL3, the inductance L of the inductor circuit from (3.79)
simplifies to
L = RL1 RL5 CL4. (3.82)
RL-shunt impedance model
For vibration attenuation in y- and z-direction with transducers Py,B and Pz,B con-
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are received from (3.76) with ZD(Ω) (3.77) and ZL(Ω) (3.78) for individual damp-









circuit capacitances CL4y/z . The RL-shunt impedance models Z
RL
y/z(Ω) are summarized







GRL(Ω) is mathematically connected to the open-loop beam-column transfer func-
tions in section 3.4.3.
3.4.2 RLC-shunt model
The linear electrical RLC-shunt impedance model used in this work for the simula-
tion of vibration attenuation with RLC-shunts is derived from the series RLC-shunt
circuit in figure 3.9a. The RLC-model includes a damping resistor with electri-
cal damping resistor impedance ZD (3.77), the inductor with electrical inductor
impedance ZL (3.78) from last section and a negative capacitor with negative
capacitor impedance ZN (3.86). Analogously to (3.76), the electrical RLC-shunt




= ZD(Ω) + ZL(Ω) + ZN(Ω). (3.85)
As introduced in section 2.2.1, for experimental implementations the negative ca-
pacitor circuit in figure 3.9b is a common approach to obtain a precisely tunable
negative capacitor with impedance ZN(Ω) in order to represent a negative capac-
itance Cn as needed for vibration attenuation, [6, 74, 76]. For shunt tuning, sec-
tion 3.5, the resistance RD and the impedances ZL(Ω) and ZN(Ω) are adjusted.
Negative capacitor circuit with adjustable and constant circuit parameters
The negative capacitor circuit in figure 3.9b consists of one ideal operational am-
plifier, three resistors with resistances RN1, RN2 and RN3 and one capacitor with
capacitance CN4. For ideal operational amplifiers, the negative capacitor circuit


























Figure 3.9: a) series RLC-shunt circuit, b) negative capacitor circuit layout
with shunt current q˙(Ω) and negative capacitor voltage uN(Ω), [53]. With (3.86),
the negative capacitance Cn of the circuit in figure 3.9b as needed for the RLC-










the imaginary part of the negative capacitor circuit impedance ZN( jΩ) (3.86).
Equation (3.88) is substituted into (3.87) to obtain the negative capacitance







In the shunt optimization in section 3.5 and in the experimental RLC-shunt realiza-
tion in section 4.1.3, the resistance RN1 is varied to adjust the negative capacitance
value Cn in (3.89) and constant values are assigned to RN2, RN3 and CN4. Based
on experimental observations, the authors in [53] suggest to chose the resistance
of RN3 to be of several mega ohms to solve bias-current and offset-voltage issues.
Furthermore, the authors in [53] and [83] suggest to chose the capacitance CN4
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close to the static transducer capacitance C s (3.106). For big values of RN3 with





For the vibration attenuation in y- and z-direction with transducers Py,B and Pz,B
connected to RLC-shunts, individual RLC-shunt impedance models




















are received from (3.85) with ZD( jΩ) (3.77), ZL(Ω) (3.78) and ZN(Ω) (3.86) for







RL5y/z and capacitances C
L4





and RN3y/z and capacitances C
N4
y/z . The RLC-shunt impedance models Z
RLC
y/z (Ω) are







GRLC(Ω) is mathematically connected to the open-loop beam-column transfer func-
tions in section 3.4.3.
3.4.3 Frequency transfer functions with shunted transducers
For vibration attenuation simulation and numerical shunt tuning, shunted beam-
column transfer functions with transducers Py,B and Pz,B in support B connected
to RL- or RLC-shunts are obtained by connecting the electrical inputs and outputs
of the open-loop transfer functions Gru(Ω), Grq˙(Ω), Guu(Ω) and Guq˙(Ω) (3.70)
to the general shunt (sh) transfer function Gsh(Ω) as shown in figure 3.10 with
Gsh(Ω) = GRL(Ω) (3.84) for RL-shunts and Gsh(Ω) = GRLC(Ω) (3.92) for RLC-
shunts.












Figure 3.10: Block diagram of the beam-column system with transducers Py,B and
Pz,B in support B connected to shunt circuits








relate the excitation voltage uα(Ω) to the beam-column displacements yα(Ω) when
shunts Gsh(Ω) are connected. The shunted acceleration transfer functions with
transducers connected to RL- and RLC-shunts as needed for comparison with ex-
perimental results in chapters 5 and 6 are obtained by multiplication of (3.93) with
−Ω2 and substitution ofGsh(Ω) in (3.93) byGRL(Ω) (3.84) orGRLC(Ω) (3.92). The
acceleration frequency transfer functions in and orthogonal to the direction of ex-
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3.5 Numerical RL- and RLC-shunt tuning procedure
For optimal vibration attenuation with resonant shunts, the shunt parameter val-
ues must be optimally tuned to the resonance behavior of the host structure, sec-
tion 2.2.1. In this work, the RL- and RLC-shunts in figures 3.8a and 3.9a have
been connected to the transducers Py,B and Pz,B , figure 3.2, in section 3.4. In this
section, the shunts are tuned numerically to achieve optimal vibration attenuation
of the first lateral beam-column resonance of the axially unloaded beam-column
with Fx = 0N. Optimally tuned shunts are used in chapter 5 to quantify the vi-
bration attenuation potential of the piezo-elastic support with shunted transducers
when no uncertainty is taken into account, and serve as reference in chapter 6 to
evaluate probabilistic and non-probabilistic uncertainty, defined in section 2.3.1, in
the vibration attenuation due to static load, manufacturing and system assembly
variations.
Shunt tuning approach
In this work, shunts connected to transducer Py,B are tuned to optimally attenuate
beam-column vibrations in y-direction when excitation is applied at α = 0 ◦ and
shunts connected to transducer Pz,B are tuned to optimally attenuate vibrations in
z-direction when excitation is applied at α = 90 ◦. This also leads to appropriate
vibration attenuation in yα- and zα-direction of the tilted coordinate system, intro-
duced in section 3.2, when the beam-column is excited at an oblique angle with
α 6= 0 ◦ and α 6= 90 ◦, as shown in chapter 5. Optimal values of the adjustable
RL- and RLC-shunt resistances, which tune the shunts for optimal vibration atten-
uation of the beam-column in y- and z-direction, are obtained by minimizing the
peak gains bGRLα and bGRLCα , introduced in figure 2.2, of the first mode of the acceler-
ation transfer functions in the direction of excitation with RL-shunts GRLα (Ω) (3.94)
and with RLC-shunts GRLCα (Ω) (3.95) in a numerical optimization routine.
3.5.1 RL-shunt tuning
For transducer Py,B connected to the RL-shunt with adjustable resistances R
D
y and
RL1y , section 3.4.1, the peak gain of the first lateral beam-column mode is calculated
by bGRLα = ||GRLα (Ω)GLP(Ω)||∞. (3.96)
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In (3.96), the peak gain bGRLα corresponds to theH∞-norm, [88], of the acceleration
frequency transfer function GRLα (Ω) (3.94) multiplied by the filter transfer function
GLP(Ω) of an 8th order BUTTERWORTH lowpass filter. The filter transfer function
GLP(Ω) ensures that the peak gain bGRLα always corresponds to vibrations of the first
mode by reducing the vibration of higher modes in the tuning procedure. The
example of the filtered amplitude response |GRLα (Ω)GLP(Ω)| in figure 3.11, red line,
shows that, due to the filter GLP(Ω), vibrations of the second and the third mode
are reduced compared to the unfiltered amplitude response of Gscα (Ω), black line.
















Figure 3.11: Amplitude responses for demonstration of shunt tuning procedure:
with RL-shunt and filtered |GRLα (Ω)GLP(Ω)| ( ),
with RLC-shunt and filtered |GRLCα (Ω)GLP(Ω)| ( ),
short circuited and not filtered |Gscα (Ω)| ( )
With (3.96), the optimal RL-shunt resistances RDy and R
L1
y that achieve maximum
vibration attenuation of the first vibration mode, figure 3.11, are calculated by






The solution of (3.97) is calculated by using the fmincon algorithm in MATLAB.
The calculation of the optimal resistances RDz and R
L1
z of the RL-shunt connected to
transducer Pz,B is performed analog to transducer Py,B .
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3.5.2 RLC-shunt tuning





y , section 3.4.2, the peak gain of the first lateral beam-column mode is
calculated analog to the RL-shunt by
bGRLCα = ||GRLCα (Ω)GLP(Ω)||∞. (3.98)
Again, the filter transfer function GLP(Ω) ensures that the peak gain bGRLCα corre-
sponds to the vibration of the first mode, blue line in figure 3.11. With (3.98), the




y that achieve maximum vibration








||GRLCα ( jΩ)GLP( jΩ)||∞. (3.99)
As introduced in section 2.2.1, when tuned incorrectly, the negative capacitance
behavior of the circuit in figure 3.9 b may destabilize the lateral beam-column
vibration attenuation with RLC-shunt. Therefore, a stability limit for the nega-
tive capacitance Cn (3.90) is considered in the optimization (3.99). To derive the
stability of Cn, the authors in [53] analyze the stability of the equivalent propor-
tional feedback controller of a transducer connected to a negative capacitance. By
neglecting the damping resistance RD and the inductor circuit impedance ZL(Ω),
which are assumed to not influence the stability, in the RLC-shunt, the equivalent
proportional feedback controller of transducer Py,B becomes
T (Ω) =
jΩC s ZN(Ω)
1+ jΩC s ZN(Ω)
(3.100)
with the static transducer capacitance C s (3.106) shunted to the negative capacitor
circuit impedance ZN(Ω) (3.86), [53]. For T (Ω), stability and limited feedback
gain are guaranteed in case of a negative real part ℜ{T (Ω)} < 0. According to
[53], this is given if the imaginary part ℑ{ZN( jΩ)} (3.88) of the negative capacitor
circuit impedance satisfies
0< ℑ{ZN( jΩ)}< 1
ΩC s
. (3.101)
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For high values of RN3 with RN3 →∞, as already discussed for the negative capac-























is often used, [55, 65], by which the stability analysis is reduced to the ratio of the
static transducer capacitance C s (3.106) and the negative capacitance Cn (3.90).
With (3.103) and Cn from (3.90), (3.102) is rewritten to
− 1< δ < 0. (3.104)
According to [55], however, in real applications the stability limit is usually reached
before the theoretical stability limit δcrit = −1, e.g. due to model inaccuracies.
Therefore, and for all further analysis of vibration attenuation with RLC-shunts in
this work, the stability limit is given for δcrit = −0.95.




z of the RLC-shunt con-
nected to transducer Pz,B is performed analog to transducer Py,B .
3.6 Transfer functions and characteristic quantities of the beam-column
system’s dynamic behavior
For all simulations and measurements in this work, the beam-column system in
figure 3.2 is generally distinguished in the states without and with RL- or RLC-
shunts connected to transducers in support B. This section summarizes the re-
spective transfer functions and characteristic quantities that are used for model
validation and uncertainty discussion in chapters 5 and 6.
No shunts connected to transducers in support B
Short circuited acceleration transfer functions: The beam-column acceleration
transfer functions in direction of excitation Gscα (Ω) and orthogonal to direction of
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excitation Gsc
α⊥(Ω) (3.75) describe the beam-column vibration without vibration at-
tenuation through shunts. The peak gains bGscα and bGscα⊥ of the acceleration transfer
functions Gscα (Ω) and G
sc
α⊥(Ω), see figure 3.11, and the short circuited resonance
frequencies ωscy/z (3.50) represent the characteristic quantities used to quantify the
vibration of the first beam-column lateral vibration mode with short circuited trans-
ducers in support B.
Capacitance transfer functions: The transducer impedance transfer functions
Guq˙(Ω) (3.73) describe the electric dynamic transducer behavior. As introduced
in section 3.3.3, piezoelectric stack transducers electrically behave like capaci-
tances and its behavior must be known exactly to tune shunts. With the transducer













of the transducer Py,B and Pz,B are derived, which contain information about the











Figure 3.12: Qualitative amplitude response of dynamic transducer capacitance
|Yy/z(Ω)|: short circuited resonance frequencyωscy/z (×), open circuited
resonance frequencyωscy/z (◦), static transducer capacitance C sy/z
Figure 3.12 qualitatively shows the amplitude response |Yy/z(Ω)| of the dynamic
transducer capacitance that exhibits one pole and one zero, which correspond to
the short circuited (3.50) and open circuited (3.52) resonance frequencies. Their
difference affects the GEMCCs γy/z (3.53). For Ω → 0, the amplitude response
converges to the static transducer capacitance |Yy/z(0)| = C sy/z . In the numerical
calculation, the static capacitances of transducers Py,B and Pz,B
C sy = |Yy(Ω→ 0)| and C sz = |Yz(Ω→ 0)| (3.106)
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are obtained from the dynamic capacitance functions for quasi-static excitation Ω=
0.01 rad/s. The GEMCC γy/z and the static capacitance C
s
y/z of transducer Py,B
and Pz,B represent the characteristic quantities of the dynamic transducer behavior.
Hence, by calibration of Yy/z(Ω), section 4.3.5, all important transducer properties
can be adjusted for the model.
RL- and RLC-shunts connected to transducers in support B
Acceleration transfer functions with RL-shunts: The beam-column acceleration
transfer functions GRLα (Ω) and G
RL
α⊥(Ω) (3.94) describe the attenuated beam-column
vibration with transducers in support B connected to RL-shunts, figure 3.8. The
peak gains bGRLα and bGRLα⊥ of the acceleration transfer functions GRLα (Ω) and GRLα⊥(Ω)
represent the characteristic quantities used to quantify the attenuated vibration of
the first beam-column lateral vibration mode with RL-shunts.
Acceleration transfer functions with RLC-shunts: The beam-column acceleration
transfer functions GRLCα (Ω) and G
RLC
α⊥ (Ω) (3.95) describe the attenuated beam-
column vibration with transducers in support B connected to RLC-shunts, fig-
ure 3.9. The peak gains bGRLCα and bGRLCα⊥ of the acceleration transfer functions
GRLCα (Ω) and G
RLC
α⊥ (Ω) represent the characteristic quantities used to quantify the
attenuated vibration of the first beam-column lateral vibration mode with RLC-
shunts.
All characteristic quantities of the beam-column system without and with shunts
are summarized in table 3.1.
Table 3.1: Characteristic quantities of the dynamic beam-column system without
and with shunts used for model validation and uncertainty discussion
in chapters 5 and 6
case description




static transducer capacitance C sy C
s
z
short circuited peak gain bGscα bGscα⊥
with shunt peak gain with RL-shunt bGRLα bGRLα⊥
peak gain with RLC-shunt bGRLCα bGRLCα⊥
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4 Experimental test setup
This chapter presents the experimental realization of the beam-column system in-
troduced in section 3.2 and the experimental realizations of the RL-shunt and the
RLC-shunt introduced in sections 3.4.1 and 3.4.2. The data acquisition and pro-
cessing is shown and the determination of the experimental beam-column system’s
dynamic behavior with and without shunts is explained.
4.1 Experimental realization
In sections 4.1.1 and 4.1.2, the experimental beam-column test setup is shown and
the realization of the piezo-elastic supports used for vibration excitation and vibra-
tion attenution with all relevant components is explained. Section 4.1.3 presents
the electrical shunt board of the electrical RL- and RLC-shunt circuits.
4.1.1 Beam-column with piezo-elastic supports
The experimental test setup in figure 4.1 implements experimentally the concept
introduced in section 3.2 of the axially loaded beam-column with circular cross-
section embedded in the two piezo-elastic supports A and B. Table 4.1 summarizes
the numbering, quantity and properties of all relevant components and sensors
used in the test setup. The experimental test setup is used to experimentally inves-
tigate the vibration attenuation potential of transducers in piezo-elastic support B
connected to RL- or RLC-shunts, chapter 5. Furthermore, it is used to quantify the
effects of a static tensile or compressive force, and the effects of manufacturing and
system assembly variations on vibrations with and without shunts, chapter 6.
In figure 4.1, the beam-column (1) is embedded in the piezo-elastic supports A and
B. Support A is attached to a parallel guidance boundary (2) while support B is
connected to a fixed boundary (3). To apply a static axial compressive or tensile
force Fx on the beam-column, a spindle-type lifting gear with electronic step drive
(4) is connected to the parallel guidance boundary (2). Via controlled step drive,
the applied axial force Fx is kept at a constant force value, which is measured by the
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force sensor (5). Lateral beam-column accelerations ay(t) and az(t) in y- and z-









Figure 4.1: Experimental test setup of the beam-column system
Table 4.1: Numbering, quantity and properties of all relevant components and sen-
sors of the test setup of the experimental beam-column system
no. quant. description, nominal value, material
1 1 beam-column, rod aluminum alloy 7075, DIN EN 754-3, nominal
length lb = 400mm, nominal radius rb = 5mm
2 1 parallel guidance boundary, steel 1.0037
3 1 fixed bounary, steel 1.0037
4 1 spindle-type lifting gear STROSS SJ5 with step drive NEMA
ST5918M2008
5 1 strain gauge force sensor HBM U2B-T, measure. range ±2000N,
sensitivity 5mV/N
6 2 piezoelectric accelerometers IDS KS95B.100, sensitivity 100mV/g,
measure. range ±60g, resolution 0.0003g (1g= 9.81m/s2)
A 1 piezo-elastic support A
B 1 piezo-elastic support B
B1 1 support housing, steel 1.4305
B2 1 clamp, steel 1.4305
B3 1 retainer nut, steel 1.4305
B4 1 connector, steel 1.4305
B5 2 multilayer stack transducer, PI P-885.51; housing, steel 1.4305
B6 2 helical disc spring, kpre = 180N/mm; housing, steel 1.4305
B7 1 axial extension, hardened steel 1.2312
B8 1 membrane-like spring element, spring steel 1.1248, sheet thickness
0.5mm, nominal height h= 2.3mm, nominal diameter d = 44mm
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4.1.2 Piezo-elastic support
The piezo-elastic support A is used for lateral beam-column vibration excitation
and the support B is used for lateral vibration attenuation, as formerly introduced
in section 3.2. However, both piezo-elastic supports A and B are designed according
to the concept in [16] and have the same structural components.
Components
Figure 4.2 shows a cutaway view of the CAD model of the piezo-elastic support
B and its experimental realization. The piezo-elastic support components are the
support housing (B1), the clamp (B2), the retainer nut (B3), the connector part
(B4), the piezoelectric transducers contained in relatively stiff housings (B5), the
helical disc springs also contained in relatively stiff housings (B6), the axial exten-
sion (B7) and the membrane-like spring element (B8). The support housing (B1)
with the clamp (B2) holds the membrane-like spring element with four M5 bolts.
The retainer nut (B3) connects the support housing with the connector part (B4)
that, in turn, is attached to the boundary. The transducers (B5) are prestressed by
helical disc springs (B6) for dynamic load operation. The beam-column (1) and the
axial extension (B7) are fixed to the center of the membrane-like spring element
(B8) via an M5 bolt.
a)
1 B8 B6








Figure 4.2: Piezo-elastic support B, a) CAD model cutaway view, b) realization
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Design
In order to achieve a sufficiently high GEMCC (3.53) of the transducers in the
piezo-elastic support as needed for vibration attenuation with shunts, figure 2.2,
the stiffness properties of the membrane-like spring element and the length of the
axial extension lext, see figure 3.2, should be adjusted, as thoroughly investigated
in an earlier own study [24].
To positively affect the GEMCC of the transducers in the piezo-elastic supports,
the rotational stiffness kϕy/z and the lateral stiffness ky/z , see figure 3.2, of the
membrane-like spring element when clamped in the support housing must be rel-
atively low for rotational deformation and relatively high for lateral deformation.
Likewise, the axial stiffness of the membrane-like spring element must be relatively
high in order to prevent changes in the GEMCC in consequence to changes of the
axial extension length lext when a static axial load is applied in x-direction to the
beam-column system, see figure 4.4.
Figure 4.3 shows a detailed view of the membrane-like spring element as used
in the piezo-elastic supports A and B with truncated cone-shape design and trun-






Figure 4.3:Membrane-like spring element, a) CAD model, b) realization
As shown in figure 4.4, the length of the axial extension lext is equal to the distance
between the points T and P in x-direction, and depends on the membrane-like
spring element height h. The point T represents the end of the beam-column,
location x = lb in figure 3.2, and the point P represents the location where the
transducers are connected to the axial extension, location x = lb+ lext in figure 3.2.
The axial extension length is calculated by
lext = 9mm− h (4.1)
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with the fixed distance between P and the spring element clamping in x-direction,







Figure 4.4: Piezo-elastic support B, CAD model cross-section
Membrane-like spring element manufacturing
The membrane-like spring element is manufactured by a single point incremental
forming (SPIF) process performed with a multi-technology machine 3D Servo Press
as part of the cooperation in the SFB 805, [29, 37]. During a SPIF process, an
evenly clamped sheet metal is being formed along a tool path by a forming tool,
which makes it suitable for the production of truncated cone components such
as the membrane-like spring element. However, the forming process is subject to
variations in the process forces and displacements that lead to variations in the
membrane-like spring element geometry. Variations in the membrane-like spring
element geometry affect the lateral and rotational support stiffness kϕy/z and ky/z
as well as the height h, as observed in own stiffness and geometry measurements
shown in figure 4.5. The stiffness values in figure 4.5 are obtained from static
measurements performed on a material testing machine as described in [26] and
the values of h are obtained on a precision coordinate measurement machine.
System assembly sequence
The assembly sequence depicted in figure 4.6 is applied to assemble supports A
and B. Therefore, the sequence is only explained for support B. In step (I), the
spring element is mounted with the clamp to the support housing with the four


























Figure 4.5: Experimental variations of 10 membrane-like spring elements a) rota-
tional stiffness kϕy/z , b) lateral stiffness ky/z , c) height h
bolts crosswise tightened with 6Nm. In step (II), the beam-column is attached to
the spring element and the axial extension by the bolt tightened with 5Nm. In step
(III), the retainer nut is fastened by hand to connect the support to the boundary.
In step (IV), the transducers contained in separate housings are fastened by hand
until they touch the axial extension. They are preloaded alternating by turning the
housings of the helical disc springs up to two full turnings by hand. The effects of
spring element manufacturing and system assembly variations on the beam-column
vibration attenuation caused by the presented manufacturing process and assembly








Figure 4.6: Assembly sequence of beam-column and piezo-elastic support
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4.1.3 RL- and RLC-shunt circuits
For experimental vibration attenuation with RL- and RLC-shunts in chapters 5 and
6, each of the transducers Py,B and Pz,B in support B in figure 4.2 is connected
to an electrical shunt circuit board, which is shown in figure 4.7. On the shunt
circuit board, the series RL-shunt circuit in figure 3.8a and the series RLC-shunt in
figure 3.9a by using the inductor circtuit in figure 3.8b and the negative capacitor







Figure 4.7: Electrical shunt circuit board of the RL- and RLC-shunt
The shunt circuit board is operated with a symmetric direct current voltage supply
at ±30V connected to (1) as needed for the supply of the operational amplifiers.
The switches (2) are used to select between the RL- and the RLC-shunt, which
is connected to the transducer via the connector (3). As formerly introduced in
sections 3.4.1 and 3.4.2, the RL- and the RLC-shunt have adjustable and constant
circuit components. On the shunt circuit board in figure 4.7, the damping resistance
RD (4), the inductor circuit resistance RL1 (5) and the negative capacitor circuit
resistance RN1 (6) are realized by potentiometers and used to adjust the tuning of
the RL- and the RLC-shunt.
Table 4.2: Inductor circuit constant resistor and capacitor values used in experimen-
tal and numerical RL- and RLC-shunts with transducers Py,B and Pz,B .
Transducer RL2 in Ohm RL3 in Ohm RL5 in Ohm CL4 in µF
Py,B 1000 1000 20064 1.04
Pz,B 1000 1000 20083 1.00
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Table 4.3: Negative capacitor circuit constant resistor and capacitor values used in
experimental and numerical RLC-shunts with transducers Py,B and Pz,B .
Transducer RN2 in Ohm RN3 in Ohm CN4 in µF
Py,B 1000 994000 1.54
Pz,B 1000 993200 1.54
The constant inductor circuit and negative capacitor circuit resistances and capac-
itances are summarized in tables 4.2 and 4.3. The values were chosen to receive
equal and limited operational amplifier output voltages and to solve bias-current
and offset-voltage issues as discussed in sections 3.4.1 and 3.4.2.
4.2 Measurement setup and data acquisition
Two different measurement setups are used to measure the experimental dynamic
behavior of the beam-column system in figure 4.1 without and with shunts. The
beam-column vibration measurement setup is used to measure the beam-column
accelerations due to excitation via transducers in support A without and with shunts
in order to calculate experimental beam-column acceleration transfer functions,
section 4.3.1. The transducer impedance measurement setup is used to measure
the electrical impedances of the transducers in support B in order to derive experi-
mental transducer capacitance transfer functions, section 4.3.2.
4.2.1 Beam-column vibration measurement setup
The beam-column vibration measurement setup is shown in figure 4.8. The vibra-
tion excitation voltage signals uy,A(t) and uz,A(t) are applied to the transducers in
support A in figure 4.1 in order to excite the beam-column to vibrate laterally in the
y-z-plane, section 3.3.4. For vibration excitation, band-limited white noise signals
are used. The lateral beam-column vibration response accelerations ay(t) and az(t)
at the sensor position in y- and z-direction are measured by two accelerometers,
figure 4.1.
For signal generation and acquisition, a dSPACE MicroLabBox real-time platform
connected to a PC is used. The platform output excitation signals are lowpass
filtered for signal reconstruction and amplified by a factor of 10 via a PI E-663.00




















Figure 4.8: Beam-column vibration measurement setup to apply and to measure
vibration excitation signals uy,A(t) and uz,A(t) and response acceleration
signals ay(t) and az(t)
piezo amplifier before being applied to the transducers in support A. The platform
input measurement excitation and response signals are lowpass filtered to avoid
aliasing and amplified by filter integrated measurement amplifiers.
The dSPACE MicroLabBox features analog inputs and outputs with ±10V in- and
output voltage range and 16-bit A/D- and D/A-converters. A sampling rate of fs =
5000Hz is used. KEMO BenchMaster 21M 6-pole elliptic lowpass filters with cutoff
frequency fc = 1500Hz are used. MATLAB has been used to control the dSPACE
MicroLabBox, and to perform the measurement data acquisition and processing
in.
The force sensor in figure 4.1 measures the applied static tensile or compressive
beam-column force Fx . The force signal is filtered and processed by a PEEKELPI-
CAS strain gauge amplifier and also recorded with the dSPACE but not shown in
figure 4.8.
4.2.2 Transducer impedance measurement setup
The transducer impedance measurement is performed separately and analogously
for the transducers Py,B and Pz,B connected to the beam-column in support B in
figure 4.1. Figure 4.9 shows the used measurement setup.
The electrical impedance of transducer Py,B is given by the relation Zy,B(t) =
uy,B(t)/q˙(t)y,B (3.73). Since voltage measurements are easier to perform than
current measurements, the excitation voltage signal uy,B(t), a band-limited white
noise signal, is applied to the transducer and the response voltage signal uZ(t)




















Figure 4.9: Transducer impedance measurement setup to apply and to measure the
impedance measurement excitation signal uy,B(t) and the impedance
response signal q˙y,B(t)
is measured by using the operational amplifier circuit in figure 4.9, as proposed
in [47]. The response voltage signal uZ(t) is directly proportional to the current
q˙y,B(t) scaled by the feedback resistance RZ with
uZ(t) = RZ q˙y,B(t) (4.2)
with RZ = 695Ohm used in the measurement setup. The measured voltage signals
uy,B(t) and uZ(t) are used to derive the impedance according to
Zy,B(t) = −uy,B(t)uZ(t) RZ. (4.3)
Again, the dSPACE MicroLabBox real-time platform and the filters described in
section 4.2.1 are used. For the transducer impedance measurement, all real-
time platform output and input signals are lowpass filtered with cutoff frequency
fc = 300Hz. The same measurement is performed for the transducer Pz,B to obtain
its impedance Zz,B(t).
4.3 Experimental dynamic behavior of the beam-column system and model
calibration
The experimental behavior of the beam-column system in figure 4.1 is also analyzed
for the cases when no shunts are connected to transducers in support B and when
RL- or RLC-shunts are connected to transducers in support B, in order to calibrate
and validate the models from chapter 3.
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The experimental short circuited acceleration and the capacitance frequency trans-
fer functions of the beam-column system without shunts and the acceleration trans-
fer functions with RL- and RLC-shunts of the beam-column with shunts as well as
their respective characteristic quantities, table 3.1, are estimated from measure-
ments with the vibration and impedance measurement setups in sections 4.2.2 and
4.2.1. Additionally to the experimental quantities in the frequency domain and
only for the experimental beam-column system, orbit plots of the time acceleration
signals are introduced to graphically analyze the orientation of the beam-column
vibration in the y-z-plane. Finally, the beam-column model calibration with exper-
imental frequency transfer functions is explained.
4.3.1 Acceleration frequency transfer functions
The experimental acceleration transfer functions in direction and orthogonal to the
direction of excitation with short circuited transducers in support B, Gscα (Ω) and
Gsc
α⊥(Ω) analog to (3.75), with transducers in support B connected to RL-shunts,
GRLα (Ω) and G
RL
α⊥(Ω) analog to (3.94), and with transducers in support B connected
to RLC-shunts, GRLCα (Ω) and G
RLC
α⊥ (Ω) analog to (3.95), are measured.
In general, the experimental acceleration transfer functions Gα(Ω) and Gα⊥(Ω)
are estimated from averaged cross power spectral and power spectral densities,
[8]. The cross power spectral and power spectral densities are calculated with
the discrete FOURIER transform of the experimental excitation voltage signal uα(t)
and the experimental acceleration signals aα(t) and aα⊥(t) in tilted x-, yα- and
zα-coordinates. The signals in tilted coordinates according to the tilt angle α in-
troduced in section 3.2 result from the transformation of the measured voltages
uy/z,A(t) and accelerations ay/z(t), as introduced in section 3.3.4.
FOURIER transform
The voltage excitation signal uα(t) is sampled N times over the time range 0< t <bT and transformed into the discrete time signal uα(tn). The FOURIER transform of





− jΩk tn (4.4)
calculated at k = 1, ...,N/2 evenly-spaced frequencies Ωk = k2pi∆ f with time
samples tn = n/ fs and sampling frequency fs, [8]. The FOURIER transforms of the
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accelerations aα(Ω) and aα⊥(Ω) are calculated in the same way as uA(Ω) in (4.4)
with their discrete signals aα(tn) and aα⊥(tn).
Power spectral densities

















with average number ÒN are obtained from the FOURIER transforms of uα(Ω), aα(tn)
and aα⊥(tn) (4.4). In (4.5) and (4.6), u∗α(Ω), a∗α(tn) and a∗α⊥(tn) are the conjugate
complex FOURIER transforms.
Frequency transfer functions








are estimated from the averaged cross power spectral densities Pau(Ω) and P⊥au(Ω)
(4.5) and the power spectral density Puu(Ω) (4.7), [8].
The estimation of (4.7) is performed with the tfestimate algorithm in MATLAB by
using a HANNING time window and a window overlap of 50%. The frequency reso-
lution is ∆ f = 0.15Hz and averaging with ÒN = 30 is performed to obtain a good
signal-to-noise ratio.
4.3.2 Capacitance frequency transfer functions
The experimental capacitance transfer functions Yy/z(Ω) of transducers in sup-
port B are calculated with the experimental transducer impedances Zy/z,B(Ω) as
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already shown for the mathematical model in section 3.6. The experimental trans-
ducer impedances Zy/z,B(Ω) are estimated from averaged cross power spectral and
power spectral densities with the discrete FOURIER transforms of the voltage signals
uy/z,B(t) and uZ(t) measured with the transducer impedance measurement setup
in section 4.2.2.
For transducer Py,B , the transducer impedance transfer function of Zy,B(t) (4.3)
reads
Zy,B(Ω) = − Pq˙u(Ω)Puu(Ω) RZ (4.8)










of uy,B(Ω) and uZ(Ω) calculated analogously to (4.5) and (4.6).










by using (4.9) in (3.105). For transducer Pz,B , Yz(Ω) is obtained from (4.10) by
applying uz,B(t) to the transducer and measuring uZ(t).
4.3.3 Experimental characteristic quantities
The characteristic quantities of the beam-column system’s dynamic behavior with-
out and with shunts, as already presented for the mathematical model in sec-
tion 3.6, are derived from the measured beam-column and transducer transfer
functions (4.7) and (4.10) in sections 4.3.1 and 4.3.2.
Peak gains
The experimental peak gains of the acceleration transfer functions with short cir-
cuited electrodes bGscα and bGscα⊥ , with RL-shunts bGRLα and bGRLα⊥ , and with RLC-shunts
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bGRLCα and bGRLCα⊥ are obtained by picking the maximum levels of the amplitude re-
sponses in the frequency range of the first lateral vibration mode of Gα(Ω) and
Gα⊥(Ω) (4.7) with short circuited or shunted transducers. This is assumed to give
results equivalent to those of the mathematical model in figure 3.11.
Short circuited frequencies, GEMCCs and static capacitances
The experimental values of the short circuited resonance frequencies ωscy/z , the
GEMCCs γy/z and the static capacitances C
s
y/z are obtained by fitting a modal ca-
pacitance model eY (Ω) of transducers Py,B and Pz,B to the experimental capacitance
transfer functions Yy/z(Ω). With this approach, the values of the named quantities
are obtained at the same time from a single measurement, as already explained in
figure 3.12. Furthermore, it leads to accurate experimental values since the esti-
mation of the resonance frequency as well as the GEMCC is less influenced by the
used frequency resolution in the frequency response function, [47].
The general equation of the modal transducer capacitance model of transducers
Py,B and Pz,B is given by




(ωsc)2 −Ω2 + j 2ζ (ωsc)2 . (4.11)
eY (Ω) directly depends on the short circuited resonance frequency ωsc, the GEMCC
γ, transducer capacitance C under zero mechanical strain, resistance R of dielectric
losses, as introduced in section 3.3.3, and the modal damping ζ. Equation (4.11)
has been derived in detail in a own earlier work, [22].
In the model fit process, the parameters C , R, γ, ωsc and ζ in (4.11) are varied to
solve the least squares curve fitting problem
min
C ,R,γ,ωsc,η
||eY (C , R, γ, ωsc, ζ, Ω)− Yexp(Ω)||22 (4.12)
with the experimental dynamic transducer capacitance Yexp(Ω) (4.10). The least
squares curve fitting problem is solved by the lsqnonlin algorithm readily imple-
mented in MATLAB. With (4.12), ωsc and γ are directly obtained from the fit and
the static transducer capacitance C s is calculated with
C s = |eY (Ω= 0)|. (4.13)
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4.3.4 Acceleration orbits
The beam-column is excited by transducers in support A to apply excitation in
yα-direction at angle α to investigate the vibration attenuation capability of trans-
ducers in support B, section 5.2. To experimentally show that the superposed ex-
citation of transducers in support A in figure 4.1 excites the beam-column in the
assumed direction of excitation yα at angle α as introduced in section 3.2, the ac-
celeration time signals ay(t) and az(t) are plotted on the y-z-coordinate system
and approximated by acceleration orbits to graphically analyze the plane vibration.
Furthermore, the portions of vibration in direction of excitation yα and orthogonal








Figure 4.10: Qualitative presentation of an acceleration orbit
Figure 4.10 shows a qualitative acceleration orbit of white noise acceleration time
signals, introduced in section 4.2.1, for excitation applied at an oblique angle α.
The acceleration orbit is characterized by its acceleration peaks in direction of ex-
citation baα and orthogonal to direction of excitation baα⊥ , by which the orbit is
approximated via an elliptical shape. baα and baα⊥ are the maximum accelerations
in yα- and zα-direction of the transformed accelerations ay(t) and az(t), (3.38).
4.3.5 Calibration procedure of beam-column system’s model
In this work, the beam-column system’s model without shunts is adapted to the real
beam-column system without shunts to precisely represent the experimental beam-
column vibration and the dynamic transducer behavior of transducers in support
B. This is needed to optimally tune shunts for experimental beam-column vibration
attenuation in chapter 5 with the model-based numerical procedure explained in
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section 3.5, and to correctly represent the effects of static beam-column loading
and spring element manufacturing variations by the model, chapter 6.
The model update is performed by minimization of the sum of the error squares
min
P
||Gscα,exp(Ω)− Gscα,num(Ω,P )||22 + ||Yy/z,exp(Ω)− Yy/z,num(Ω,P )||22 (4.14)
between the experimental acceleration and capacitance transfer functions, Gscα,exp(Ω)
(4.7) and Yy/z,exp(Ω) (4.10), and the numerical acceleration and capacitance trans-
fer functions, Gscα,num(Ω,P ) (3.75) and Yy/z,num(Ω,P ) (3.105), for α = 0
◦ and
α = 90 ◦, in y- and z-direction respectively. In (4.14), P summarizes the model
parameters to be calibrated. Different parameters P are calibrated in chapters 5
and 6.
4.3.6 Evaluating the match of model and experiment
The goodness of match of models and experiments in this work is evaluated with
normalized root mean square error (NRMSE) and relative deviation. For frequency
transfer functions, the NRMSE between numerical and experimental results is cal-
culated over a certain frequency range. For single quantities, the relative deviation
of the numerically calculated value from the experimental value is used.
As an example, the NRMSE of the numerical and experimental short circuited trans-






with the arithmetic mean Gscα,exp(Ω) of the experimental transfer function in the
considered frequency domain. The NRMSE value varies between −∞, represent-
ing a bad fit, to 1, representing a perfect fit. If the cost function is equal to zero,
then the model is no better than a straight line fitting the experimental data.
As an example, the relative deviation of the numerical from the experimental short
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5 Deterministic vibration attenuation
with shunts
In this chapter, deterministic experimental and numerical results of vibration atten-
uation of the first lateral beam-column vibration mode are presented to quantify the
capability of vibration attenuation of piezo-elastic support B with shunted transduc-
ers when uncertainty is disregarded. Therefore, the acceleration transfer functions
of the beam-column with tuned RL- and RLC-shunts connected to the transducers in
support B are compared to the acceleration transfer functions with short circuited
transducers in support B. For all investigation in this chapter, the beam-column is
unloaded with Fx = 0N and uncertainty due to manufacturing or system assembly
variations is disregarded.
In section 5.1, experimental and numerical results are shown to quantify the opti-
mal experimental and numerical vibration attenuation with numerically tuned RL-
and RLC-shunts when the beam-column is excited at α= 0 ◦ and α= 90 ◦ according
to figure 3.2, in y- and z-direction respectively. In section 5.2, vibration attenua-
tion with RL- and RLC-shunts as tuned in section 5.1 is studied for excitation at an
oblique angle α.
5.1 Experimental and numerical vibration attenuation with optimally tuned
RL- and RLC-shunts
Optimally tuned RL- and RLC-shunts for vibration attenuation of the first beam-
column mode in simulation and experiment are calculated for excitation in y- and
z-direction by use of the the numerical tuning procedure in section 3.5.
First in section 5.1.1, the experimental short circuited acceleration transfer func-
tions and the capacitance transfer functions of the beam-column system are shown.
Afterwards in section 5.1.2, the parameters of the beam-column system’s model
without shunts are calibrated with the experimental results presented in sec-
tion 5.1.1. Finally in section 5.1.3, RL- and RLC-shunts are tuned numerically for
optimal vibration attenuation by using the calibrated parameters from section 5.1.2
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in the beam-column system’s model with shunts. To validate the shunt tuning pro-
cedure, numerical and experimental acceleration transfer functions with RL- and
RLC-shunts are compared. To evaluate vibration attenuation, section 5.1.4 sum-
marizes the experimental and numerical short circuited and shunted acceleration
transfer functions.
5.1.1 Experimental beam-column system’s dynamic behavior without shunts
Figure 5.1 shows the experimental short circuited acceleration transfer functions in
excitation direction with short circuited transducers in support B Gscy/z,exp(Ω) (4.7)
in the frequency range 10Hz ≤ Ω/2pi ≤ 1250Hz. Three distinct beam-column
vibration modes in y- and z-direction are observable and characterized by their
sharp peaks in the amplitude responses. In this work, the first lateral beam-column
mode in the frequency range 100Hz≤ Ω/2pi≤ 300Hz (gray areas) is investigated
for vibration attenuation with RL- or RLC-shunts. The first mode is chosen for
investigations of vibration attenuation with resonant shunts as it is separated from
higher modes in frequency, it shows high vibration levels due to small damping,










































Figure 5.1: Experimental short circuited acceleration transfer functions,
a) in y -direction Gscy,exp(Ω) ( ),
b) in z-direction Gscz,exp(Ω)( )
Figure 5.2 shows the experimental capacitance transfer functions Yy/z,exp(Ω) of the
transducers in support B in the frequency range of the first lateral beam-column
vibration mode. Additionally, and only in y-direction, figure 5.2a shows the fitted
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transfer function of the modal dynamic transducer capacitance eYnum(Ω) (4.11). The



































Figure 5.2: Exp. and num. transducer capacitance transfer functions,
a) in y -direction Yy,exp(Ω) ( ), eYnum(Ω) ( ),
b) in z-direction Yz,exp(Ω) ( )
Table 5.1 summarizes the characteristic quantities, introduced in table 3.1, of the
experimental behavior of the beam-column system without shunts in figures 5.1
and 5.2. The values are obtained from the fitted modal transducer model eYnum(Ω),
as explained in section 4.3.3. Additionally, table 5.1 shows the modal damping
coefficients ζy/z,exp of the first mode calculated with the half-power method, [72].
Table 5.1: Experimental characteristic quantities of the beam-column system’s dy-
namic behavior without shunts
dir. bGsc in m/s2/V ωsc/2pi in Hz γ in % C s in µF ζ in %
y 100.8 185.5 10.0 1.613 0.47
z 89.6 186.5 9.8 1.600 0.49
In general, the experimental acceleration and capacitance transfer functions in fig-
ures 5.1 and 5.2 are similar in y- and z-directions. However, small differences
in all characteristic quantities in table 5.1 are observed. The differences in the ex-
perimental resonance frequenciesωscy/z,exp, GEMCCs γy/z,exp and static capacitances
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C sy/z,exp in y- and z-direction could be attributed to non-symmetric support stiffness
conditions due to spring element manufacturing and system assembly variations as
later discussed in section 6.3, and due to non-symmetric stiffness conditions real-
ized by the parallel guidance and fixed boundary in the test setup in figure 4.1.
5.1.2 Calibration of beam-column system’s model without shunts
Figures 5.3 and 5.4 show the numerical short circuited acceleration transfer
functions Gscy/z,num(Ω) (3.75) and the numerical capacitance transfer functions
Yy/z,num(Ω) (3.105) after the calibration. The spring element stiffness and trans-
ducer parameters in the vector




y/z,B, Cy/z,B, R y/z,B] (5.1)
were calibrated to accurately represent the lateral mechanical dynamic behavior of
the elastically supported beam-column and the electromechanical dynamic trans-
ducer behavior of experimental results from figures 5.1 and 5.2 in the frequency
range 100Hz ≤ Ω/2pi ≤ 300Hz. All beam-column and transducer parameters are










































Figure 5.3: Exp. and num. short circuited acceleration transfer functions,
a) y -direction Gscy,exp(Ω) ( ) and G
sc
y,num(Ω) ( ),
b) z-direction Gscz,exp(Ω) ( ) and G
sc
z,num(Ω) ( )
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In figure 5.3, the numerical short circuited acceleration transfer functions
Gscy/z,num(Ω) show a good agreement in the presented frequency range 10Hz ≤
Ω/2pi ≤ 1250Hz, which demonstrates that the model also adequately represents
higher vibration modes. In the calibration frequency range of the first mode, the
NRMSE (4.15) is 0.9 for Gscy (Ω) and 0.91 for G
sc
z (Ω). The capacitance transfer func-
tions in figure 5.4, also show a good agreement with a NRMSE of 0.95 for Yy,num(Ω)
and 0.94 for Yz,num(Ω). As shown in table 5.2, the numerical and the experimental
characteristic quantities ωscy/z , γy/z and C
s
y/z only show small relative errors. The


































Figure 5.4: Exp. and num. transducer capacitance transfer functions,
a) in y -direction Yy,exp(Ω) ( ),Yy,num(Ω) ( ),
b) in z-direction Yy,exp(Ω) ( ),Yy,num(Ω) ( )
Table 5.2: Experimental and numerical characteristic quantities of the beam-column
system’s dynamic behavior without shunts, experimental values from ta-
ble 5.1,ωsc/2pi in Hz, γ in %, C s in µF, rel. deviation in %
experimental numerical relative deviation
dir. ωsc/2pi γ C s ωsc/2pi γ C s err(ωsc) err(γ) err(C s)
y 185.5 10.0 1.613 185.4 10.0 1.610 0.1 0.0 0.2
z 186.5 9.8 1.600 186.4 10.0 1.599 0.1 -2.0 0.1
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Table 5.3: Deterministic model parameter values of the beam-column system for
the components beam-column, axial extensions, support A and support
B, ∗) calibrated
property variable value unit
beam-colum
length lb 4.0 · 10−1 m
radius rb 5.0 · 10−3 m
density %b 2.8 · 103 kg/m3
Young’s modulus Eb 7.4 · 1010 N/m2
modal damping coeff. [ζy , ζz] [4.7, 4.9] · 10−3 –
position of sensor xs 0.475 lb m
axial extension
length [lext,A, lext,B] [6.7, 6.7] · 10−3 m
edge length text,A/B 6.0 · 10−3 m
density %ext,A/B 7.8 · 10−3 kg/m3
Young’s modulus Eext,A/B 2.1 · 1012 N/m2
support A
lateral stiffness∗ [ky,A, kz,A] [31.1, 32.4] · 106 N/m
rotational stiffness∗ [kϕy ,A, kϕz ,A] [123.5, 125.5] Nm/rad
transducer stiffness∗ [kscy,A, kscz,A] [32.4, 32.7] · 106 N/m
transducer force const.∗ [Θy,A, Θz,A] [3.34, 3.15] N/V
support B
lateral stiffness∗ [ky,B, kz,B] [31.1, 32.4] · 106 N/m
rotational stiffness∗ [kϕy ,B, kϕz ,B] [123.5, 125.5] Nm/rad
transducer stiffness∗ [kscy,B, kscz,B] [32.4, 32.7] · 106 N/m
transducer force const.∗ [Θy,B, Θz,B] [2.99, 3.17] N/V
transducer capacitance∗ [Cy,B, Cz,B] [1.43, 1.38] µF
transducer resistance∗ [R y,B, Rz,B] [11.9, 12.1] Ohm
5.1.3 Experimental and numerical beam-column system’s dynamic behavior
with optimally tuned RL- and RLC-shunts




y/z of the RL-shunts (3.83) and
RLC-shunts (3.91) are calculated for optimal attenuation of the experimental and
numerical vibrations of the first beam-column mode in figure 5.3 (gray areas) for
excitation in y- and z-direction. The parameters in table 5.3 of the beam-column
system’s model, the constant shunt resistances and capacitances in tables 4.3 and
4.2 and the numerical acceleration transfer functions with RL-shunt GRLy/z,num(Ω)
88 5 Deterministic vibration attenuation with shunts
(3.94) and RLC-shunts GRLCy/z,num(Ω) (3.95) are used to solve the optimization prob-
lems (3.97) and (3.99). The RL- and RLC-shunt resistances that optimally tune
the shunts are summarized in table 5.4. For the RLC-shunt, a negative capacitance
ratio δ = −0.9 (3.103) is used to ensure stability in the experiment.
Table 5.4: RL- and RLC-shunt resistances for optimal vibration attenuation in y - and
z-direction of shunts connected to transducers Py,B and Pz,B
RL-shunt RLC-shunt
property symbol Py,B Pz,B Py,B Pz,B unit
resistance RD 61.01 60.65 15.84 16.37 Ohm
RL1 22.70 22.30 2.36 2.34 Ohm
RN1 – – 1168.34 1169.61 Ohm
neg. cap. ratio δ – – −0.90 −0.90 Ohm
inductance L 0.455 0.458 0.0462 0.0491 Henry
neg. capacitance Cn – – -1.799 -1.801 µF
The numerical and experimental acceleration transfer functions are analyzed and
compared for the tuned RL- and RLC-shunt resistances in table 5.4. Figure 5.5
shows the numerical and experimental transfer functions GRLy/z,num(Ω) (4.7) and
GRLy/z,exp(Ω) (3.94), and figure 5.6 shows the numerical and experimental acceler-
ation transfer functions GRLCy/z,num(Ω) (4.7) and G
RLC
y/z,exp(Ω) (3.95). Their respective
peak gains bGRL and bGRLC are summarized in table 5.5.
For vibration attenuation with RL-shunts in figure 5.5, the numerical accelera-
tion amplitude responses |GRLy/z,num(Ω)| show the typical curve of the balanced
calibration approach, section 2.2.1, with similar vibration attenuation in y- and
z-direction as observed by similar peak gains bGRLy/z , refer to table 5.5. The experi-
mental acceleration amplitude responses |GRLy/z,exp(Ω)| also show the typical curve of
balanced calibration. The numerical and the experimental acceleration amplitude
responses are in good agreement: The NRMSEs (4.15) of the respective transfer
function are greater than 0.91, and the relative deviations between the numerical
and experimental peak gains are less than 2.4%, refer to table 5.5.
For vibration attenuation with RLC-shunts in figure 5.6, the numerical accelera-
tion amplitude responses |GRLCy/z,num(Ω)| show the typical curve of the balanced
calibration approach, section 2.2.1, with similar vibration attenuation in y- and
z-direction as observed by similar peak gains bGRLCy/z , refer to table 5.5. The exper-
imental amplitude responses |GRLCy/z,exp(Ω)| also show the typical curve of balanced
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calibration. The numerical and the experimental acceleration amplitude responses
are in good agreement: The NRMSEs (4.15) of the respective transfer function are
greater than 0.92, and the relative deviations between the numerical and experi-









































Figure 5.5: Exp. and num. acceleration transfer functions with RL-shunts,
a) y -direction GRLy,exp(Ω) ( ), G
RL
y,num(Ω) ( ),















































Figure 5.6: Exp. and num. acceleration transfer functions with RLC-shunts,
a) y -direction GRLCy,exp(Ω) ( ), G
RLC
y,num(Ω) ( ),
b) z-direction GRLCz,exp(Ω) ( ), G
RLC
z,num(Ω) ( )
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The numerical and the experimental acceleration transfer functions with RL- and
RLC-shunt show that the model-based tuning approach achieves good and similar
vibration attenuation for the numerical and the experimental beam-column system
for RL- and RLC-shunts in y- and z-direction. The comparison of beam-column
accelerations with and without shunts to evaluate vibration attenuation is shown
in the next section.
Table 5.5: Optimal experimental and numerical peak gains bGRL and bGRLC with opti-
mal shunts from table 5.4, all inm/s2/V, rel. deviation in %
experimental numerical relative deviation
dir. bGRL bGRLC bGRL bGRLC err(bGRL) err(bGRLC)
y 10.27 3.58 10.34 3.57 -0.7 0.3
z 9.36 3.40 9.14 3.31 2.4 2.7
5.1.4 Evaluation of experimental and numerical optimal vibration attenuation
Figure 5.7 compares the numerical and experimental amplitude responses of the ac-
celeration transfer functions with short circuited transducers from figure 5.3 to am-
plitude responses with RL-shunts from figure 5.5 and RLC-shunts from figure 5.6.






















Figure 5.7: Exp. and num. short circuited and shunted amplitude responses,
a) Gscy,exp(Ω) ( ), G
sc
y,num(Ω) ( ), G
RL
y,exp(Ω) ( ), G
RL
y,num(Ω) ( ),
GRLCy,exp(Ω) ( ), G
RLC
y,num(Ω) ( )
b) Gscz,exp(Ω) ( ), G
sc
z,num(Ω) ( ), G
RL
z,exp(Ω) ( ), G
RL
z,num(Ω) ( ),
GRLCz,exp(Ω) ( ), G
RLC
z,num(Ω) ( )
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and z-direction and 90% smaller than the short circuited peak gains bGscy/z . With
RLC-shunts, the numerical and experimental peak gains bGRLy/z are similar in y- and
z-direction and 96% smaller than the short circuited peak gains bGscy/z . This repre-
sents an appropriate and equal vibration attenuation in simulation and experiment
with RL- and RLC-shunts in y- and z-direction, whereby the RLC-shunt performs
better than the RL-shunt, as expected and discussed in section 2.2.1.
5.2 Effect of direction of excitation on the experimental vibration
attenuation with RL- and RLC-shunts
The effect of excitation applied at an oblique angle α on the beam-column vibra-
tions in direction of excitation yα and orthogonal to direction of excitation zα is
studied for short circuited transducers in support B and for transducers in support
B connected to RL- or RLC-shunts, coordinate system shown in figure 4.10.
In section 5.2.1 acceleration orbit plots as introduced in section 4.3.4 are used to
graphically investigate how good the vibration direction of the beam-column agrees
with the assumed direction of excitation. Furthermore, the comparison of acceler-
ation orbits with short circuited transducers and shunted transducers in support
B evaluates vibration attenuation. In section 5.2.2, acceleration transfer functions
are used to investigate the beam-column vibrations with and without shunts due
to excitation in different directions. Excitations at 0 ◦ ≤ α ≤ 90 ◦ show comparable
results to excitations at 90 ◦ ≤ α ≤ 180 ◦. Therefore, results are only discussed at
α= [0◦, 22.5◦, 45◦, 67.5◦, 90◦].
5.2.1 Analysis via acceleration orbits
The acceleration orbit plots for excitation at α = [0◦, 22.5◦, 45◦, 67.5◦, 90◦] of ac-
celerations with short circuited transducers in support B are shown in figure 5.8.
The acceleration orbit plots of accelerations with transducers in support B con-
nected to RL- and RLC-shunts are shown in figure 5.9. The associated acceleration
peaks in excitation direction baα and orthogonal to the excitation direction baα⊥ are
summarized in table 5.6. Figure 5.8a, as an example for all orbits, shows the ac-
celeration signals of ascy (t) and a
sc
z (t) with a gray line, which have been used to
approximate the orbit.
92 5 Deterministic vibration attenuation with shunts
Transducers short circuited
In figures 5.8a and 5.8b, the orbits show that the beam-column vibrates in exci-
tation direction and orthogonal to the exciation direction. The orientation of the
orbits adequately follows the direction of excitation, which shows that the lateral
beam-column can be forced to vibrate in the yα-direction through the superposi-
tion of the excitation of the two transducers in support A, figure 4.2. On average,
the acceleration peaks in excitation direction bascα are 3.6 times higher than the ac-
celeration peaks orthogonal to the excitation direction basc
α⊥ , table 5.6, which shows
that the beam-column mainly vibrates in excitation direction. Comparable to ex-
perimental results in table 5.1, differences in the vibration peaks are observable
and attributed to the non-ideal and non-symmetric stiffness and damping support





































Figure 5.8: Experimental acceleration orbits short circuited for excitation at α,
a) 0◦ ( ), 90◦ ( ), acceleration time signal ( )
b) 22.5◦ ( ), 45◦ ( ), 67.5◦ ( ),
in a) and b) enveloping orbit ( )
Transducers connected to RL- and RLC-shunts
In figure 5.9a, the orbits show that the beam-column with RL-shunts vibrates in
excitation direction and orthogonal to the exciation direction. Again, the orienta-
tion of the orbits follows the direction of excitation. On average, the acceleration
peaks in excitation direction baRLα are 25.8 times higher than the acceleration peaks
orthogonal to the excitation direction baRL
α⊥ , table 5.6. This shows that the vibra-
tion orthogonal to the excitation direction is negligible small due to the vibration
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attenuation with RL-shunt. Compared to short circuited acceleration peaks in ex-
citation direction bascα in figure 5.8, the acceleration peaks with RL-shunts baRLα are
39% smaller on average.








































Figure 5.9: Experimental acceleration orbits with a) RL-shunts, b) RLC-shunts,
excitation at α: 0◦ ( ), 22.5◦ ( ), 45◦ ( ), 67.5◦ ( ),
90◦ ( ), short circuited enveloping orbit ( ) from figure 5.8
In figure 5.9b, the beam-column with RLC-shunts vibrates in excitation direction
and orthogonal to the exciation direction, and the orientation of the orbits fol-
lows the direction of excitation. On average, the acceleration peaks in excitation
direction baRLCα are 18 times higher than the acceleration peaks orthogonal to the
excitation direction baRLC
α⊥ , table 5.6, which is why the vibration orthogonal to the
direction of excitation can likewise be neglected. Compared to short circuited ac-
celeration peaks in excitation direction bascα in figure 5.8, the acceleration peaks with
RLC-shunts baRLCα are 64% smaller on average.
The comparison of acceleration orbits with short circuited transducers in figure 5.8
to acceleration orbits with transducers connected to RL- and RLC-shunts in fig-
ure 5.9 shows that the RL- and RLC-shunts significantly reduced beam-column
vibration for all investigated directions of excitation. Furthermore with shunts,
the acceleration peaks orthogonal to the excitation direction are small according
to table 5.6, which is why the vibration in this direction can be neglected and,
thus, is not used in the numerical simulation in the following. The effect of shunts
on the vibration orthogonal to the excitation direction is further investigated for
acceleration transfer functions in the next section.
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Table 5.6: Acceleration peaks of orbits in direction of excitation baα, orthogonal to
direction of excitation baα⊥ and mean values µ(ba) from figures 5.8 and
5.9, all inm/s2, angle α in degrees
sc RL-shunt RLC-shunt
α baα baα⊥ baα baα⊥ baα baα⊥
0 23.45 3.50 13.68 0.25 7.51 0.27
22.5 20.95 5.39 12.07 0.70 7.14 0.56
45 18.91 8.07 11.88 0.78 7.25 0.33
67.5 17.51 6.79 11.51 0.39 6.78 0.51
90 18.17 3.41 11.43 0.25 7.06 0.28
µ(ba) 19.80 5.43 12.11 0.47 7.15 0.39
5.2.2 Analysis via acceleration transfer functions
The amplitude responses for excitation at α = [0◦, 22.5◦, 45◦, 67.5◦, 90◦] of the
experimental short circuited acceleration transfer functions in excitation direction
Gscα (Ω) and orthogonal to the excitation direction G
sc
α⊥(Ω) (4.7) are shown in fig-
ure 5.10. The amplitude responses with transducers in support B connected to
RL- and RLC-shunts are shown in figure 5.11. The respective peak gains in excita-
tion direction bGα and orthogonal to the excitation direction bGα⊥ are summarized in
table 5.7.
Transducers short circuited
In figure 5.10a, the amplitude responses in the direction of excitation |Gscα (Ω)| lie
on top of each other for all shown directions of excitation with sharp resonance
peak gains close to the excitation frequency Ω/2pi = 186Hz. However, the peak
gains bGscα in table 5.7 reveal differences due to the different stiffness and damping
support conditions of the experimental beam-column system in y- and z-direction
as already observed in section 5.1.1.
In figure 5.10b, the amplitude responses orthogonal to the direction of excitation
|Gsc
α⊥(Ω)| also lie on top of each other for all shown directions of excitation with
sharp resonance peak gains close to the excitation frequency Ω/2pi = 186Hz. In
contrast to figure 5.10a, all shown amplitude responses |Gsc
α⊥(Ω)| decrease rapidly
apart from 186Hz. The peak gains bGsc
α⊥ according to table 5.7 also reveal differ-
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ences due to the different stiffness and damping support conditions of the experi-
mental beam-column system in y- and z-direction. On average, the peak gains in
the direction of excitation bGscα according to table 5.7 are 2.8 times higher than the


























Figure 5.10: Experimental acceleration amplitude responses short circuited,
a) in direction of excitation |Gscα (Ω)|,
b) orthogonal to direction of excitation |Gsc
α⊥(Ω)|,
exc. at α: 0◦ ( ), 22.5◦ ( ), 45◦ ( ), 67.5◦ ( ), 90◦ ( )
Transducers connected to RL- and RLC-shunts
In figure 5.11a, the amplitude responses with RL-shunts in the direction of exci-
tation |GRLα (Ω)| lie on top of each other for all shown directions of excitation with
similiar vibration attenuation as observed by similar peak gains bGRLα , table 5.7. On
average, the peak gains in direction of excitation bGRLα are 25.8 times higher than
the peak gains orthogonal to the direction of excitation bGRL
α⊥ . As previously shown
by the narrow acceleration orbits due to RL-shunts in figure 5.9a, the acceleration
transfer behavior orthogonal to the excitation direction GRLα can be neglected due to
the vibration attenuation with RL-shunts. Compared to short circuited peak gains
in excitation direction bGscα in figure 5.10, the peaks with RL-shunts bGRLα are reduced
by 89% on average.
In figure 5.11b, the amplitude responses with RLC-shunts in the direction of exci-
tation |GRLCα (Ω)| lie on top of each other for all shown directions of excitation with
similiar vibration attenuation as observed by similar peak gains bGRLCα , table 5.7. On
average, the peak gains in direction of excitation bGRLCα are 18.9 times higher than
the peak gains orthogonal to the direction of excitation bGRLC
α⊥ . Analogously to the
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vibration attenuation with RL-shunts, the acceleration transfer behavior orthogonal
to the excitation direction GRLCα can be neglected due to the vibration attenuation







































Figure 5.11: Exp. acceleration amplitude resp. with a) RL-shunts, b) RLC-shunts,
in direction of excitation |Gα(Ω)| at α: 0◦ ( ), 22.5◦ ( )
45◦ ( ), 67.5◦ ( ), 90◦ ( ), orthogonal to direction of excita-
tion |G
α⊥(Ω)| for all α ( ), short circuited |Gscα (Ω)| for α = 0 ◦ ( )
Table 5.7: Experimental peak gains in direction of excitation bGα, orthogonal to the
direction of excitation bGα⊥ and mean values µ(bG) from figures 5.10 and
5.11, all inm/s2/V, excitation direction α in degrees
sc RL-shunt RLC-shunt
α bGα bGα⊥ bGα bGα⊥ bGα bGα⊥
0 100.75 12.77 10.27 0.29 3.55 0.10
22.5 94.45 34.63 9.94 1.01 3.65 0.28
45 68.80 50.43 9.67 1.10 3.79 0.17
67.5 75.07 37.48 9.42 0.51 3.57 0.30
90 89.63 17.83 9.36 0.32 3.39 0.10
µ(bG) 85.74 30.63 9.73 0.65 3.59 0.19
Comparing the average vibration attenuation of the beam-column using transduc-
ers in support B with RL- and RLC-shunts for different directions of excitation in
figure 5.11 with optimal vibration attenuation for excitation in y- and z-direction
from figure 5.7, it can be inferred that the lateral beam-column vibrations in the
y-z-plane are equally attenuated.
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5.3 Summary of results and conclusion
The piezo-elastic support B is capable of attenuating beam-column vibrations in all
lateral directions in the y-z-plane with transducers connected to RL- or RLC-shunts,
which have been optimally tuned for vibration attenuation in y- and z-direction in
the model-based numerical tuning procedure. Experimental lateral beam-column
vibrations in the y-z-plane are reduced by 89% with RL-shunts and by 96% with
RLC-shunts connected to transducers in support B compared to vibrations with
short circuited transducers.
After calibrating the support stiffness and transducer properties of the beam-
column system’s model, the numerical and the experimental beam-column sys-
tem’s dynamic behavior without and with shunts show a good agreement in y-
and z-direction. Experimental lateral beam-column vibrations orthogonal to the
direction of excitation are small compared to vibrations in direction of excitation
when shunts are connected. In the following, beam-column vibrations with shunts
connected are the focus of investigation. Therefore, only vibrations in the direc-
tion of excitation yα with α = 0 ◦ and α = 90 ◦, which corresponds to y- and
z-direction, are considered in simulation and experiment. This chapter investi-
gated the vibration attenuation capability of the piezo-elastic support with shunted
transducers when uncertainty is disregarded. In the next chapter, vibration attenu-
ation is investigated when uncertainty due to manufacturing, system assembly and
load variations occurs.
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6 Uncertainty in vibration
attenuation with shunts due to
static load, manufacturing and
system assembly variations
The capability of the piezo-elastic support B to attenuate lateral beam-column vi-
brations with transducers connected to RL- and RLC-shunts, when uncertainty is
disregarded, has been demonstrated in chapter 5 for the numerical and the exper-
imental beam-column systems from figures 3.3 and 4.1. In general, uncertainty
in the dynamic behavior of a host structure with resonant shunted transducers
may significantly reduce the capability of vibration attenuation, as discussed in the
state of research in section 2.3.2. In order to quantify and evaluate uncertainty
in the vibration attenuation with the piezo-elastic support B connected to RL- and
RLC-shunts, parameter uncertainty as defined in section 2.3.1 due to static axial
tensile and compressive beam-column load variations, manufacturing variations
and system assembly variations is considered in this chapter.
6.1 General approach and uncertainty sources
The goal of the uncertainty analysis in this chapter is to quantify changes and vari-
ations in the peak gain values bGRL and bGRLC of the acceleration transfer functions
with shunts, comparable to figure 2.4b, in order to quantify and compare uncer-
tainty in the vibration attenuation with the two shunt concepts. Uncertainty is
evaluated by the discrepancy of the uncertain peak gains and the optimal peak
gains, where optimal means that the shunt is optimally tuned and uncertainty is
disregarded, chapter 5.
In the uncertainty analysis, the models of the beam-column system with RL- and
RLC-shunts derived in chapter 3 are used to propagate uncertain model input pa-
rameters through the model to predict uncertainty in the model outputs, [81].
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The parameter uncertainty is assumed in such a way that the variations are legiti-
mated by own experiments and literature, [68]. Own experiments are performed
to assume parameter uncertainty due to
• static axial tensile and compressive beam-column load variations,
• spring element manufacturing and system assembly variations.
Literature is used to assume parameter uncertainty due to
• shunt circuit components and transducer manufacturing variations.
Static load variations are investigated in own experiments because they affect vi-
bration attenuation with RL- and RLC-shunts, as shown later, and they have not
been subject to research so far. Furthermore, spring element manufacturing and
system assembly variations affect vibration attenuation, and they have also not
been subject to research because of the novelty of the piezo-elastic support. Varia-
tions in the shunt circuit components and transducer properties are known to have
one of the most significant effect on the vibration attenuation with RL- and RLC-
shunts, [21, 56, 73], and, therefore, are additionally considered in the analysis and
used to rate uncertainty from own experiments.
Uncertainty due to static axial load, manufacturing and system assembly varia-
tions is investigated with the six cases in table 6.1 with their as uncertain assumed
parameters. Uncertainty from own experiments and literature is first analyzed in-
dividually, cases I to IV, and then combined in cases V and VI. It is shown that
uncertainty in cases I and II is similar for the beam-column system in y- and z-
direction, hence, uncertainty in cases III to VI is only investigated in y-direction.
The cases are described in the next section.
Table 6.1: Cases to investigate uncertainty in the vibration attenuation
Case uncertainty source(s) uncertain parameter(s)
investigated
in section
I static load Fx 6.2
II spring element manufacturing ky,A/B , kϕy ,A/B, lext,A/B, 6.3
and system assembly kz,A/B , kϕz ,A/B
III shunt component manufacturing R y , Cy 6.4
IV transducer manufacturing kscy,B, d3,y,B, Cy,B 6.4
V combination of cases II, III and IV see cases II, III and IV 6.5
VI combination of cases I to IV see cases I to IV 6.5
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6.1.1 Description of investigated cases
The variation of parameters in table 6.1 is assumed to be probabilistic due to
manufacturing and system assembly and non-probabilistic due to static load, sec-
tion 2.3.1. The probabilistic variation of parameters due to manufacturing and
system assembly in cases II, III and IV is assumed to be normally distributed.
Case I: Static axial tensile and compressive beam-column load variations result
from static load variations about a nominal load as they may occur in truss-
like structures comprising beam-columns, such as the upper truss of the SFB-
Demonstrator in figure 2.3. To investigate this effect on the vibration attenuation,
non-probabilistic uncertainty is assumed with static axial force Fx in figure 3.2 vary-
ing around the unloaded case Fx = 0N within lower tensile and upper compressive
force limit Fx = [F−x , F+x ]. Non-probabilistic uncertainty is compared for the tensile











Case II: The spring element manufacturing process underlies variations in the pro-
cess quantities that are assumed to cause variations in the elastic support stiffness
properties and axial extension length as explained in section 4.1.2 and shown in
figure 4.5. To investigate this effect on the vibration attenuation, different spring
elements produced with the same nominal requirements are used in support B.
Support A is not investigated for manufacturing variations, and the spring element
is not changed. However, in order to change the spring element in support B, the
beam-column system has to be disassembled and reassembled according to the as-
sembly sequence described in section 4.1.2. For simplification, manufacturing and
assembly variations in case II are treated superposed. To represent superposed
manufacturing and system assembly variations, solely the lateral support stiffness
ky,A/B and kz,A/B, the rotational support stiffness kϕz ,A/B and kϕy ,A/B as well as the
axial extension length lext,A/B of the beam-column system’s model in figure 3.4 are
assumed to vary. Mean values µX and standard deviations σX of assumed normal
distributions are obtained from own experiments.
Case III: The adjustable and constant circuit parameters of the RL-shunt in fig-
ure 3.8 and the RLC-shunt in figure 3.9 underlie manufacturing variations. To
investigate this effect on the vibration attenuation, the resistance R y of the resis-
tors and capacitance Cy of the capacitors in the shunt circuits are assumed to vary
normally distributed with standard deviations σX assumed from manufacturer tol-
erances.
Case IV: The piezoelectric transducers in support B underlie manufacturing varia-
tions. To investigate this effect on the vibration attenuation, the transducer prop-
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erties kscy,B, d3,y,B and Cy,B, refer to section 3.3.3, are assumed to vary normally
distributed with standard deviations σX assumed from manufacturer tolerances.
Case V: To investigate the combined effect of manufacturing and system assem-
bly variations on the vibration attenuation, the probabilistic parameter uncertainty
from cases II, III and IV is combined.
Case VI: The combination of non-probabilistic uncertainty due to static load vari-
ations from case I and probabilistic uncertainty due to manufacturing and system
assembly variations from case V is analyzed. Therefore, the effects of the tensile
force Fx = F−x and the compressive force Fx = F+x are investigated.
6.1.2 Concept to assume and quantify uncertainty from own experiments and
literature
Own experiments
To assume and quantify uncertainty in the vibration attenuation from own exper-
iments, the experimental and the numerical beam-column system without shunts
and with shunts are used according to the following four steps:
1. Quantification of uncertainty by experiments without shunts: In order to
explain the effect of the assumed uncertain parameters with respect to vibration at-
tenuation with resonant shunted transducers, uncertainty in the experimental short
circuited resonance frequencies ωscy/z,exp, GEMCCs γy/z,exp and static capacitances
C sy/z,exp, the characteristic quantities of the experimental beam-column system’s
dynamic behavior without shunts in table 3.1 is quantified.
2. Calibration of model without shunts considering uncertainty: The beam-
column system’s model without shunts is calibrated to adequately represent the
observed uncertainty in the characteristic quantities from (1.).
• For case I, the geometric portions of the lateral and the rational support
stiffness ky,A/B,g, kz,A/B,g, kϕy ,A/B,g, kϕz ,A/B,g, in (3.12) are calibrated.
• For case II, µX and σX of the lateral support stiffness ky,A/B and kz,A/B, the
rotational support stiffness kϕz ,A/B and kϕy ,A/B as well as the axial extension
length lext,A/B are estimated from a set of model calibrations.
3. Prediction of uncertainty by model with shunts: Uncertainty in the numerical
peak gains with RL-shunts bGRLy/z,num and with RLC-shunts bGRLCy/z,num is predicted with
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the beam-column system’s model with shunts by use of the calibrated parameters
from (2.).
4. Validation of predicted uncertainty: Uncertainty in the experimental peak
gains with shunts bGRLy/z,exp and bGRLCy/z,exp is quantified and compared to numerically
predicted results from (3.) to validate the predicted uncertainty.
Literature
Probabilistic parameter uncertainty due to manufacturing variations is assumed
from manufacturer tolerances. The lower and upper ranges of the tolerance are
expected to represent ±3σ with 99.7% probability, which is an accepted approach
to derive a standard deviation for assuming normal distribution, [86]. The param-
eter uncertainty is used in the beam-column system’s model with shunts to predict
uncertainty in the numerical peak gains bGRLy,num and bGRLCy,num.
Disregarded uncertainty and assumptions
Variations in mechanical material properties, such as the Young’s modulus Eb and
the density %b of the beam-column, are generally neglected. Furthermore, cross-
sections parameters, e.g. radius rb of the beam-column, and the length of the beam-
column are assumed to be constant. Variations in the structural modal damping
coefficient ζ and in the dielectric loss resistances R y,B and Rz,B of transducers in
support B are assumed to be small and are not taken into account.
Moreover, the beam-column system’s model without and with shunts is considered
not uncertain and, therefore, model uncertainty is not taken into account in this
work. Like for the deterministic beam-column system’s dynamic behavior in sec-
tion 5, the system’s dynamic behavior is still considered independent in y- and
z-direction and, therefore, also treated stochastically independent and separately
in the lateral directions in this chapter.
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6.2 Case I: Effect of static axial tensile and compressive load variations
This section presents experimental and numerical results to quantify non-
probabilistic uncertainty in the vibration attenuation in y- and z-direction due
to static axial tensile and compressive load variations as introduced by case I in
table 6.1. The beam-column is loaded by the axial force Fx in the symmetric force
range F−x = −1200N ≤ Fx ≤ 1200N = F+x . This force range was chosen by the
author to ensure that elastic deformations of the beam-column and the spring ele-
ments remain small and, therefore, can be neglected as introduced in section 3.3.1.
The following sections 6.2.1 to 6.2.4 present the results of the four steps used to as-
sume and quantify uncertainty from own experiments as shown in section 6.1.2.
6.2.1 Quantification of uncertainty by experiments without shunts
The experimental short circuited acceleration transfer functions Gscy/z,exp(Ω, Fx)
(4.7) with short circuited electrodes of transducers in support B and the experi-
mental capacitance transfer functions Yy/z,exp(Ω, Fx) (4.10) of transducers in sup-
port B of the beam-column in figure 4.1 are measured for experimental static axial
forces
Fx ,exp = [−1200, −800, −400, −200, 0, 200, 400, 800, 1200]N (6.1)
applied with the spindle-type lifting gear.
Figure 6.1 shows the transfer functions Gscy/z,exp(Ω, Fx) and Yy/z,exp(Ω, Fx) of the un-





To quantify the effect of static loading on the beam-column system’s dynamic be-
havior without shunts, figure 6.2 shows the experimental characteristic quantities
from table 3.1, the short circuited frequencies ωscy/z,exp, GEMCCs γy/z,exp and static
capacitances C sy/z,exp for all forces Fx ,exp (6.1), obtained with modal dynamic ca-
pacitance fits section 4.3.3. The experimental values of the characteristic quantities
for the tensile F tx and the compressive F
c
x load case are summarized in table 6.2.
Experimental transfer functions
In figures 6.1a and b, the tensile force F−x detunes the beam-column resonance
vibration in y- and z-direction towards higher frequencies due to increased lateral
beam-column stiffness, which is observed by the resonance peak in the amplitude








































Figure 6.1: Case I: experimental beam-column system transfer functions without
shunts subject to axial force Fx , a) Gscy/z,exp(Ω, Fx), b) Yy/z,exp(Ω, Fx),
y -direction: tensile F−x ( ), compressive F+x ( ), unloaded F0x ( ),
z-direction: tensile F−x ( ), compressive F+x ( ), unloaded F0x ( )
responses and the phase shifts in the phase responses, which are both on the right
of the unloaded beam-column. Contrary, the compressive force F+x reduces the
lateral beam-column stiffness and, therefore, detunes the beam-column resonance
vibration towards lower frequencies.
Experimental characteristic quantities
In figure 6.2, starting from the unloaded beam-column at F0x , all characteristic
quantities increase or decrease monotonically for the investigated tensile and com-
pressive forces. Furthermore, the slopes for tensile and compressive force are dif-
ferent. Based on the observed monotonic trends, non-probabilistic uncertainty due
to the tensile and compressive load case is quantified by the following intervals:
Tensile load case Fx = [F−x ; F0x ] = [−1200N; 0N]: The short circuited resonance











Contrary, the transducer GEMCCs γy/z reduce and fall into the intervals γy/z =
[γy/z(F−x ), γy/z(F0x )]. Likewise, the transducer static capacitances C sy/z reduce and








x )]. All three parameters are affected
comparably in y- and z-direction by the force F−x . The GEMCCs γy/z show the most
relative change for F−x compared to F0x , whereas the static capacitances C sy/z hardly
change, table 6.2.



















































Figure 6.2: Case I: experimental short circuited frequencies ωscy/z,exp(FX ), GEMCCs
γy/z,exp(FX ) and static capacitances C sy/z,exp(FX ) subject to axial forces
Fx ,exp, left: y -direction (o), right: z-direction (o)
Compressive load case Fx = [F0x ; F
+
x ] = [0N; +1200N]: The short cir-









x )]. Contrary, the transducer GEMCCs γy/z increase and fall into
the intervals γy/z = [γy/z(F0x ), γy/z(F
+
x )]. Likewise, the transducer static capaci-











all three parameters are affected comparably in y- and z-direction by the force F+x .
Contrary to the tensile load case, the short circuited resonance frequencies ωscy/z
show the most relative change for F+x compared to F
0
x , table 6.2. Comparable to
the tensile load case, the static capacitances C sy/z hardly change.
106 6 Uncertainty in vibration attenuation
Table 6.2: Case I: exp. short circuited frequenciesωscy/z,exp/2pi in Hz, GEMCCs γy/z,exp
and static capacitances C sy/z,exp in µF for tensile force F
−
x , compressive
force F+x and unloaded F
0
x from figure 6.2, relative changes in%
absolute change relative change
X X (F−x ) X (F0x ) X (F+x ) X (F−x )/X (F0x ) X (F+x )/X (F0x )
ωscy /2pi 201.8 185.4 170.1 +8.8 −8.2
ωscz /2pi 203.9 186.7 172.3 +9.2 −7.7
γy 0.085 0.099 0.105 −14.1 +6.0
γz 0.083 0.102 0.106 −18.6 +4.0
C sy 1.599 1.612 1.616 −0.8 +0.2
C sz 1.589 1.603 1.612 −0.9 +0.6
In general, a tensile force increases and a compressive force decreases the lateral
stiffness of a beam-column, as also modeled in the beam-column stiffness matrix
in (3.14). Consequently, the short circuited resonance frequencies increase and
decrease (3.50), as observed in 6.2. The GEMCCs are affected conversely. This ex-
plains as follows: The transducer open circuited stiffness (3.24) and short circuited
stiffness (3.25) are not affected by the axial force and, consequently, the differ-
ence between the global beam-column open circuited stiffness (3.44) and short
circuited stiffness (3.46) decreases for a tensile and increase for a compressive
force, compare to (3.53) and [51]. The static capacitances behave comparable to
the GEMCCs, as explained in [55]. The different non-linear slopes for tensile and
compressive forces observed in the characteristic quantities in figure 6.2 are at-
tributed to the spring element in the supports A and B, figure 4.2. Comparable to
the beam-column, the elements show stiffening and softening effects. Therefore,
the geometric portions of the lateral and the rational support stiffness properties
in the model are calibrated in the next section to represent the experimental force
dependent elastic behavior.
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6.2.2 Calibration of model without shunts considering uncertainty
The non-linear and non-symmetric spring element stiffness behavior observed for
the tensile and compressive forces in figure 6.2 is approximated in the beam-
column system’s model with the linear elastic stiffness behavior of the lateral and
rotational support stiffness properties in (3.12). In the model calibration, the geo-
metric portions of the support stiffness properties
P = [ky,A/B,g, kz,A/B,g, kϕy ,A/B,g, kϕz ,A/B,g] (6.2)
are varied to solve the sum of error squares optimization problem (4.14) by us-
ing the experimental short circuited and the capacitance transfer functions in
figure 6.2. All other parameters are kept constant. The calibrated values of the
geometric lateral and rotational support stiffness in support A and B are summa-
rized in table 6.3.
Table 6.3: Case I: calibrated geometric lateral and rotational support stiffness
ky,A/B,g in N/m/N kz,A/B,g in N/m/N kϕy ,A/B,g in Nm/rad/N kϕz ,A/B,g Nm/rad/N
2.0871 2.5788 0.0465 0.0447
Figure 6.3 compares the experimental characteristic quantities from figure 6.2 to
numerical results after the calibration. The beam-column system’s model with
beam-column and elastic support stiffness properties, which linearly depend on
the axial force Fx , represents the experimental beam-column behavior adequately
with acceptable deviations of simulation and experiment, see table 6.4.
Table 6.4: Case I: exp. and num. short circuited frequencies ωscy/z,(Fx)/2pi in Hz,
GEMCCs γy/z,(Fx) and static capacitances C sy/z,(Fx) in µF for tensile force
F−x , compressive force F+x , unloaded F0x from figure 6.3, rel. dev. in%
experimental numerical relative deviation
X X (F−x ) X (F+x ) X (F−x ) X (F+x ) err(X (F−x )) err(X (F+x ))
ωscy /2pi 202.20 170.04 201.75 170.00 0.2 0.0
ωscz /2pi 203.89 172.34 203.82 172.07 0.0 0.2
γy 0.085 0.105 0.090 0.104 -5.3 1.3
γz 0.082 0.106 0.093 0.107 -11.3 -0.7
C sy 1.600 1.616 1.596 1.620 0.3 -0.3
C sz 1.588 1.612 1.589 1.614 -0.1 -0.1



















































Figure 6.3: Case I : experimental and numerical short circuited frequencies
ωscy/z(FX ), GEMCCs γy/z(FX ) and static capacitances C
s
y/z(FX ) subject to
axial forces Fx, experimental results from figure 6.2,
left: y -direction experimental (o) and numerical ( ),
right: z-direction experimental (o) and numerical ( )
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6.2.3 Prediction of uncertainty by model with shunts
Non-probabilistic uncertainty in the vibration attenuation with RL- and RLC-shunts
due to static axial tensile and compressive beam-column load variations is predicted
by using the beam-column system’s model with shunts, section 3.4. The optimal
shunt resistances from table 5.4 and the calibrated geometric lateral and rotational
support stiffness properties from table 6.3 are used in the simulation.
Figure 6.4 shows the numerical acceleration transfer functions with RL-shunts
GRLy/z,num(Ω, Fx) (3.94) and with RLC-shunts G
RLC
y/z,num(Ω, Fx) (3.95) for the unloaded




x . Figure 6.5
shows the numerical peak gains with RL-shunts bGRLy/z,num(Fx) (3.96) and with RLC-
shunts bGRLCy/z,num(Fx) (3.98) of the acceleration transfer functions in for the whole
investigated force range −1200N ≤ Fx ≤ 1200N. The numerical values of the peak
gains for the tensile and the compressive load case are summarized in table 6.5.
Numerical transfer functions
For vibration attenuation with RL- and RLC-shunts in figure 6.4, the tensile force










































Figure 6.4: Case I: numerical accelerations transfer functions with shunts
subject to force Fx , a) GRLy/z,num(Ω, Fx), b) G
RLC
y/z,num(Ω, Fx),
y -direction: tensile F−x ( ), compressive F+x ( ), unloaded F0x ( ),
z-direction: tensile F−x ( ), compressive F+x ( ), unloaded F0x ( )
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z-direction towards higher and lower frequencies, as explained before in sec-
tion 6.2.1. Consequently, the RL- and RLC-shunts are not optimally tuned anymore
to the beam-column resonance vibration behavior. This reduces the capability of
vibration attenuation similarly in y- and z-direction, as observed by the increasing
peak gains.
Numerical peak gains
In figure 6.5a, starting from the unloaded beam-column, the peak gains with RL-
shunts in y- and z-direction increase monotonically for the investigated tensile
and compressive forces. A comparable behavior is observed for the peak gains with
RLC-shunts in y- and z-direction in figure 6.5b. However, the effect is much smaller.
Based on the observed monotonic trends, non-probabilistic uncertainty due to the
tensile and compressive load case is quantified by the following intervals.
Tensile load case Fx = [F−x ; F0x ] = [−1200N; 0N]: With RL-shunts, the peak gainsbGRLy/z increase by factor 2.87 in y-direction and 3.07 in z-direction for F−x com-
pared to F0x and fall into the intervals bGRLy/z = [bGRLy/z(F0x ), bGRLy/z(F−x )], table 6.5.
With RLC-shunts, the peak gains bGRLCy/z increase by factor 1.41 in y-direction and
1.42 in z-direction for F−x compared to F0x and fall into the intervals bGRLCy/z =
























Figure 6.5: Case I: numerical peak gains with shunts subject to axial force Fx ,
a) bGRLy,num(Fx) ( ), bGRLz,num(Fx) ( ),
b) bGRLCy,num(Fx) ( ), bGRLCz,num(Fx) ( )
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Compressive load case Fx = [F0x ; F
+
x ] = [0N; +1200N]: With RL-shunts, the peak
gains bGRLy/z increase by factor 2.32 in y-direction and 2.26 in z-direction for F−x
compared to F0x and fall into the intervals bGRLy/z = [bGRLy/z(F0x ), bGRLy/z(F+x )], table 6.5.
With RLC-shunts, the peak gains bGRLCy/z increase by factor 1.04 in y-direction and
decrease by factor 1.01 in z-direction for F+x compared to F
0
x and fall into the
intervals bGRLCy/z = [bGRLCy/z (F0x ), bGRLCy/z (F+x )].
Table 6.5: Case I: num. peak gains with shunts bGRLnum(Fx) and bGRLCnum(Fx) for tensile
force F−x , compressive force F+x , unloaded F0x from figure 6.5 in m/s2/V
absolute change relative change
X X (F−x ) X (F0x ) X (F+x ) X (F−x )/X (F0x ) X (F+x )/X (F0x )bGRLy 29.64 10.34 24.01 2.87 2.32bGRLz 28.10 9.14 20.67 3.07 2.26bGRLCy 5.04 3.57 3.73 1.41 1.04bGRLCz 4.69 3.31 3.36 1.42 1.01
Comparing the numerical peak gains with RL- and RLC-shunts for the tensile and
compressive load case, it can be concluded that vibration attenuation with RLC-
shunts is less sensitive to detuning of the beam-column’s resonance caused by a
static tensile or compressive force Fx , than it is for vibration attenuation with RL-
shunts. Furthermore, vibration attenuation with RL- and RLC-shunts is more sen-
sitive to a tensile force than to a compressive force of the same value, figure 6.5.
This can be explained with the experimental behavior in table 6.2, where a ten-
sile force detunes the short circuit frequencies more and, aditionally, reduces the
GEMCC. However, the main reason for the asymmetric behavior could be related
to the elastic behavior of the piezo-elasic support, figure 4.2.
6.2.4 Validation of predicted uncertainty
Non-probabilistic uncertainty in the experimental beam-column vibration attenua-
tion with RL- and RLC-shunts is quantified and compared to numerical results from
last section in order to evaluate the numerically predicted uncertainty. The ex-
perimental acceleration transfer functions with RL-shunts GRLy/z,exp(Ω, Fx) and with
RLC-shunts GRLCy/z,exp(Ω, Fx) (4.7) of the beam-column system in figure 4.1 are mea-
sured for experimental static axial forces Fx ,exp (6.1) applied with the spindle-type
lifting gear.
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Experimental transfer functions
Figure 6.6 shows the experimental acceleration transfer functions with RL-shunts
GRLy/z,exp(Ω, Fx) and with RLC-shunts G
RLC
y/z,exp(Ω, Fx) (4.7) for the unloaded beam-




x . Similarly to
the numerical simulation in figure 6.4, the tensile force F−x and the compressive
force F+x detune the beam-column vibration in y- and z-direction towards higher
and lower frequencies and, thus, reduce the capability of vibration attenuation,














































Figure 6.6: Case I: exp. accelerations transfer functions with shunts subject to axial
force Fx , a) GRLy/z,exp(Ω, Fx), b) G
RLC
y/z,exp(Ω, Fx),
y -direction: tensile F−x ( ), compressive F+x ( ), unloaded F0x ( ),
z-direction: tensile F−x ( ), compressive F+x ( ), unloaded F0x ( )
Comparison of experimental and numerical peak gains
Figure 6.7 shows experimental peak gains with RL-shunts bGRLz,exp(Fx) and with RLC-
shunts bGRLCz,exp(Fx) of the acceleration transfer functions with shunts for Fx ,exp (6.1)
together with the numerical results form figure 6.5. The experimental values and
numerical curves of the peak gains with RL- and RLC-shunts in figure 6.7 show the
same trends for tensile and compressive forces. The relative deviations in the peak
gains for the tensile and compressive load case in table 6.6 are within acceptable
limits.






















Figure 6.7: Case I: exp. and num. peak gains with shunts subject to force Fx
a) bGRLy,exp(Fx) (o), bGRLy,num(Fx) ( ), bGRLz,exp(Fx) (o), bGRLz,num(Fx) ( ),
b) bGRLCy,exp(Fx) (o), bGRLCy,num(Fx) ( ), bGRLCz,exp(Fx) (o), bGRLCz,num(Fx) ( )
Table 6.6: Case I: exp. and num. peak gains with shunts bGRLy/z,(Fx) and bGRLCy/z,(Fx)
for tensile force F−x , compressive force F+x , peak gains in m/s2/V, relative
deviation in%
experimental numerical relative deviation
X X (F−x ) X (F+x ) X (F−x ) X (F+x ) err(X (F−x )) err(X (F+x ))bGRLy 29.50 22.45 29.64 24.01 −0.5 −6.5bGRLz 24.83 18.61 28.10 20.67 −11.7 −10.0bGRLCy 5.25 3.77 5.04 3.73 4.2 1.1bGRLCz 4.70 3.15 4.69 3.36 0.3 −6.2
6.2.5 Summary of results and conclusion for case I
A static axial tensile or compressive load affects the dynamic behavior of the beam-
column system and, hence, represents an important source of uncertainty that can
significantly reduce the vibration attenuation with RL- and RLC-shunts as it has
been shown in section 6.2 by experiments and simulation.
For the experimental beam-column system without shunts, the short circuited res-
onance frequencies ωscy/z increase for an increasing tensile force and decrease for
an increasing compressive force Fx , compared to the unloaded beam-column. In
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contrast, the GEMCCs γy/z and the static capacitances C
s
y/z decrease for a tensile
and increase for a compressive force. The effect of tensile and compressive loading
is monotonic and similar in y- and z-direction. The effect of a tensile force exceeds
the effect of a compressive force due to the non-symmetric lateral beam-column
system’s elastic stiffness behavior caused by the piezo-elastic supports. After cal-
ibration of the geometric portions of the lateral and rotational support stiffness
properties in (3.12), the influence of Fx is well represented in the beam-column’s
model without shunts.
For the numerical beam-column system with shunts, the peak gains with RL-shuntbGRLy/z and with RLC-shunts bGRLCy/z increase monotonically and non-linearly for an
increasing tensile or compressive force Fx . The peak gains with RL-shunts are
always greater than with RLC-shunts. For the tensile force F−x = −1200N, the peak
gains with RL-shunts are greater by a factor of 2.16. For the compressive force
F+x = 1200N, the peak gains with RL-shunts are greater by a factor of 2.29. This
suggests that vibration attenuation with RLC-shunts is less sensitive to variations
in static tensile or compressive axial loading and, hence, less uncertain.
The experimentally observed and the numerically predicted peak gains with RL-
and RLC-shunts show an adequate agreement for the investigated force range with
a maximal relative deviation of 13.2%. The experimental and numerical beam-
column system’s dynamic behavior without and with shunts is similar in y- and
z-direction.
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6.3 Case II: Effect of spring element manufacturing and system assembly
variations
This section presents experimental and numerical results to quantify probabilistic
uncertainty in the vibration attenuation in y- and z-direction due to spring element
manufacturing and system assembly variations as introduced by case II in table 6.1.
Probabilistic uncertainty is quantified based on a set of frequency transfer functions
obtained for S different spring elements in support B in figure 4.2 and A iterations
of system assembly for each spring element, table 6.7.
Table 6.7: Case II: samples of experimental frequency transfer functions in y - and
z-direction for S spring elements and A iterations of system assembly
S A S × A
Gscy/z(Ω) 10 5 50
Yy/z(Ω) 10 5 50
GRLy/z(Ω) 10 1 10
GRLCy/z (Ω) 10 1 10
The following sections 6.3.1 to 6.3.4 present the results of the four steps used to as-
sume and quantify uncertainty from own experiments as shown in section 6.1.2.
6.3.1 Quantification of uncertainty by experiments without shunts
The experimental short circuited acceleration transfer functions Gscy/z,exp(Ω) (4.7)
and the experimental capacitance transfer functions Yy/z,exp(Ω) (4.10) of the ex-
perimental beam-column system without shunts in figure 4.1 are measured for
S × A = 50 samples, table 6.7. Variations in the beam-column system’s dynamic
behavior without shunts are quantified by variations in the characteristic quanti-
ties, table 3.1. Therefore, short circuited frequencies ωscy/z,exp, GEMCCs γy/z,exp and
static capacitances C sy/z,exp for all S × A = 50 samples are obtained with modal
dynamic capacitance fits, refer to section 4.3.3.
Experimental transfer functions
Figures 6.8 and 6.9 show the variations of S × A = 50 experimental short cir-
cuited acceleration transfer functions Gscy/z,exp(Ω) and capacitance transfer functions
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Yy/z,exp(Ω) (4.10) via envelopes of the amplitude and phase reponses in y- and z-
direction. Figures 6.8 and 6.9 show that the used spring elements and assembly
repetitions affect the short circuit resonance behavior in figure 6.8 and the dynamic








































Figure 6.8: Case II: envelopes of S×A= 50 exp. short circuited acceleration transfer
functions, a) y -direction Gscy (Ω) ( ), b) z-direction G
sc
































Figure 6.9: Case II: envelopes of S×A= 50 experimental capacitance transfer func-
tions, a) y -direction Yy(Ω) ( ), b) z-direction Yz(Ω) ( )
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Experimental characteristic quantities
Figure 6.10 shows the A = 5 experimental values of the short circuited resonance
frequenciesωscy/z,exp, the GEMCCs γy/z,exp and static capacitances C
s
y/z,exp for each of
the S = 10 spring elements (a to c) and their respective mean values and standard
deviations (d to f) calculated according to (2.5). In figure 6.10, the experimental
values in y- and z-direction are shown in red and blue and slightly shifted for better
visibility.
In figure 6.10a, the mean values of ωscy/z,exp are generally decreasing. Together
with the standard deviations of the assembly iterations, which are similar for all
10 spring elements, it is assumed that the investigated spring elements show man-
ufacturing variations. The presented order of spring elements does not represent
the chronological order of conducted experiments and, therefore, a drift due to sys-
tematic errors is excluded. The offset could be attributed to a higher experimental
beam-column setup stiffness in z-direction, as already observed in section 5.1.1.
For γy/z,exp and C
s
y/z,exp in figures 6.10b and c, no general upward or downward
trend is observed. The variation of the GEMCCs γy/z,exp in figure 6.10b are domi-
nated by system assembly variations. The offset in figure 6.10c is also attributed to
a higher experimental test setup stiffness in z-direction as well as to manufacturing
differences in the used transducers.
As introduced in section 6.1.1, variations due to spring element manufacturing
and system assembly in y- and z-direction in figures 6.10a to c are superposed
to quantify probabilistic uncertainty in the beam-column dynamic behavior with-
out shunts, as both, manufacturing and system assembly, affect the characteristic
parameters.
In figure 6.11, the experimental values of ωscy/z,exp, γy/z,exp and C
s
y/z,exp from scat-
ter plots in figures 6.10a to c are shown as histogram plots. The histograms are
normalized to obtain probability densities with the sum of the bar areas equal to
1. Furthermore, the fitted normal distribution probability density functions pN (X )
(2.4) are shown with normal distribution mean values µX and standard deviations
σX summarized in table 6.8. According to probability plots shown in figure A.2 in
the appendix, normal distributions can be assumed as the underlying distributions.
Figure 6.11 shows that the superposed spring element manufacturing and system
assembly variations lead to significant variations in the characteristic quantities
of the beam-column dynamic behavior without shunts. Furthermore, the relative
variations of each quantity are similar in y- and z-direction, see table 6.8, with
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γy/z,exp varying the most. Uncertainty in the vibration attenuation arising from the
observed variations is discussed in section 6.3.3.



































































Figure 6.10: Case II: exp. variations of short circuited frequencies ωscy/z,exp, GEM-
CCs γy/z,exp and static capacitances C sy/z,exp for S = 10 membrane-like
spring elements and A = 5 repetitions of assembly, a) to c) variations
in y -direction (o) and z-direction (o), d) to f) mean values µX (•) and
(•) and standard deviations σX for assembly iterations




















































Figure 6.11: Case II: exp. histograms and fitted normal pdfs pN (X ) of short cir-
cuited frequencies ωscy/z,exp, GEMCC γy/z,exp and static capacitances
C sy/z,exp, left: y -direction ( ), right: z-direction ( ), values from
figure 6.10
Table 6.8: Case II: exp. means values µX and standard deviations σX of short cir-
cuited frequencies ωscy/z,exp/2pi, GEMCCs γy/z,exp and static capacitances
C sy/z,exp from normal pdfs pN (X ) in figure 6.11
absolute variation relative variation
X µX σX unit σX /µX in %
ωscy /2pi 183.2 1.6 Hz 0.9
ωscz /2pi 185.0 1.4 Hz 0.8
γy 0.093 0.004 – 4.3
γz 0.093 0.004 – 4.3
C sy 1.598 0.006 µF 0.4
C sz 1.567 0.007 µF 0.4
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6.3.2 Calibration of model without shunts considering uncertainty
The variations in the experimental beam-column system’s dynamic behavior with-
out shunts as presented in section 6.3.1 are used to estimate normally distributed
input parameter uncertainty for the lateral and rotational support stiffness ky,A/B,
kz,A/B, kϕy ,A/B, kϕz ,A/B and axial extension lengths lext,A/B of support A and B, sec-
tion 6.1.1. The stiffness properties are assumed to vary independently in y- and
z-direction but equally for support A and B. The axial extension lengths vary equally
for support A and B in y- and z-direction.
Calibration
In total, N = S×A= 50 values of each parameter ky,A/B, kz,A/B, kϕy ,A/B, kϕz ,A/B and
lext,A/B are calibrated by solving the optimization problem (4.14) n = 1, ...N times
with
Pn = [ky,A/B, kz,A/B, kϕy ,A/B, kϕz ,A/B, lext,A/B]n (6.3)
for the 50 experimental short circuited and the 50 capacitance transfer functions
in figures 6.8 and 6.9. All other parameters are kept constant with the parameter
values in table 5.3.
Figure 6.12 shows the 50 values of ky,A/B, kz,A/B, kϕy ,A/B, kϕz ,A/B and lext,A/B from the
calibration in normalized histograms. Additionally, the fitted probability density
functions pN (X ) (2.4) are shown and their respective normal distribution mean
values µX and standard deviations σX summarized in table 6.9 represent proba-
bilistic parameter uncertainty. The mean values µX of ky,A/B, kz,A/B, kϕy ,A/B, kϕz ,A/B
and lext,A/B in table 6.9 are the new mean support stiffness and geometry properties
of beam-column system’s model in figure 3.3.
Table 6.9: Case II: parameter uncertainty of support A and B assumed from own
experiments, num. means µX ,num and standard deviations σX ,num for
normal pdfs from values in figure 6.12
property X µX σX unit
lateral support stiffness ky,A/B 30.10 · 106 3.75 · 106 N/m
kz,A/B 33.35 · 106 3.56 · 106 N/m
rotational stiffness kϕy ,A/B 126.45 15.96 Nm/rad
kϕz ,A/B 122.98 16.35 Nm/rad
axial extension lext,A/B 6.70 · 10−3 0.08 · 10−3 m




















































Figure 6.12: Case II: histograms of S × A = 50 calibrated values and fitted normal
pdfs pN (X )
a) and b) lateral support stiffness ky,A/B ( ), kz,A/B ( )
c) and d) rotational support stiffness kϕy ,A/B ( ), kϕz ,A/B ( )
e) axial extension lengths lext,A/B ( )
Evaluation of calibration
To evaluate the assumed parameter uncertainty in table 6.9, the normally dis-
tributed parameters are input for MONTE-CARLO-Simulation (MCS) to calculate nu-
merical values of the short circuited frequencies ωscy/z,num (3.50), GEMCCs γy/z,num
(3.53) and static capacitances C sy/z,num (3.106), whose mean values µX and stan-
dard deviation σX are then compared to experiments from table 6.8. In the MCS,
ωscy/z,num, γy/z,num and C
s
y/z,num are calculated i = 1, ..., I times with I = 20000 sam-
ples of independently and quasi-randomly varying parameter values in the set
Pi = [ky,A/B, kz,A/B, kϕy ,A/B, kϕz ,A/B, lext,A/B]i . (6.4)
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Figure 6.13 shows the results of the MCS via normalized histograms and fitted
probability density functions pN (X ) (2.4). The numerical normal distribution
mean values µX ,num and standard deviations σX ,num of the numerically calculated
samples are summarized in table 6.10 and compared to the experimental mean val-























































Figure 6.13: Case II: num. histograms with I = 20000 MCS and fitted nor-
mal pdfs pN (X ) of short circuited frequencies ωscy/z,num, GEMCC
γy/z,num and static capacitances C sy/z,num, left: y -direction ( ), right:
z-direction ( )
The experimental and numerical mean values µX show a good agreement for all
six parameters with a maximum relative deviation of 1.1%. In contrast to that,
the numerical standard deviations σX ,num underestimate the experimental stan-
dard deviations σX ,exp with a maximum relative deviation of 33.3%. However,
the deviations are acceptable as the assumed parameter uncertainty in table 6.9
adequately predicts uncertainty in the vibration attenuation as shown by the com-
parison with experiments in section 6.3.4.
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Table 6.10: Case II: normal pdf mean µX and standard deviation σX from exper-
iments in table 6.10 and MONTE-CARLO-Simulation in figure 6.13, short
circuited frequencies ωscy/z/2pi in Hz, GEMCCs γy/z and static capaci-
tances C sy/z in µF, rel. dev. in %
experimental numerical relative deviation
X µX σX µX σX err(µX ) err(σX )
ωscy /2pi 183.2 1.6 183.0 1.4 0.1 14.3
ωscz /2pi 185.0 1.4 184.5 1.3 0.3 7.7
γy 0.093 0.004 0.093 0.003 −0.0 33.3
γz 0.093 0.004 0.094 0.003 −1.1 33.3
C sy 1.598 0.006 1.609 0.005 −0.7 20.0
C sz 1.567 0.007 1.578 0.005 −0.7 20.0
6.3.3 Prediction of uncertainty by model with shunts
Probabilistic uncertainty in the vibration attenuation with RL- and RLC-shunts due
to spring element manufacturing and system assembly variations is predicted via
MCS by using the assumed parameter uncertainty from table 6.9. To correctly
predict uncertainty, the RL- and RLC-shunts are tuned with the new optimal shunt
resistances in table 6.11, which optimally tune the shunts to the beam-column
system with the new deterministic support stiffness and lateral extension length
values represented by the mean values µX in table 6.9.
Table 6.11: Case II: reference RL- and RLC-shunt resistances for optimal vibration
attenuation in y - and z-direction connected to transducers Py,B and Pz,B
RL-shunt RLC-shunt
property symbol Py,B Pz,B Py,B Pz,B unit
resistance RD 55.51 56.38 13.51 13.66 Ohm
RL1 23.13 22.76 2.32 2.16 Ohm
RN1 – – 1160.97 1138.31 Ohm
neg. cap. ratio δ – – −0.90 −0.90 –
inductance L 0.473 0.457 0.048 0.043 Henry
neg. capacitance Cn – – −1.787 −1.753 µF
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In the MCS, the numerical acceleration transfer functions with shunts GRLy/z,num(Ω)
(3.94) and GRLCy/z,num(Ω) (3.95) and their respective peak gains bGRLy/z,num (3.96) andbGRLCy/z,num (3.98) are calculated I = 20000 times with I samples of independently
varying parameter values in the set Pi (6.4), while all other beam-column system
and shunt parameters remain constant.
The variations of the acceleration transfer functions with RL-shunts GRLy/z,num(Ω)
and with RLC-shunts GRLCy/z,num(Ω) obtained from MCS are shown in figures 6.14 and
6.15. The variations of the acceleration transfer function peak gains with RL-shuntsbGRLy/z,num and with RLC-shunts bGRLy/z,num are shown in figure 6.16. The most likely
peak gain values ΣX and the maximum peak gain values Q
95
X , in this case obtained
from GUMBEL pdf fits, are used to quantify the peak gain variation, section 2.3.1.
Variation of numerical transfer functions
Figures 6.14 and 6.15 show the variations of I = 20000 samples of GRLy/z,num(Ω)
and GRLCy/z,num(Ω) via envelopes of the amplitude and phase responses in y- and z-
direction. Additionally, the respective optimally attenuated acceleration transfer










































Figure 6.14: Case II: num. acceleration transfer funct. with RL-shunts,
a) GRLy,num(Ω): envelopes ( ) of I = 20000MCS, optimal ( )
b) GRLz,num(Ω): envelopes ( ) of I = 20000MCS, optimal ( )












































Figure 6.15: Case II: num. acceleration transfer funct. with RLC-shunts,
a) GRLCy,num(Ω): envelopes ( ) of I = 20000MCS, optimal ( )
b) GRLCz,num(Ω): envelopes ( ) of I = 20000MCS, optimal ( )
Comparing the uncertain vibration attenuation, represented by envelopes, and op-
timal vibration attenuation, represented by black lines, significant inclines in the
vibration amplitudes are observed in the amplitude responses for vibration attenu-
ation with RL- and RLC-shunts in y- and z-direction. To quantify uncertainty in the
vibration attenuation, the variations of the peak gains of the varying acceleration
transfer functions are analyzed in the next paragraph .
Variation of numerical peak gains
Figure 6.16 shows normalized histograms of the I = 20000 numerical values of
the peak gains bGRLy/z,num and bGRLCy/z,num obtained from the MCS together with optimal
peak gain values optX from figures 6.14 and 6.15 . All histograms are right-skewed
with the mass of the pdfs concentrated on the left of the figure and can be approx-
imated with GUMBEL pdfs pG (X ) (2.6), as justified by the probability plots shown
in figure A.1 in the appendix. The GUMBEL parameters ΣX and ∆X as well as the
percentile Q95X are summarized in table 6.12.
The most likely peak gains for RL-shunts ΣbGRLy/z and RLC-shunts ΣbGRLCy/z in y- and
z-direction from figure 6.16 are greater than their respective optimal peak gain
values optX , see table 6.12. This is plausible as the optimal peak gain values rep-
resent an optimum and deviations from the optimum normally result in reduced
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Figure 6.16: Case II: num. histograms with I = 20000 MCS and fitted GUMBEL pdfs
pG (X ) of peak gains with RL-shunts and RLC-shunts
a) bGRLy,num ( ), opt ( ) b) bGRLz,num ( ), opt ( )
c) bGRLCy,num ( ), opt ( ) d) bGRLCz,num ( ), opt ( )
performance. Furthermore, some combinations of the used parameter uncertainty
result in peak gain values smaller than the optimal peak gain values. This case is
not further discussed as it does not lead to reduced vibration attenuation perfor-
mance.
Uncertainty due to spring element manufacturing and system assembly, as repre-
sented with the parameter uncertainty in table 6.9, has the same relative effect on
vibration attenuation with RL- and RLC-shunts. This is seen by similar values of
Q95X /optX for all shunts in all directions. However, vibration attenuation with RLC-
shunts still achieves higher vibration attenuation, as seen by most likely peak gains
ΣbGRLCy/z and maximum peak gains Q95bGRLCy/z with RLC-shunts that are smaller than those
with RL-shunts. All relative changes in table 6.12 show that uncertainty due to
spring element manufacturing and system assembly variations effect the vibration
attenuation with RL- and RLC-shunts similarly in y- and z-direction.
6.3.4 Validation of predicted uncertainty
Probabilistic uncertainty in the experimental beam-column vibration attenuation
with RL- and RLC-shunts is quantified and compared to numerical results from
the last section in order to evaluate the numerically predicted uncertainty. The
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Table 6.12: Case II: num. GUMBEL pdf parameters ΣX and ∆X and Q95X of the peak
gains bGRLy/z,num and bGRLCy/z,num with RL- and RLC-shunts, all inm/s2/V
absolute values relative change
X optX ΣX ∆X Q
95
X ΣX /optX Q
95
X /optXbGRLy 9.25 9.71 0.64 11.64 1.05 1.26bGRLz 8.51 8.94 0.56 10.60 1.05 1.25bGRLCy 2.82 2.92 0.20 3.51 1.03 1.25bGRLCz 2.74 2.83 0.22 3.48 1.03 1.27
experimental acceleration transfer functions with RL-shunt GRLy/z,exp(Ω) and with
RLC-shunts GRLCy/z,exp(Ω) (4.7) of the beam-column system in figure 4.1 with shunts
are measured for S × A = 10 samples, table 6.7, where each spring element in
support B is only mounted once and no system assembly iterations are performed.
The experimental shunts are tuned with the optimal shunt resistances in table 6.11
from section 6.3.3.
Variation of experimental transfer functions
Figures 6.17 and 6.18 show the variations of S × A = 10 samples of GRLy/z,exp(Ω)
and GRLCy/z,exp(Ω) via envelopes of the amplitude and phase reponses in y- and z-
direction. The experimental envelopes show that the used spring elements affect
the attenuated frequency transfer functions with RL- and RLC-shunts in y- and z-
direction. To quantify uncertainty in the vibration attenuation, the variations of the
peak gains of the varying acceleration transfer functions in figures 6.17 and 6.18
are analyzed in the next paragraph and compared to numerical results.








































Figure 6.17: Case II: envelopes of S × A = 10 experimental acceleration transfer















































Figure 6.18: Case II: envelopes of S × A = 10 experimental acceleration transfer
functions with RLC-shunts, a) GRLCy,exp(Ω) ( ), b) G
RLC
z,exp(Ω) ( )
Comparison of experimental and numerical peak gain variations
Figure 6.19 shows normalized histograms of the S × A = 10 experimental val-
ues of the peak gains bGRLy/z,exp and bGRLCy/z,exp, obtained from shunted acceleration
transfer functions in figures 6.17 and 6.18. To quantify uncertainty in the ex-
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perimental peak gains and to compensate for the small number of samples, it is
assumed that the experimental peak gains in figure 6.19 are distributed accord-
ing the GUMBEL distribution. Based on the numerical results in section 6.3.3, this
assumption is reasonable for analyzing peak gain variations due to spring element
and system assembly variations. The fitted GUMBEL pdfs pG (X ) (2.6) are also shown
in figure 6.19, and the respective experimental values of the most likely peak gain
ΣX ,exp, shape parameter ∆X ,exp as well as the maximum peak gain Q
95
X ,exp are sum-
marized in table 6.13 and compared to the numerical results from table 6.12 by
their relative deviation (4.16).
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Figure 6.19: Case II: exp. histograms with S ×A= 10 values and fitted GUMBEL pdfs
pG (X ) of peak gains with RL-shunts and RLC-shunts
a) bGRLy,exp ( ), b) bGRLz,exp ( ), c) bGRLCy,exp ( ), d) bGRLCz,exp ( )
Uncertainty in the vibration attenuation with RL-shunts as predicted by the beam-
column system’s model via MCS shows a good agreement with experimentally ob-
served uncertainty, based on the comparison in table 6.19. Especially the most
likely peak gain value ΣGRL and maximum peak gain value Q
95
GRL
, which are of
interest in this work, match well. Uncertainty in the vibration attenuation with
RLC-shunts, as predicted by the model via MCS, underestimates the experimen-
tally observed uncertainty. This could be attributed to the small experimental
sample size. In a future work, it should be validated by a bigger sample size if
the GUMBEL distribution really does represent the experimental variation of peak
gains with RLC-shunts due to spring element manufacturing and system assembly.
However, the relative deviations of the experimental and the numerical most likely
peak gain values ΣX and maximum peak gain values Q
95
X for RL- and RLC-shunt
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are considered to be in acceptable limits. Thus, the parameter uncertainty in ta-
ble 6.9 is used in the investigations in case V and VI to represent the effect of spring
element manufacturing and system assembly variations.
Table 6.13: Case II: GUMBEL pdf parameters ΣX , ∆X and percentile Q95X of exper-
imental and numerical peak gains bGRLy/z , bGRLCy/z in figure 6.19 and fig-
ure 6.16, all inm/s2/V, relative deviation in%
experimental numerical relative deviation
X ΣX ∆X Q
95
X ΣX ∆X Q
95
X err(ΣX ) err(∆X ) err(Q
95
X )bGRLy 9.50 0.65 11.43 9.71 0.64 11.64 −2.2 1.6 −1.8bGRLz 8.97 0.49 10.43 8.94 0.56 10.60 0.4 −14.4 −1.7bGRLCy 3.23 0.28 4.06 2.92 0.20 3.51 9.7 28.8 13.7bGRLCz 3.23 0.31 4.15 2.83 0.22 3.48 12.5 29.0 16.2
6.3.5 Summary of results and conclusion of case II
Probabilistic uncertainty due to spring element manufacturing and system assem-
bly variations affects the dynamic behavior of the beam-column system and, hence,
represents an important source of uncertainty that reduces the vibration attenua-
tion with RL- and RLC-shunt as it has been shown in section 6.3 by experiments
and simulation.
A set of S = 10 different spring elements in support B and A = 5 iterations of
system assembly for each spring element, in total 50 measurements, is used to
quantify probabilistic uncertainty in the beam-column system’s dynamic behavior
without shunts. The experimental short circuited resonance frequencies ωscy/z,exp,
the GEMCCs γy/z,exp and the static capacitances C
s
y/z,exp show significant variations
due to spring element manufacturing and system assembly variations, which are
justified to be approximated by normal distributions. The experimentally observed
variations are adequately represented by the beam-column system’s model with the
assumed parameter uncertainty in the support stiffness and geometric properties.
Results of a MCS with I = 20000 samples show that the numerical peak gains with
RL-shunt bGRL and with RLC-shunts bGRLC vary with a right-skewed distribution due
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to the assumed parameter uncertainty. The most likely peak gain value of the dis-
tribution ΣX is close to the optimal peak gain value, whereas the maximum peak
gain value Q95X is significantly increased. The peak gains with RLC-shunts are al-
ways smaller than with RL-shunts. However, uncertainty due to spring element
manufacturing and system assembly, as represented by the assumed parameter
uncertainty, has the same relative effect on vibration attenuation with RL- and
RLC-shunts. The experimentally observed and the numerically predicted variations
in the peak gains match adequately with a maximal relative deviation of 16.2%.
The experimental and numerical variations in the beam-column system’s dynamic
behavior without and with shunts caused by spring element manufacturing and
system assembly variations are similar in y- and z-direction. The same was ob-
served for static load variations in section 6.1.2. Since uncertainty assumed from
literature will also have similar effects on the vibration attenuation in y- and z-
direction, the investigation of cases III, IV, V and VI is only performed for the lateral
beam-column y-direction.
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6.4 Cases III and IV: Effect of shunt and transducer manufacturing variations
This section presents numerical results to quantify probabilistic uncertainty in the
vibration attenuation in y-direction due to shunt component and transducer man-
ufacturing variations as introduced by cases III and IV in table 6.1.
6.4.1 Parameter uncertainty assumed from literature
For transducer Py,B in support B in figure 3.2, which is made of lead zirconate
titanate (PZT) as explained in section 2.2, the properties d3, k
sc and C may vary up
to ±20%, [82] and data sheet by PHYSIK INSTRUMENTE [75]. However, tighter
manufacturing tolerances are available with d3 and k
sc varying up to ±5% and C
varying up to ±10% as indicated in data sheets by THORLABS, NOLIAC and APC,
[5, 67, 90]. The tighter manufacturing tolerances are used in this work.
For the resistors in the RL- and RLC-shunts circuits in figures 3.8b and 3.9b, stan-
dard resistor tolerances from ±0.10% to ±20% deviation are available, [43, 98].
Usually, tighter tolerances also mean higher component costs. In this work, values
R of resistors in the shunt circuits are assumed to vary by ±1%. For the capaci-
tors in the RL- and RLC-shunts circuits, standard capacitor tolerances from ±1% to
±20% deviation are available, [43, 46]. In this work, values C of capacitors in the
shunts circuits are assumed to vary by ±2%.
Table 6.14: Case III: normally distributed shunt circuit parameter uncertainty with
mean µX and standard deviation σX
RL-shunt RLC-shunt
property X µX σX µX σX unit
resistance RD 55.27 0.18 13.51 0.05 Ohm
RL1 23.14 0.07 2.32 0.01 Ohm
RL2 1000 3.33 1000 3.33 Ohm
RL3 1000 3.33 1000 3.33 Ohm
RL5 20064 66.88 20064 66.88 Ohm
RN1 – – 1160.97 3.87 Ohm
RN2 – – 1000.00 3.33 Ohm
RN3 – – 994000 3313.33 Ohm
capacitance CL4 – – 1.00 0.006 µF
CN4 – – 1.54 0.01 µF
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Based on the lower and upper ranges of the tolerances, the standard deviations of
the assumed normally distributed variations of the transducer and shunt properties
are derived, section 6.1.2 , and summarized in tables 6.14 and 6.15. The mean
values of the transducer properties correspond to those from table 5.3. For the
shunts, the mean values of optimal resistances are taken from table 6.11, and the
mean values of the constant circuit values are taken from tables 4.2 and 4.3.
Table 6.15: Case IV: normally distributed transducer parameter uncertainty with
mean µX and standard deviation σX
property X µX σX unit
transducer stiffness kscy,B 32.4 · 106 0.54 · 106 N/m
transducer const. d3,y,B 3.10 · 10−10 5.12 · 10−12 m/V
transducer capacitance Cy,B 1.43 · 10−6 0.05 · 10−6 F
6.4.2 Prediction of uncertainty by model with shunts
For each of the cases III and IV, the numerical peak gains with RL-shunt bGRLy,num
(3.96) and with RLC-shunt bGRLCy,num (3.98) are calculated I = 20000 times via MCS
with I samples of normally distributed and independently varying parameter values
in Pi . For cases III and IV, Pi contains values from normally distributed parameters
in tables 6.14 or 6.15.
The variations of the numerical peak gains bGRLy,num and bGRLCy,num obtained from MCS
for cases III and IV are shown with normalized histograms in figure 6.20. To quan-
tify uncertainty in the vibration attenuation with RL- and RLC-shunts, section 2.3.1,
the most likely peak gain values ΣbGRLy and ΣbGRLCy as well as the maximum peak gain
valuesQ95bGRLy andQ95bGRLCy of the histograms in figure 6.20 are summarized in table 6.16
together with their respective optimal values optX . The values are directly obtained
from the histograms, because the use of the GUMBEL distribution is not valid for dis-
tributions in figure 6.20.
In case III, uncertainty due to manufacturing variations of the shunt resistors and
capacitors has bigger influence on vibration attenuation with RLC-shunts, because
Q95RLC increases more than Q
95
RL in relative terms, table 6.16. This is attributed to the
fact that the RLC-shunt comprises more uncertain components than the RL-shunt,
compare figure 3.8 and figure 3.9.






















Figure 6.20: Cases III and IV: num. histograms with I = 20000 MCS of peak gains
with RL-shunts and RLC-shunts
left: bGRLy,num ( ), opt ( ) right: bGRLCy,num ( ), opt ( )
According to case IV, uncertainty due to transducer manufacturing variations has
the biggest influence on vibration attenuation with RLC-shunts, compared to case
III and II in table 6.12. This could be attributed to a high sensitivity of vibration
attenuation with RLC-shunts to changes in the transducer capacitance, and the
relatively high manufacturing tolerance of ±10%, [56]. Comparing the absolute
peak gains with RL- and RLC-shunts of cases III and IV, it becomes evident that the
RLC-shunt still achieves higher vibration attenuation.
Table 6.16: Cases III and IV: most likely peak gain values ΣX and maximum peak
gain values Q95X of histograms in figure 6.20, for comparison: optimal
peak gain value optX , all inm/s2/V
absolute values relative change
Case X optX ΣX Q
95
X ΣX /optX Q
95
X /optX
III bGRLy 9.25 9.39 10.48 1.02 1.13bGRLCy 2.82 2.95 4.21 1.05 1.49
IV bGRLy 9.25 9.71 13.56 1.05 1.47bGRLCy 2.82 3.26 11.21 1.16 3.98
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6.5 Cases V and VI: Effect of static load, manufacturing and system
assembly variations
This section presents numerical results to quantify probabilistic uncertainty in the
vibration attenuation in y-direction due to combined static load, manufacturing
and system assembly variations as introduced by cases V and VI in table 6.1.
6.5.1 Combined probabilistic parameter uncertainty
Probabilistic parameter uncertainty from cases II, III and IV is combined to investi-
gate uncertainty in the vibration attenuation according to cases V and VI. Table 6.17
summarizes the beam-column system parameters with probabilistic parameter un-
certainty due to spring element manufacturing and system assembly from case II,
table 6.9, and due to transducer manufacturing from case IV, table 6.14. Table 6.18
summarizes the RL-shunt parameters with probabilistic parameter uncertainty due
to shunt component manufacturing from case IV, table 6.14.
In order to guarantee stable lateral beam-column vibrations for all parameter com-
binations in the uncertainty analysis in cases V and VI when transducer Py,B is
connected to the RLC-shunt, the RLC-shunt must be newly tuned with negative
capacitance ratio δ = −0.84 (3.103). As defined in section 3.5.2, the vibration
attenuation becomes unstable for δ < δcrit = −0.95. For the RLC-shunt with shunt
resistances in table 6.11 from case II, which is tuned with δ = −0.9, the probabilis-
tic uncertainty from case V leads to variations in δ that exceed δcrit as demonstrated
in figure 6.21a. For the RLC-shunt with shunt resistances from table 6.18, which
is tuned with δ = −0.84, the limit δcrit is not being exceeded and the vibrations













Figure 6.21: Case V: histograms of negative capacitance ratio δ, a) δ exceeds stabil-
ity limit δcrit ( ) due to parameter uncertainty, b) δ does not exceed
the stability limit δcrit ( )
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Table 6.17: Case V: normally distributed beam-column system parameter uncer-
tainty with mean µX and standard deviation σX
property X µX σX unit
lateral stiffness ky,A/B 30.1 · 106 3.80 · 106 N/m
rotational stiffness kϕz ,A/B 123.0 15.37 N/m
axial extension lext,A/B 6.7 · 10−3 0.08 · 10−3 mm
transducer stiffness kscy,B 32.4 · 106 0.54 · 106 N/m
transducer const. d3,y,B 3.10 · 10−10 5.12 · 10−12 m/V
transducer capacitance Cy,B 1.43 · 10−6 0.05 · 10−6 F
Table 6.18: Case V: normally distributed electrical RL- and RLC-shunt parameter un-
certainty with mean µX and standard deviation σX , δ = −0.84
RL-shunt RLC-shunt
property X µX σX µX σX unit
resistance RD 55.27 0.18 18.58 0.06 Ohm
RL1 23.14 0.07 3.75 0.01 Ohm
RL2 1000 3.33 1000 3.33 Ohm
RL3 1000 3.33 1000 3.33 Ohm
RL5 20064 66.88 20064 66.88 Ohm
RN1 – – 1243.89 4.14 Ohm
RN2 – – 1000.00 3.33 Ohm
RN3 – – 994000 3313.33 Ohm
capacitance CL4 – – 1.00 0.006 µF
CN4 – – 1.54 0.01 µF
6.5.2 Prediction of uncertainty by model with shunts
For case V, the numerical peak gains with RL-shunt bGRLy,num (3.96) and with RLC-
shunt bGRLCy,num (3.98) are calculated I = 20000 times via MCS with I samples of
normally distributed and independently varying parameter values in Pi from nor-
mally distributed parameters in tables 6.17 and 6.18. For case VI, the MCS from
case V is repeated with tensile force Fx = F−x = −1200N, indicated by VI−, and the
compressive force Fx = F+x = 1200N , indicated by VI
+, section 6.2.
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The variations of the numerical peak gains bGRLy,num and bGRLCy,num obtained from MCS
for cases V and VI are shown with normalized histograms in figure 6.22. Again,
the most likely peak gain values ΣbGRLy and ΣbGRLCy as well as the maximum peak gain
values Q95bGRLy and Q95bGRLCy together with their respective optimal values optX are used

































Figure 6.22: Cases V and VI (tensile VI− and compressive VI+): num. histograms
with I = 20000MCS of peak gains with RL-shunts and RLC-shunts
left: bGRLy,num ( ), opt ( ) right: bGRLCy,num ( ), opt ( )
In case V, uncertainty due to combined manufacturing and system assembly varia-
tions has bigger influence on vibration attenuation with RLC-shunts, because Q95bGRLCy
increases more than Q95bGRLy in relative terms. This observation is consistent with re-
sults from cases II, III and VI in tables 6.12 and 6.16, and suggests that vibration
attenuation with the RLC-shunt in general is more sensitive to manufacturing and
assembly variations than with the RL-shunt.
Case VI− has the highest effect on vibration attenuation with the RL-shunt, as seen
by the relative changes of ΣbGRCy and Q95bGRLy . So far, ΣbGRLy usually remained close
to the optimal value, but the static force significantly shifts the most likely value
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upwards, which leads to increased uncertainty. Case VI+ has a smaller influence on
uncertainty in the vibration attenuation, which is in agreement with observations
from case I. In general, case VI shows that uncertainty in the vibration attenuation
with RLC-shunts is mainly caused by manufacturing and assembly variations and
less by static load variations.
Table 6.19: Results of cases V, VI− and VI+: most likely peak gain valuesΣX andmax-
imum peak gain valuesQ95X of histograms in figure 6.22, for comparison:
optimal peak gain value optX , all inm/s2/V
absolute values relative change
Case X optX ΣX Q
95
X ΣX /optX Q
95
X /optX
V bGRLy 9.25 10.16 16.14 1.10 1.74bGRLCy 4.00 4.53 11.33 1.13 2.83
VI− bGRLy 9.25 26.77 35.80 2.89 3.87bGRLCy 4.00 5.42 14.42 1.35 3.60
VI+ bGRLy 9.25 22.63 29.67 2.45 3.21bGRLCy 4.00 4.12 13.01 1.03 3.25
6.6 Summary of results and conclusion of cases I to VI
Sections 6.2.5 and 6.3.5 provide the individual results for the effects of uncertainty
from own experiments (cases I and II). In the following, the effects of additional
uncertainty from literature (cases III and IV) and the combined uncertainty (cases
V and VI) are summarized and compared.
The main results of the case study are:
• Cases II, III and IV: Uncertainty in vibration attenuation with RL- and RLC-
shunts caused by manufacturing variations is dominated by manufacturing
variations of the piezoelectric transducer. This also shows that the assembly
and the manufacturing of the piezo-elastic support is not excessively adding
new uncertainty to the vibration attenuation.
• Case VI: Uncertainty in vibration attenuation with RL-shunts due to static
load, manufacturing and system assembly variations is dominated by the
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static axial load. In contrast, uncertainty in vibration attenuation with RLC-
shunts is dominated by manufacturing and system assembly variations
• Cases III to VI: For probabilistic uncertainty, e.g. uncertainty due to trans-
ducer manufacturing variations, the shape of the observed peak gain dis-
tributions is not constant for all investigated cases and depends on the pa-
rameters that are assumed to be uncertain. Thus, no parametric distribution
functions are used to describe uncertainty.
Overall, the vibration attenuation with shunted piezoelectric transducers in piezo-
elastic support B for all sources of uncertainty still achieves reasonable vibration
attenuation of 65% with RL-shunt and 86% with RLC-shunt compared to vibra-
tions with short circuited transducers, i.e. no attenuation by shunts.
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7 Conclusion and outlook
In this work, a novel technical concept called the piezo-elastic support is investi-
gated for lateral vibration attenuation of beam-columns with circular cross-section
by using piezoelectric stack transducers connected to RL- and RLC-shunts. Fur-
thermore, uncertainty in the vibration attenuation with RL- and RLC-shunts due
to static axial beam-column load, manufacturing and system assembly variations is
investigated in order to compare the influence of uncertainty in varying properties
on the vibration attenuation and to evaluate the vibration attenuation capability of
the piezo-elastic support.
The method of vibration attenuation with shunted piezoelectric transducers in gen-
eral has been subject of research for several decades and there is a large variety of
available shunt concepts. A comprehensive literature review showed that most
previous studies are applied to beams with rectangular cross-section or plates, and
patch transducers are used for vibration attenuation in one lateral direction. The
piezo-elastic support investigated in this work attenuates lateral vibrations of a
beam-column with circular cross-section in various lateral directions by use of PZT
stack transducers.
Although the RL- and RLC-shunts allow precise vibration attenuation adjustment,
uncertainty sources, such as structural loads or manufacturing variations, can sig-
nificantly reduce the vibration attenuation potential. So far, research studies mainly
focused on model-based uncertainty investigations with assumptions only made
from literature. In this work, uncertainty caused by static axial beam-column load
variations, manufacturing variations and system assembly variations is assumed
from own experiments. In this context, it should be noted that the influence of a
static axial load on the vibration attenuation has not been considered in literature.
For a holistic uncertainty investigation of the vibration attenuation with the piezo-
elastic support and shunts, parameter uncertainty assumed from own experiments
and literature is combined in a model-based uncertainty analysis.
The investigated beam-column system consists of a beam-column with circular
cross-section embedded in two piezo-elastic supports. One support is used to ap-
ply lateral vibration excitation at an oblique angle, and the other support is used
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for vibration attenuation with shunted transducers. The piezo-elastic support fea-
tures a rotational elastic spring element that allows the transformation of lateral
beam-column displacements into the axial deformation of two stack transducers,
and vice versa. The transducers are arranged orthogonally to each other in the
lateral beam-column directions and the shunts are optimized separately for both
directions. Thus, lateral vibrations in arbitrary lateral directions are attenuated
evenly.
In experiments with optimally tuned shunts, lateral beam-column vibrations on
average were reduced by 89% with RL-shunts and by 96% with RLC-shunts, com-
pared to vibrations without shunts connected. This shows that the piezo-elastic
support is well suited to attenuate vibrations of beam-columns with circular cross-
section and, therefore, offers a new possibility to attenuate vibrations in truss-type
structures.
For the model-based uncertainty analysis, non-probabilistic and probabilistic uncer-
tainty in the vibration attenuation is investigated and quantified by the peak gain
variations in the beam-column’s attenuated amplitude response. Uncertainty in the
vibration attenuation with RL- and RLC-shunts is compared by lower and upper
peak gain values, in case of non-probabilistic uncertainty, and by the most likely
and maximum occurring peak gain values in case of probabilistic uncertainty.
Non-probabilistic uncertainty due to static tensile and compressive axial load varia-
tions and probabilistic uncertainty due to spring element manufacturing and system
assembly variations is obtained from own experiments. To quantify uncertainty in
vibration attenuation with RL- and RLC-shunts from own experiments, experiments
and numerical models without and with shunts connected are used. First, uncer-
tainty is experimentally observed when no shunts are connected. Afterwards, the
model without shunts is calibrated to adequately represent the observed uncer-
tainty. Finally, numerically predicted and experimentally observed uncertainty in
the vibration attenuation are compared in order to validate the model used for
numerical uncertainty investigations and to evaluate the effect of uncertainty.
Additionally, probabilistic uncertainty due to shunt component and piezoelectric
transducer manufacturing variations is assumed from literature.
The main results of the model-based uncertainty analysis are:
• Uncertainty in vibration attenuation with RL- and RLC-shunts caused by
manufacturing variations is dominated by manufacturing variations of the
piezoelectric transducer. The assembly and the manufacturing of the piezo-
lastic support is not excessively adding new uncertainty to the vibration at-
tenuation.
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• Uncertainty in vibration attenuation with RL-shunts due to static tensile and
compressive load variations, manufacturing and system assembly variations
is dominated by the static axial load variation. In contrast, uncertainty in
vibration attenuation with RLC-shunts is dominated by manufacturing and
system assembly variations and robust against a varying static axial beam-
column load.
• The vibration attenuation with the piezo-elastic support and shunted piezo-
electric transducers still achieves reasonable vibration attenuation of 65%
with RL-shunt and 86% with RLC-shunt for all sources of uncertainty, com-
pared to vibrations with short circuited transducers and no attenuation by
shunts.
With respect to the model-based uncertainty analysis and vibration attenuation
with the piezo-elastic support and shunted transducers, the following future objec-
tives can be derived from the results of this work:
• Quantification and evaluation of uncertainty for more realistic excitation lev-
els that exceed the small signal levels assumed in this work.
• Integration of multiple piezo-elastic supports with shunted transducers in a
larger truss-structure and subsequent application of the model-based uncer-





Probability plots are a graphical tool used to assess if a set of data plausibly came
from an assumed theoretical distribution. The experimental values in figure A.1
shown with circles and the assumed normal distributions in straight lines are in
good accordance. Thus, the assumed distributions can be assumed as the underly-























































Figure A.1: Probability plots of numerical peak gain variations, 20000 samples ob-
tained from MONTE-CARLO-Simulation in y -direction (◦) and z-direction
(◦) and assumed GUMBEL distributions ( ) with RL-shunts a) bGRLy and
b) bGRLz , with RLC-shunts c) bGRLCy and d) bGRLCz
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Figure A.2: Probability plots of 50 experimental samples in y -direction (◦) and z-
direction (◦) and assumed normal distributions ( ) for short circuited
frequencies a) ωscy and b) ω
sc
z , GEMCCs c) γy and d) γz , static capaci-
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